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8.6.3.7
UL Timing Advance

If the IE "UL Timing Advance Control" is present, the UE shall:

-
if IE "Uplink Timing Advance Control" has the value "disabled":

-
reset timing advance to 0;

-
disable calculated timing advance following handover;

-
in case of handover start uplink transmissions in the target cell without applying timing advance;

-
if IE "Uplink Timing Advance Control" has the value "enabled":

-
in case of no cell change

-
evaluate and apply the timing advance value for uplink transmission as indicated in IE "Uplink Timing Advance" at the CFN indicated in the IE "Activation Time"; 




· in case of cell change

- 
use the IE "Uplink Timing Advance" as TAold and apply  TAnew for uplink transmission in the target cell at the CFN indicated in the IE "Activation Time" as specified in [24]

- 
include the value of the applied timing advance in the IE "Timing Advance" in the COMPLETE message

10.3.7.76
UE internal measured results

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>UE Transmitted Power
	OP
	
	UE transmitted power info 10.3.7.85
	

	>>UE Rx-Tx report entries
	OP
	1 to <maxRL>
	
	

	>>>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	Primary CPICH info for each cell included in the active set

	>>>UE Rx-Tx time difference type 1
	MP
	
	UE Rx-Tx time difference type 1 10.3.7.83
	UE Rx-Tx time difference in chip for each RL included in the active set

	>TDD
	
	
	
	

	>>UE transmitted Power list
	OP
	1 to <maxTS>
	
	UE transmitted power for each used uplink timeslot in ascending timeslot number order

	>>>UE transmitted power
	MP
	
	UE transmitted power info 10.3.7.85
	

	>>Applied TA
	OP
	
	Uplink Timing Advance 10.3.6.95
	Uplink timing advance applied by the UE
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