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8
Performance requirement

8.1
General

The performance requirements for the UE in this subclause are specified for the measurement channels specified in Annex A, the propagation conditions specified in Annex B and the Down link Physical channels specified in Annex C. Unless stated DL power control is OFF.

8.2
Demodulation in static propagation conditions

8.2.1
Demodulation of Paging Channel (PCH)


8.2.1.1
Minimum requirement

Minimum requirements for PCH will be defined in future releases.


Table 8.1: Void 
	
	
	

	
	
	

	

	
	

	

	
	

	

	
	

	

	
	

	
	
	


Table 8.2: Void 
	
	

	
	

	
	

	
	


8.2.2
Demodulation of Forward Access Channel (FACH)


8.2.2.1
Minimum requirement

Minimum requirements for FACH will be defined in future releases.


Table 8.3: Void
	
	
	

	
	
	

	

	
	

	

	
	

	

	
	

	

	
	

	
	
	


Table 8.4: Void 
	
	

	
	

	
	

	
	


8.6
Demodulation of DCH in downlink Transmit diversity modes

8.6.1
Demodulation of DCH in open-loop transmit diversity mode

The receive characteristic of the Dedicated Channel (DCH) in open loop transmit diversity mode is determined by the Block Error Ratio (BLER). DCH is mapped into in Dedicated Physical Channel (DPCH).

8.6.1.1
Minimum requirement

For the parameters specified in Table 8.19 the average downlink 
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 power shall be below the specified value for the BLER shown in Table 8.20.
Table 8.19: Test parameters for DCH reception in an open loop transmit diversity scheme.
(Propagation condition: Case 1)

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH
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	9
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	dBm/3.84 MHz
	-60

	Information data rate
	kbps
	12.2


Table 8.20: Test requirements for DCH reception in open loop transmit diversity scheme

	Test Number
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(antenna 1/2)
	BLER

	1
	-16.8 dB
	10-2


8.8
Power control in downlink 

Power control in the downlink is the ability of the UE receiver to converge to required link quality set by the network while using as low power as possible in downlink . If a BLER target has been assigned to a DCCH (See Annex A.3), then it has to be such that outer loop is based on DTCH and not on DCCH. 

8.8.1
Power control in the downlink, constant BLER target

8.8.1.1
Minimum requirements

For the parameters specified in Table 8.29 the downlink 
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 power measured values, which are averaged over one slot, shall be below the specified value in Table 8.30 more than 90% of the time.  BLER shall be as shown in Table 8.30. Power control in downlink is ON during the test.
Table 8.29: Test parameter for downlink power control 

	Parameter
	Unit
	Test 1
	Test 2
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	dB
	9
	-1
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	dBm/3.84 MHz
	-60

	Information Data Rate
	kbps
	12.2

	Target quality value on DTCH
	BLER
	0.01

	Propagation condition
	
	Case 4

	Maximum_DL_Power *
	dB
	7

	Minimum_DL_Power *
	dB
	-18

	Limited_Power_Raise_Used
	-
	"Not used"


Note *: Power is compared to P-CPICH as specified in [4].

Table 8.30: Requirements in downlink power control

	Parameter
	Unit
	Test 1
	Test 2
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	dB
	-16.0
	-9.0

	Measured quality on DTCH
	BLER
	0.01±30%
	0.01±30%


8.8.2 Power control in the downlink, initial convergence

This requirement verifies that DL power control works properly during the first seconds after DPCH connection is established

8.8.2.1
Minimum requirements

For the parameters specified in Table 8.31 the downlink DPCH_Ec/Ior power measured values, which are averaged over 50 ms, shall be within the range specified in Table 8.32 more than 90% of the time. T1 equals to 500 ms and it starts 10 ms after the DPDCH connection is initiated. T2 equals to 500 ms and it starts when T1 has expired. Power control is ON during the test.

Table 8.31: Test parameters for downlink power control 

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Target quality value on DTCH
	BLER
	0.01
	0.01
	0.1
	0.1

	Initial DPCH_Ec/Ior
	dB
	-5.9
	-25.9
	-2.1
	-22.1

	Information Data Rate
	kbps
	12.2
	12.2
	64
	64
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	dBm/3.84 MHz
	-60

	Propagation condition
	
	Static

	Maximum_DL_Power
	dB
	7

	Minimum_DL_Power
	dB
	-18

	Limited_Power_Raise_Used
	-
	"Not used"


Table 8.32: Requirements in downlink power control

	Parameter
	Unit
	Test 1 and Test 2
	Test 3 and Test 4
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 during T1
	dB
	-18.9 ( DPCH_Ec/Ior ( -11.9
	-15.1 ( DPCH_Ec/Ior ( -8.1
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 during T2
	dB
	-18.9 ( DPCH_Ec/Ior ( -14.9
	-15.1 ( DPCH_Ec/Ior ( -11.1


8.8.3 
Power control in downlink, wind up effects

8.8.3.1 

Minimum requirements

This test is run in three stages where stage 1 is for convergence of the power control loop, in stage two the maximum downlink power for the dedicated channel is limited not to be higher than the parameter specified in Table 8.33. All  parameters used in the three stages are specified in Table 8.33. The downlink
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 power measured values, which are averaged over one slot, during  stage 3 shall be lower than the value specified in Table 8.34 more than 90% of the time. 

Power control of the UE is ON during the test.

Table 8.33: Test parameter for downlink power control, wind-up effects 

	Parameter
	Unit
	Test 1

	
	
	Stage 1
	 Stage 2
	Stage 3

	Time in each stage
	s
	>15
	5
	0.5
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	dBm/3.84 MHz
	-60

	Information Data Rate
	kbps
	12.2

	Quality target on DTCH
	BLER
	0.01

	Propagation condition
	
	Case 4

	Maximum_DL_Power
	dB
	7
	-6.2
	7

	Minimum_DL_Power
	dB
	-18

	Limited_Power_Raise_Used
	-
	“Not used”



Table 8.34: Requirements in downlink power control, wind-up effects

	Parameter
	Unit
	Test 1, stage 3
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	dB
	-13.3


8.10
Blind transport format detection

Performance of Blind transport format detection is determined by the Block Error Ratio (BLER) values and by the measured average transmitted DPCH_Ec/Ior value.
8.10.1
Minimum requirement

For the parameters specified in Table 8.37 the average downlink 
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 power shall be below the specified value for the BLER shown in Table 8.38.
Table 8.37: Test parameters for Blind transport format detection

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4
	Test 5
	Test 6
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	dBm/3.84 MHz
	-60

	Information Data Rate
	kbps
	12.2  (rate 1)
	7.95   (rate 2)
	1.95  (rate 3)
	12.2  (rate 1)
	7.95   (rate 2)
	1.95  (rate 3)

	propagation condition
	-
	static
	multi-path fading case 3

	TFCI
	-
	off


Table 8.38: The Requirements for DCH reception in Blind transport format detection

	Test Number
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	BLER
	FDR

	1
	-17.7dB
	10-2 
	10-4 

	2
	-17.8 dB
	10-2  
	10-4 

	3
	-18.4 dB
	10-2 
	10-4 

	4
	-13.0 dB
	10-2 
	10-4 

	5
	-13.2 dB
	10-2 
	10-4 

	6
	-13.8 dB
	10-2 
	10-4 


* The value of DPCH_Ec/Ior, Ioc, and Ior/Ioc are defined in case of DPCH is transmitted

NOTE:
In this test, 9 different Transport Format Combinations (Table 8.39) are sent during the call set up procedure, so that the UE has to detect the correct transport format from these 9 candidates.

Table 8.39: Transport format combinations informed during the call set up procedure in the test

	
	1
	2
	3
	4
	5
	6
	7
	8
	9

	DTCH
	12.2k
	10.2k
	7.95k
	7.4k
	6.7k
	5.9k
	5.15k
	4.75k
	1.95k

	DCCH
	
	
	
	
	2.4k
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