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6.2.2
CPICH power accuracy

6.2.2.1
Definition and applicability

CPICH power accuracy is defined as the maximum deviation between the ordered channel power and the power in that channel measured at the TX antenna interface. The requirement is applicable for all BS types.
6.2.2.2
Minimum Requirement

The measured CPICH power shall be within (2.1dB of the ordered absolute value. The normative reference for this requirement is in TS 25.104 [1] subclause 6.4.4
6.2.2.3
Test purpose

The purpose of the test is to verify, that the BS under test delivers CPICH power within margins, thereby allowing reliable cell planning and operation.

6.2.2.4
Method of test

6.2.2.4.1
Initial conditions

1)
Establish applicable temperature and supply voltage, as specified in subclause 4.4.

2)
Connect BS to code domain analyser as shown in annex B.
3)
Disable inner loop power control.

4)
Set-up BS transmission at maximum total power as specified by the supplier. Channel set-up shall be according to subclause 6.1.1.2.

6.2.2.4.2
Procedure

1)
Measure the power in the PCCPCH and PCPICH according to annex E.

2)
Repeat the measurement for all other applicable temperatures and supply voltages.

6.2.2.5
Test Requirement

The measured CPICH power shall be within (2.9dB of the ordered absolute value. 
NOTE: If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in subclause 4.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.
6.3 
Frequency error

6.3.1 
Definition and applicability

Frequency error is the measure of the difference between the actual BS transmit frequency and the assigned frequency. The same source shall be used for RF frequency and data clock generation.

It is not possible to verify by testing that the data clock is derived from the same frequency source as used for RF generation. This may be confirmed by a manufacturers declaration

6.3.2 
Minimum Requirement
The Frequency Error shall be within ± 0.05 PPM.

The normative reference for this requirement is in TS 25.104 [1] subclause 6.3
6.3.3 
Test purpose

To verify that the Frecuency Error is within the limit specified in 6.3.2

6.3.4 
Method of test

6.3.4.1. 
Initial Conditions

1)
Connect the base station RF output port to the test equipment. Refer to annex B.1.2 for a functional block diagram of the test set-up.
2)
Set the base station to transmit a signal modulated with PCCPCH. Total power at the RF output port shall be Pmax-3dB and Pmax-18dB.

6.3.4.2. 
Procedure
 1)
Measure the  Frequency Error according to annex E.

6.3.5 
Test requirement 

The Frequency Error shall be within the range (–0.05 PPM – 12 Hz) to (+0.05 PM + 12 Hz).
6.4
Output power dynamics

Power control is used to limit the interference level. The BS transmitter uses a quality-based power control on the downlink. The physical channels for the following test(s) shall be set-up according to subclause 6.1.1.2.
6.4.1
Inner loop power control 

Inner loop power control in the downlink is the ability of the BS transmitter to adjust the transmitter output power of a code channel in accordance with the corresponding TPC symbols received in the uplink.

6.4.2
Power control steps

The power control step is the required step change in the DL transmitter output power of a code channel in response to the corresponding power control command. The combined output power change is the required total change in the DL transmitter output power of a code channel in response to multiple consecutive power control commands corresponding to that code channel.
6.4.2.1
Definition and applicability

Inner loop power control in the downlink is the ability of the BS transmitter to adjust the transmitter output power of a code channel in accordance with the corresponding TPC symbols received in the uplink.

The power control step is the required step change in the DL transmitter output power of a code channel in response to the corresponding power control command. The combined output power change is the required total change in the DL transmitter output power of a code channel in response to multiple consecutive power control commands corresponding to that code channel.
6.4.2.2
Minimum Requirement
The BS transmitter shall have the capability of setting the inner loop output power with a step sizes of 1 dB mandatory and 0,5 dB optional.

a)
The tolerance of the power control step due to inner loop power control shall be within the range shown in table 6.9.

b)
The tolerance of the combined output power change due to inner loop power control shall be within the range shown in table 6.10a.

Table 6.9: Transmitter power control step tolerance 

	Power control commands in the down link
	Transmitter power control step tolerance

	
	1 dB step size
	0,5 dB step size

	
	Lower
	Upper
	Lower
	Upper

	Up(TPC command "1")
	+0,5 dB
	+1,5 dB
	+0,25 dB
	+0,75 dB

	Down(TPC command "0")
	-0,5 dB
	-1,5 dB
	-0,25 dB
	-0,75 dB


Table 6.10a: Transmitter combined output power tolerance

	Power control commands in the down link
	Transmitter combined output power change tolerance after 10 consecutive equal commands (up or down)

	
	1 dB step size
	0.5dB step size

	
	Lower
	Upper
	Lower
	Upper

	Up(TPC command "1")
	+8 dB
	+12 dB
	+4 dB
	+6 dB

	Down(TPC command "0")
	-8 dB
	-12 dB
	-4 dB
	-6 dB


The normative reference for this requirement is TS 25.104 [1] subclause 6.4.1.1.1

6.4.2.3
Test purpose
To verify those requirements for the power control step size and response are met as specified in subclause 6.4.2.2.

6.4.2.4
Method of test
6.4.2.4.1
Initial conditions
1)
Connect the suitable measurement equipment to the BS antenna connector as shown in annex B.

2)
Start BS transmission with channel configuration as specified in table 6.3 Test model 2.

3)
Establish downlink power control with parameters as specified in table 6.10b.
Table 6.10b
	Parameter
	Level/status
	Unit

	UL signal level
	Ref.sens + 10 dB
	dBm/3,84 MHz

	Data sequence
	PN9
	


6.4.2.4.2
Procedure

1)
Set and send alternating TPC bits from the UE simulator or UL signal generator. 

2)
Measure mean power level of the code under the test each time TPC command is transmitted. All steps within power control dynamic range declared by manufacturer shall be measured. Use the code power measurement method defined in annex E.

3)
Measure the 10 highest and the 10 lowest power step levels within the power control dynamic range declared by manufacturer by sending 10 consecutive equal commands as described table 6.10a.

4)
Check that average step size tolerance requirement shall be met.

6.4.2.5
Test requirement

a)
BS shall fulfil step size requirement  shown in Table 6.10c for all power control steps declared by manufacture as specified in subclause 6.4.2.2.

b)
For all measured Up/Down cycles, the difference of transmission power between before and after 10 equal commands (Up and Down), derived in step (3), shall not exceed the prescribed range in table 6.10d.
Table 6.10c: Transmitter power control step tolerance 

	Power control commands in the down link
	Transmitter power control step tolerance

	
	1 dB step size
	0,5 dB step size

	
	Lower
	Upper
	Lower
	Upper

	Up(TPC command "1")
	+0,6 dB
	+1,6 dB
	+0,35 dB
	+0,85 dB

	Down(TPC command "0")
	-0,6 dB
	-1,6 dB
	-0,35 dB
	-0,85 dB


Table 6.10d: Transmitter combined output power tolerance

	Power control commands in the down link
	Transmitter combined output power change tolerance after 10 consecutive equal commands (up or down)

	
	1 dB step size
	0.5dB step size

	
	Lower
	Upper
	Lower
	Upper

	Up(TPC command "1")
	+7.9 dB
	+12.1 dB
	+3.9 dB
	+6.1 dB

	Down(TPC command "0")
	-7.9 dB
	-12.1 dB
	-3.9 dB
	-6.1 dB


NOTE: If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in subclause 4.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.
6.4.3
Power control dynamic range
6.4.3.1
Definition and applicability
The power control dynamic range is difference between the maximum and the minimum transmit output power of a code channel for a specified reference condition. Transmit modulation shall be maintained within whole dynamic range as specified in TS 25.104 subclause 6.8.

6.4.3.2
Minimum Requirement 

Down link (DL) power control dynamic range:

-
maximum power:
BS maximum output power -3 dB or greater;

-
minimum power:
BS maximum output power -28 dB or less.

The normative reference for this requirement is TS 25.104 [1] subclause 6.4.2.1.
6.4.3.3
Test purpose

To verify that the minimum power control dynamic range is met as specified in subclause 6.4.3.2.

6.4.3.4
Method of test

6.4.3.4.1
Initial conditions

1)
Connect the measurement equipment to the BS antenna connector as shown in annex B.

2)
Channel configuration defined in table 6.3 Test model 2 shall be used.

3)
Set BS frequency.

4)
Star BS transmission.

6.4.3.4.2
Procedure

Pmax shall be defined as described in subclause 6.2.1 Base station maximum output power.

1)
Set power of the DPCH under test to the Pmax-3 dB level. Power levels for other code channels  shall be adjusted as necessary.

2)
Measure mean power level of the code channel under test. Use the code power measurement method defined in annex E.

3)
Set power of the DPCH under test to the minimum value by means determined by the manufacturer. Power levels for other code channels shall remain unchanged.

4)
Measure mean power level of the code channel under test.

6.4.3.5
Test requirement

Down link (DL) power control dynamic range:

-
maximum power:
BS maximum output power –3.2 dB or greater;

-
minimum power:
BS maximum output power –27.8 dB or less.
NOTE: If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in subclause 4.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.
6.4.4
Total power dynamic range 

6.4.4.1
Definition and applicability

The total power dynamic range is difference between the maximum and the minimum transmit output power for a specified reference condition.
6.4.4.2
Minimum Requirement
The down link (DL) total power dynamic range shall be 18 dB or greater. The normative reference for this requirement is TS 25.104 [1] subclause 6.4.3.1.

6.4.4.3
Test purpose

To verify that the total power dynamic range is met as specified in TS 25.104 subclause 6.4.3.1. The test is to ensure that the total output power can be reduced while still transmitting a single code. This is to ensure that the interference to neighbouring cells is reduced.

6.4.4.4 Method of test

Requirement is tested together with Error Vector Magnitude test, as described in subclause 6.7.1

6.4.4.5
Test requirement 

.The down link (DL) total power dynamic range shall be 17.7 dB or greater. 
NOTE: If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in subclause 4.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.
6.5
Output RF spectrum emissions
The physical channels for the following test(s) shall be set-up according to subclause 6.1.1.1.
6.5.1
Occupied bandwidth

6.5.1.1
Definition and applicability

The occupied bandwidth is the width of a frequency band such that, below the lower and above the upper frequency limits, the mean powers emitted are each equal to a specified percentage /2 of the total mean transmitted power.

The value of /2 should be taken as 0,5%.

6.5.1.2
Minimum Requirements

The occupied bandwidth shall be less than 5 MHz based on a chip rate of 3,84 Mcps.

The normative reference for this requirement is TS 25.104 subclause 6.6.1.

6.5.1.3
Test purpose

The occupied bandwidth, defined in the Radio Regulations of the International Telecommunication Union ITU, is a useful concept for specifying the spectral properties of a given emission in the simplest possible manner; see also Recommendation ITU-R Recommendation SM.328-9 [7]. The test purpose is to verify that the emission of the BS does not occupy an excessive bandwidth for the service to be provided and is, therefore, not likely to create interference to other users of the spectrum beyond undue limits.

6.5.1.4
Method of test

6.5.1.4.1
Initial conditions
1)
Connect the Measurement device to the BS antenna connector.

2)
Start transmission on a single carrier according to test model defined in subclause 6.1.1.1.
6.5.1.4.2
Procedure

1)
Measure the spectrum of the transmitted signal across a span of 10 MHz, based on an occupied bandwidth requirement of 5 MHz. The selected resolution bandwidth (RBW) filter of the analyzer shall be 30 kHz or less. The spectrum shall be measured at 400 or more points across the measurement span.

NOTE:
The detection mode of the spectrum analyzer will not have any effect on the result if the statistical properties of the out-of-OBW power are the same as those of the inside-OBW power. Both are expected to have the Rayleigh distribution of the amplitude of Gaussian noise. In any case where the statistics are not the same, though, the detection mode must be power responding. There are at least two ways to be power responding. The spectrum analyzer can be set to "sample" detection, with its video bandwidth setting at least three times its RBW setting. Or the analyzer may be set to respond to the average of the power (root-mean-square of the voltage) across the measurement cell.

2)
Compute the total of the power, P0, (in power units, not decibel units) of all the measurement cells in the measurement span. Compute P1, the power outside the occupied bandwidth on each side. P1 is half of the total power outside the bandwidth. P1 is half of (100 % - (occupied percentage)) of P0. For the occupied percentage of 99 %, P1 is 0.005 times P0.

3)
Determine the lowest frequency, f1, for which the sum of all power in the measurement cells from the beginning of the span to f1 exceeds P1.

4)
Determine the highest frequency, f2, for which the sum of all power in the measurement cells from the end of the span to f2 exceeds P1.
5)
Compute the occupied bandwidth as f2 - f1.
6.5.1.5
Test requirements
.The occupied bandwidth shall be less than 5 MHz based on a chip rate of 3,84 Mcps.
NOTE: If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in subclause 4.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.
6.5.3
Spurious emissions

6.5.3.1
Definition and applicability

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermodulation products and frequency conversion products, but exclude out of band emissions. This is measured at the base station RF output port.

The requirement applies at frequencies within the specified frequency ranges, which are more than 12.5 MHz under the first carrier frequency used or more than 12.5 MHz above the last carrier frequency used.

The requirements of either subclause 6.5.3.4.1 or subclause 6.5.3.4.2 shall apply whatever the type of transmitter considered (single carrier or multi-carrier). It applies for all transmission modes foreseen by the manufacturer's specification.
Unless otherwise stated, all requirements are measured as mean power (RMS).

6.5.3.2
Test purpose

This test measures  conducted spurious emission from the BS transmitter antenna connector, while the transmitter is in operation.

6.5.3.3
Test case

The BS shall be configured with transmitters active at their maximum output power for all transmission modes foreseen by the manufacturer's specification.

Set the base station to transmit a signal as stated in subclause 6.1.1.1. Total power at the RF Output port shall be the nominal power as specified by the manufacturer.

The transmitter antenna connector shall be connected to a measurement receiver with the same characteristic impedance, using an attenuator or directional coupler if necessary.

The detecting device shall be configured with a measurement bandwidth as stated in the tables.

6.5.3.4
Minimum  Requirements

6.5.3.4.1
Spurious emissions (Category A)

The following requirements shall be met in cases where Category A limits for spurious emissions, as defined in ITU-R Recommendation [4], are applied.

6.5.3.4.1.1
Minimum Requirement

The power of any spurious emission shall be attenuated by at least the minimum requirement.

Table 6.16: BS Mandatory spurious emissions limits, Category A

	Band
	Maximum level 
	Measurement Bandwidth
	Note

	9 kHz to 150 kHz
	-13 dBm


	1 kHz 
	Bandwidth as in ITU-R SM.329-7, subclause 4.1

	150 kHz to 30 MHz
	
	10 kHz 
	Bandwidth as in ITU-R SM.329-7, subclause 4.1

	30 MHz to 1 GHz
	
	100 kHz
	Bandwidth as in ITU-R SM.329-7, subclause 4.1

	1 GHz to 12,75 GHz
	
	1 MHz
	Upper frequency as in ITU-R SM.329-7, subclause 2.6


6.5.3.4.2
Spurious emissions (Category B)

The following requirements shall be met in cases where Category B limits for spurious emissions, as defined in ITU-R Recommendation [4], are applied.

6.5.3.4.2.1
Minimum Requirement

The power of any spurious emission shall not exceed.

Table 6.17: BS Mandatory spurious emissions limits, Category B
	Band
	Maximum Level
	Measurement Bandwidth
	Note

	9 kHz ( 150 kHz
	-36 dBm
	1 kHz
	Bandwidth as in ITU-R SM.329-7, subclause 4.1

	150 kHz ( 30 MHz
	- 36 dBm
	10 kHz
	Bandwidth as in ITU-R SM.329-7, subclause 4.1

	30 MHz ( 1 GHz
	-36 dBm
	100 kHz
	Bandwidth as in ITU-R SM.329-7, subclause 4.1

	1 GHz

(
Fc1 – 60 MHz or 2 100 MHz

Whichever is the higher
	-30 dBm
	1 MHz
	Bandwidth as in ITU-R SM.329-7, subclause 4.1

	Fc1 – 60 MHz or 2 100 MHz
whichever is the higher

(
Fc1 – 50 MHz or 2 100 MHz
whichever is the higher
	-25 dBm
	1 MHz
	Specification more stringent than ITU-R SM.329-7, subclause 4.1

	Fc1 – 50 MHz or 2100 MHz
whichever is the higher

(
Fc2 + 50 MHz or 2180 MHz
whichever is the lower
	-15 dBm
	1 MHz
	Specification more stringent than ITU-R SM.329-7, subclause 4.1

	Fc2 + 50 MHz or 2180 MHz
whichever is the lower

(
Fc2 + 60 MHz or 2 180 MHz

Whichever is the lower
	-25 dBm
	1 MHz
	Specification more stringent than ITU-R SM.329-7, subclause 4.1

	Fc2 + 60 MHz or 2 180 MHz

Whichever is the lower

(
12,75 GHz
	-30 dBm
	1 MHz
	Bandwidth as in ITU-R SM.329-7, subclause 4.1. Upper frequency as in ITU-R SM.329-7, subclause 2.6

	Fc1:
Center frequency of first carrier frequency used.

Fc2:
Center frequency of last carrier frequency used.


6.5.3.4.3
Protection of the BS receiver

This requirement may be applied in order to prevent the receiver of the BS being desensitised by emissions from the BS transmitter which are coupled between the antennas of the BS.

This requirement assumes the scenario described in [2]. For different scenarios, the manufacturer may declare a different requirement.

This requirement is not applicable to antenna ports which are used for both transmission and reception (e.g. which have an internal duplexer).

NOTE:
In this case, the measurement of Reference Sensitivity will directly show any desensitization of the receiver.

6.5.3.4.3.1
Minimum Requirement

The power of any spurious emission shall not exceed.

Table 6.18: BS Spurious emissions limits for protection of the BS receiver

	Band
	Maximum Level
	Measurement Bandwidth
	Note

	1 920 MHz to 1 980 MHz
For operation in Frequency Bands defined  in subclause 3.4.1(a)
	-96 dBm
	100 kHz
	

	1 850 MHz to 1 910 MHz

For operation in Frequency Bands defined in subclause 3.4.1(b)
	-96 dBm
	100kHz
	


6.5.3.4.4
Co-existence with GSM 900

6.5.3.4.4.1
Operation in the same geographic area

This requirement may be applied for the protection of GSM 900 MS in geographic areas in which both GSM 900 and UTRA are deployed.

This requirement assumes the scenario described in [2]. For different scenarios, the manufacturer may declare a different requirement.

6.5.3.4.4.1.1
Minimum Requirement

The power of any spurious emission shall not exceed.

Table 6.19: BS Spurious emissions limits for BS in geographic coverage area of GSM 900

	Band
	Maximum Level
	Measurement Bandwidth
	Note

	921 MHz to 960 MHz
	-57 dBm
	100 kHz
	


6.5.3.4.4.2
Co-located base stations

This requirement may be applied for the protection of GSM 900 BTS receivers when GSM 900 BTS and UTRA BS are co-located.

6.5.3.4.4.2.1
Minimum Requirement

The power of any spurious emission shall not exceed.

Table 6.20: BS Spurious emissions limits for protection of the BTS receiver

	Band
	Maximum Level
	Measurement Bandwidth
	Note

	876 MHz to 915 MHz
	–98 dBm
	100 kHz
	


6.5.3.4.5
Co-existence with DCS 1800

6.5.3.4.5.1
Operation in the same geographic area

This requirement may be applied for the protection of DCS 1800 MS in geographic areas in which both DCS 1800 and UTRA are deployed.

This requirement assumes the scenario described in [2]. For different scenarios, the manufacturer may declare a different requirement.

6.5.3.4.5.1.1
Minimum Requirement

The power of any spurious emission shall not exceed:

Table 6.21: BS Spurious emissions limits for BS in geographic coverage area of DCS 1800

	Band
	Maximum Level
	Measurement Bandwidth
	Note

	1 805 MHz to 1 880 MHz
	-47 dBm
	100 kHz
	


6.5.3.4.5.2
Co-located basestations

This requirement may be applied for the protection of DCS 1800 BTS receivers when DCS 1800 BTS and UTRA BS are co-located.

6.5.3.4.5.2.1
Minimum Requirement

The power of any spurious emission shall not exceed.

Table 6.22: BS Spurious emissions limits for BS co-located with DCS 1800 BTS

	Band
	Maximum Level
	Measurement Bandwidth
	Note

	1 710 MHz to 1 785 MHz
	-98 dBm
	100 kHz
	


6.5.3.4.6
Co-existence with PHS

This requirement may be applied for the protection of PHS in geographic areas in which both PHS and UTRA are deployed.

6.5.3.4.6.1
Minimum Requirement

The power of any spurious emission shall not exceed.

Table 6.23: BS Spurious emissions limits for BS in geographic coverage area of PHS

	Band
	Maximum Level
	Measurement Bandwidth
	Note

	1 893,5 MHz to 1 919,60 MHz
	-41 dBm
	300 kHz
	


6.5.3.4.7
Co-existence with services in adjacent frequency bands

This requirement may be applied for the protection in bands adjacent to 2 110 MHz to 2 170 MHz, as defined in subclause 3.4.1(a) and 1 930 MHz to 1 990 MHz, as defined in subclause 3.4.1(b) in geographic areas in which both an adjacent band service and UTRA are deployed.

6.5.3.4.7.1
Minimum requirement

The power of any spurious emission shall not exceed.

Table 6.24: BS spurious emissions limits for protection of adjacent band services

	Band 
(f)
	Maximum Level
	Measurement Bandwidth
	Note

	2 100 MHz to 2 105 MHz

For operation in frequency bands as defined in subclause 3.4.1(a)
	-30 + 3,4 (f - 2 100 MHz) dBm
	1 MHz 
	

	2 175 MHz to 2 180 MHz

For operation in frequency bands as defined in subclause 3.4.1(a)
	-30 + 3,4 (2 180 MHz - f) dBm
	1 MHz
	

	1 920 MHz to 1 925 MHz

For operation in frequency bands as defined in subclause 3.4.1(b)
	-30 + 3,4 (f – 1 920 MHz) dBm
	1 MHz
	

	1 995 MHz to 2 000 MHz

For operation in frequency bands as defined in subclause 3.4.1(b)
	-30 +3,4 (2 000 MHz – f) dBm
	1 MHz
	


6.5.3.4.8
Co-existence with UTRA-TDD

6.5.3.4.8.1
Operation in the same geographic area

This requirement may be applied to geographic areas in which both UTRA-TDD and UTRA-FDD are deployed.

6.5.3.4.8.1.1
Minimum Requirement

The power of any spurious emission shall not exceed.

Table 6.25: BS Spurious emissions limits for BS in geographic coverage area of UTRA-TDD

	Band
	Maximum Level
	Measurement Bandwidth
	Note

	1 900 MHz to 1 920 MHz
	-52 dBm
	1 MHz
	

	2 010 MHz to 2 025 MHz
	-52 dBm
	1 MHz
	


6.5.3.4.8.2
Co-located base stations

This requirement may be applied for the protection of UTRA-TDD BS receivers when UTRA-TDD BS and UTRA FDD BS are co-located.

6.5.3.4.8.2.1
Minimum Requirement

The power of any spurious emission shall not exceed.

Table 6.26: BS Spurious emissions limits for BS co-located with UTRA-TDD

	Band
	Maximum Level
	Measurement Bandwidth
	Note

	1 900 MHz to 1 920 MHz
	–86 dBm
	1 MHz
	

	2 010 MHz to 2 025 MHz
	–86 dBm
	1 MHz
	


6.6
Transmit intermodulation

6.6.1
Definition and applicability

The transmit intermodulation performance is a measure of the capability of the transmitter to inhibit the generation of signals in its non linear elements caused by presence of the wanted signal and an interfering signal reaching the transmitter via the antenna.

The transmit intermodulation level is the power of the intermodulation products when a WCDMA modulated interference signal is injected into an antenna connector at a level of 30 dB lower than that of the wanted signal. The frequency of the interference signal shall be 5 MHz, 10 MHz and 15 MHz offset below the first or above the last carrier frequency used.

The requirements are applicable for  single carrier BS.
6.6.2
Minimum Requirement
The transmit intermodulation level shall not exceed the out of band emission or the spurious emission requirements of subclauses 6.5.2 and 6.5.3.

The normative reference for this requirement is in TS 25.104 [1] subclause 6.7

6.6.3
Test purpose

The test purpose is to verify the ability of the BS transmitter to restrict the generation of intermodulation products in its non linear elements caused by presence of the wanted signal and an interfering signal reaching the transmitter via the antenna to below specified levels.
6.6.4
Method of test

6.6.4.1
Initial conditions

1)
Test set-up in accordance to annex B.

6.6.4.2
Procedures

1)
Generate the wanted signal in accordance to test model 1, subclause 6.1.1.1 at specified maximum BS output power.

2)
Generate the interference signal (WCDMA signal as specified in the table 6.1 and 6.2 (Test model 1)) with frequency offset of 5 MHz relative to the wanted signal in accordance to test model 2, subclause 6.1.1.2.

3)
Adjust ATT1 so the level of the WCDMA modulated interference signal is as defined in subclause 6.6..

4)
Perform the out of band emission test as specified in subclause 6.5.2.

5)
Perform the spurious emission test as specified in subclause 6.5.3.

6)
Verify that the emission level does not exceed the required level with the exception of interference signal frequencies.

7)
Repeat the test for interference frequency off set of -5 MHz.

8)
Repeat the test for interference frequency off set of (10 MHz and (15 MHz.

6.6.4
Test Requirements

The WCDMA modulated interference signal shall be 30 dB below the wanted signal.
NOTE: If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in subclause 4.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F
6.7
Transmit modulation

6.7.1
Error Vector Magnitude

6.7.1.1
Definition and applicability

The Error Vector Magnitude is a measure of the difference between the theoretical waveform and a modified version of the measured waveform. The modification is done according to annex E. This difference is called the error vector. The EVM result is defined as the square root of the ratio of the mean error vector power to the modified mean reference signal power expressed as a %. The measurement interval is one power control group (timeslot). Due to difficulties estimating the power of the non-orthogonal SCH, the period of the SCH is excluded.

6.7.1.2
Minimum Requirement 

The Error Vector Magnitude shall be less than 17.5%

The normative reference for this requirement is in TS 25.104 [1] subclause 6.8.2
6.7.1.3
Test Purpose 

To verify that the Error Vector Magnitude is within the limit specified in 6.7.1.2

6.7.1.4
Method of Test

Refer to annex B for a functional block diagram of the test set-up.

1)
Connect the base station RF output port to the measurement equipment.
2)
Set the base station to transmit a signal according to 6.2.1.3.1 (test model 4) on the main path only. Total power at the RF output port shall be Pmax-3dB and Pmax-18dB.

3)
Trigger the test equipment from the system time reference signal from the base station.
<Editor's note: Precise definition of "Triggering signal" shall be needed.>

4)
Measure the Error Vector Magnitude as defined in annex E.

5)
If the base station supports STTD or TxAA, repeat steps 1 through 4 with the diversity path (antenna connector 2) enabled instead of the main path
6.7.1.5
Test Requirement 

The Error Vector Magnitude shall be less than 17.5%
NOTE: If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in subclause 4.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.
6.7.2
Peak Code Domain Error

6.7.2.1
Definition and applicability

The Peak Code Domain Error is computed by projecting the error vector (as defined in 6.7.1) onto the code domain at a specific spreading factor. The Code Domain Error for every code in the domain is defined as the ratio of the mean power of the projection onto that code, to the mean power of the composite reference waveform. This ratio is expressed in dB. The Peak Code Domain Error is defined as the maximum value for the Code Domain Error for all codes. The measurement interval is one power control group (timeslot). Due to the non-orthogonal SCH mapping to all the OVSF codes, the period of the SCH is excluded.

6.7.2.2
Minimum Requirement
The peak code domain error shall not exceed -33 dB at spreading factor 256.

The normative reference for this requirement is in TS 25.104[1] subclause 6.8.3.
6.7.2.3
Test Purpose 

It is the purpose of this test to discover and limit inter-code cross-talk.
6.7.2.4
Method of test

6.7.2.4.1
Initial conditions

1)
Connect the measurement equipment to the BS antenna connector as shown in annex B. For non-transmit diversity modes, connect the antenna connector as shown in Figure B.2. If  STTD or TxAA is supported by the BS, connect both antenna connectors as shown in Figure B.6.

2)
Channel configuration defined in subclause 6.1.1.3 Test model 3 shall be used.

<Suggested Editor’s Note: Changes to Test model 3 for TD tests are ffs>

3)
Set BS frequency.

4)
Start BS transmission

6.7.2.4.2
Procedure

1)
Measure Peak code domain error according to annex E.

6.7.2.5
Test requirement

The peak code domain error shall not exceed -32 dB at spreading factor 256.

NOTE: If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in subclause 4.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.
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