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9.1.1.10
UE GPS Timing of Cell Frames for UP
9.1.1.10.1 
Accuracy requirement

The requirements in this section are valid for terminals supporting this capability

The measurement period for CELL_DCH state can be found in section 8.

Table 9.22

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	

	UE GPS Timing of Cell Frames for UP
	chip
	[  ]
	


9.1.1.10.2 
UE GPS timing of Cell Frames for UP measurement report mapping

.

The reporting range  for UE GPS timing of Cell Frames for UP is from 0 ... 2322432000000 chip.

In table 9.23 mapping of the measured quantity is defined.

Table 9.23

	Reported value
	Measured quantity value
	Unit

	GPS_TIME_00000000000000
	UE GPS timing of Cell Frames for UP < 0,0625
	chip

	GPS_TIME_00000000000001
	0,0625 ( UE GPS timing of Cell Frames for UP < 0,1250
	chip

	GPS_TIME_00000000000002
	0,1250 ( UE GPS timing of Cell Frames for UP < 0,1875
	chip

	...
	...
	...

	GPS_TIME_37158911999997
	2322431999999.8125 ( UE GPS timing of Cell Frames for UP < 2322431999999.8750
	chip

	GPS_TIME_37158911999998
	2322431999999.8750  ( UE GPS timing of Cell Frames for UP < 2322431999999.9375
	chip

	GPS_TIME_37158911999999
	2322431999999.9375 ( UE GPS timing of Cell Frames for UP < 2322432000000.0000
	chip


9.2.1.9
UTRAN GPS Timing of Cell Frames for UP
Note: 
This measurement is used for UP purposes.

The measurement period shall be [1] second.

9.2.1.9.1 
Accuracy requirement

Three accuracy classes are defined for the UTRAN GPS Timing of Cell Frames for UP measurement, i.e. accuracy class A, B and C. The implemented accuracy class depends on the UP methods that are supported.


Table 9.43

	Parameter
	Unit
	Accuracy [chip]
	Conditions

	
	
	
	

	UTRAN GPS timing of Cell Frames for UP
	Chip
	Accuracy Class A: +/- [20000] chip

Accuracy Class B: +/- [20] chip

Accuracy Class C: +/- [X] chip 


	Over the full range


9.2.1.9.2  
Range/mapping
The reporting range  for UTRAN GPS timing of Cell Frames for UP is from 0 ... 2322432000000 chip.

In table 9.44 the mapping of measured quantity is defined.

Table 9.44

	Reported value
	Measured quantity value
	Unit

	GPS_TIME_00000000000000
	UTRAN GPS timing of Cell Frames for UP < 0,0625
	chip

	GPS_TIME_00000000000001
	0,0625 ( UTRAN GPS timing of Cell Frames for UP < 0,1250
	chip

	GPS_TIME_00000000000002
	0,1250 ( UTRAN GPS timing of Cell Frames for UP < 0,1875
	chip

	…
	…
	…

	GPS_TIME_37109759999997
	2322431999999,8125 ( UTRAN GPS timing of Cell Frames for UP < 2322431999999,8750
	chip

	GPS_TIME_37109759999998
	2322431999999,8750 ( UTRAN GPS timing of Cell Frames for UP < 2322431999999,9375
	chip

	GPS_TIME_37109759999999
	2322431999999,9375 ( UTRAN GPS timing of Cell Frames for UP < 2322432000000,0000
	chip
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