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Abstract of document:

This TR reflects the progress in WG4 on the TDD portion of the base station classification work item.  This TR contains the RF system scenarios, criteria for BS classification, and the derivation of new radio requirements.

Changes since last presentation to TSG-RAN Meeting:

Table 1 contains a summary of the changes approved in TSG RAN WG4 meeting #16.

Table 1: Summary of Changes for Local Area BS

	Clause
	Description
	New Requirement

	5.4
	Propagation conditions for local area base stations
	Case 3 (high speed terminal) not applicable

	6.1
	Base station class criteria
	Assumed 40 dB BS-UE MCL

	7.1.1
	New text for base station classes
	BS-UE MCL < 53 dB

	7.1.2
	Frequency stability
	+/- 0.1 ppm

	7.1.6.2.2
	ACLR in case of operation in proximity to TDD BS or FDD BS operating on adjacent frequency
	-30 dBm at ±5/10 MHz offset

	7.1.6.2.3
	ACLR in case of co-siting with FDD BS operating on adjacent frequency
	-47 dBm at ±5/10 MHz offset

	7.1.7
	Reference Sensitivity Level
	-95 dBm

	7.1.8
	ACS
	Interfering signal level ‑38 dBm.

	7.1.9
	Blocking Characteristics
	WCDMA blocking level ‑30 dBm.

	7.1.10
	Intermodulation Characteristics
	Interfering signal level -38 dBm

	7.1.11
	Demodulation in static propagation conditions
	Ioc test signal ‑74 dBm.

	7.1.12
	Demodulation of DCH in multipath fading conditions
	Ioc test signal ‑74 dBm.

	9.2
	Measurements performance for UTRAN
	Measurement range from ‑91 dBm to ‑60 dBm.


Outstanding Issues:

The following requirements have not been finalized: ACLR for all scenarios, ACS, blocking, and intermodulation. 

Contentious Issues: 
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