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10.3.5.24
UL Transport channel information common for all transport channels

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	
	
	
	

	

	PRACH TFCS
	OP
	
	Transport format combination set 10.3.5.20
	This IE should be absent within IE "Predefined RB configuration"

	CHOICE mode
	OP
	
	
	

	>FDD
	
	
	
	

	>>TFC subset
	MD
	
	Transport Format Combination Subset

10.3.5.22
	Default value is the complete existing set of transport format combinations

	>>UL DCH TFCS
	MP
	
	Transport formation combination set 10.3.5.20
	

	>TDD
	
	
	
	

	>>Individual UL CCTrCH information
	OP
	1 to <maxCCTrCH>
	
	

	>>>UL TFCS Identity
	MP
	
	Transport format combination set identity 10.3.5.21
	Identifies a special CCTrCH for shared or dedicated channels.

	>>>UL TFCS
	MP
	
	Transport format combination set 10.3.5.20
	

	>>>TFC subset
	MD
	
	Transport Format Combination Subset

10.3.5.22
	Default value is the complete existing set of transport format combinations


11.3
Information element definitions

-- ***************************************************

--

--     TRANSPORT CHANNEL INFORMATION ELEMENTS (10.3.5)

--

-- ***************************************************

IndividualDL-CCTrCH-InfoList ::=
SEQUENCE (SIZE (1..maxCCTrCH)) OF











IndividualDL-CCTrCH-Info

IndividualUL-CCTrCH-Info ::=

SEQUENCE {


ul-TFCS-Identity




TFCS-Identity,


ul-TFCS







TFCS,


tfc-Subset






TFC-Subset
}

UL-CommonTransChInfo ::=


SEQUENCE {


tfc-Subset






TFC-Subset






OPTIONAL,
-- TABULAR: this tfc-subset IE is applicable to FDD only, TDD specifies tfc-subset in individual -- CCTrCH Info.

prach-TFCS






TFCS







OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




ul-TFCS






TFCS



},



tdd








SEQUENCE {




individualUL-CCTrCH-InfoList

IndividualUL-CCTrCH-InfoList




















OPTIONAL,




ul-TFCS







TFCS



}


}

















OPTIONAL

}
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