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	Reason for change:
(

	The definition for the IPDL burst parameter in 25.214 in comparsion to 25.331 could lead to different starting points of the second IPDL-burst.  Per definition in 25.214 e.g. Burst_Freq is an absolute value, but per definition in the WG2 spec. Burst_Freq is more relative value.

	
	

	Summary of change:
(

	Replacement of semantic description with a reference to 25.214

Backward compatibility:
This CR is backward compatible.

	
	

	Consequences if 
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not approved:
	Different starting points for the second IP-burst in 25.214/25.224 in comparsion to 25.331reg. OTDOA-IPDL specific burst parameter.
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Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://www.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2000-09 contains the specifications resulting from the September 2000 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.
10.3.7.98
UE positioning IPDL parameters

This IE contains parameters for the IPDL mode. The use of this parameters is described in [29].

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	IP spacing
	MP
	
	Integer(5,7,10,15,20,30,40,50)
	See [29]

	IP length
	MP
	
	Integer(5,10)
	See [29]

	IP offset
	MP
	
	Integer(0..9)
	Relates the BFN and SFN, should be same as T_cell defined in [10]; See [29]

	Seed
	MP
	
	Integer(0..63)
	See [29]

	Burst mode parameters
	OP
	
	
	

	>Burst Start
	MP
	
	Integer(0..15)
	See [29]

	>Burst Length
	MP
	
	Integer(10..25)
	See [29]

	>Burst freq
	MP
	
	Integer(1..16)
	See [29]
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