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8.1.3.4
Reception of an RRC CONNECTION REQUEST message by the UTRAN

Upon receiving an RRC CONNECTION REQUEST message, UTRAN should either:

-
submit an RRC CONNECTION SETUP message to the lower layers for transmission on the downlink CCCH; or

NOTE

The RRC CONNECTION SETUP message always includes the IEs " Added or Reconfigured TrCH
 information list ", both for uplink and downlink transport channels, even if UTRAN orders the UE to move to CELL_FACH and hence need not configure any transport channels. In this cases, UTRAN may include a configuration that adds little to the encoded message size e.g. a DCH with a single zero size transport format. At a later stage, UTRAN may either remove or reconfigure this configuration.

-
submit an RRC CONNECTION REJECT message on the downlink CCCH. In the RRC CONNECTION REJECT message, the UTRAN may direct the UE to another UTRA carrier or to another system. After the RRC CONNECTION REJECT message has been sent, all context information for the UE may be deleted in UTRAN.

8.2.2.2
Initiation

To initiate any one of the reconfiguration procedures, UTRAN should:

-
configure new radio links in any new physical channel configuration;

-
start transmission and reception on the new radio links;

-
for a radio bearer establishment procedure:

-
transmit a RADIO BEARER SETUP message on the downlink DCCH using AM or UM RLC;

-
for a radio bearer reconfiguration procedure:

-
transmit a RADIO BEARER RECONFIGURATION message on the downlink DCCH using AM or UM RLC;

-
for a radio bearer release procedure:

-
transmit a RADIO BEARER RELEASE message on the downlink DCCH using AM or UM RLC;

-
for a transport channel reconfiguration procedure:

-
transmit a TRANSPORT CHANNEL RECONFIGURATION message on the downlink DCCH using AM or UM RLC;

-
for a physical channel reconfiguration procedure:

-
transmit a PHYSICAL CHANNEL RECONFIGURATION message on the downlink DCCH using AM or UM RLC;

-
if the reconfiguration procedure is simultaneous with SRNS relocation procedure, and ciphering and/or integrity protection are activated:

-
transmit new ciphering and/or integrity protection information to be used after reconfiguration.

-
if transport channels are added, reconfigured or deleted in uplink and/or downlink:

-
set TFCS according to the new transport channel(s).

-
if transport channels are added or deleted in uplink and/or downlink, and RB Mapping Info applicable to the new configuration has not been previously provided to the UE, the UTRAN should:

-
send the RB Mapping Info for the new configuration.

In the Radio Bearer Reconfiguration procedure UTRAN may indicate that uplink transmission shall be stopped or continued on certain radio bearers. Uplink transmission on a signalling radio bearer used by the RRC signalling (RB1 or RB2) should not be stopped.

NOTE 1

The RADIO BEARER RECONFIGURATION message always includes the IE "RB information to reconfigure", even if UTRAN does not require the reconfiguration of any RB. In these cases, UTRAN may include only the IE “RB identity” within the IE "RB information to reconfigure".

NOTE 2

The RADIO BEARER RECONFIGURATION message always includes the IE "Downlink information per radio link list ", even if UTRAN does not require the reconfiguration of any RL. In these cases, UTRAN may re- send the currently assigned values for the mandatory IEs included within the IE "Downlink information per radio link list ". Moreover, the RADIO BEARER RECONFIGURATION message always includes the IE "Primary CPICH Info" (FDD) or IE "Primary CCPCH Info" (TDD). This implies that in case UTRAN applies the RADIO BEARER RECONFIGURATION message to move the UE to CELL_FACH state, it has to indicate a cell. However, UTRAN may indicate any cell; the UE anyhow performs cell selection and notifies UTRAN if it selects another cell than indicated by UTRAN.

If the IE "Activation Time" is included, UTRAN should set it to a value taking the UE performance requirements into account.

UTRAN should take the UE capabilities into account when setting the new configuration.

If the message is used to initiate a transition from CELL_DCH to CELL_FACH state, the UTRAN may assign a common channel configuration of a given cell and C-RNTI to be used in that cell to the UE.

8.2.2.3
Reception of RADIO BEARER SETUP or RADIO BEARER RECONFIGURATION or RADIO BEARER RELEASE or TRANSPORT CHANNEL RECONFIGURATION or PHYSICAL CHANNEL RECONFIGURATION message by the UE

The UE shall be able to receive any of the following messages:

-
RADIO BEARER SETUP message; or

-
RADIO BEARER RECONFIGURATION message; or

-
RADIO BEARER RELEASE message; or

-
TRANSPORT CHANNEL RECONFIGURATION message; or

-
PHYSICAL CHANNEL RECONFIGURATION message

and perform a hard handover, even if no prior UE measurements have been performed on the target cell and/or frequency.

If the UE receives:

-
a RADIO BEARER SETUP message; or

-
a RADIO BEARER RECONFIGURATION message; or

-
a RADIO BEARER RELEASE message; or

-
a TRANSPORT CHANNEL RECONFIGURATION message; or

-
a PHYSICAL CHANNEL RECONFIGURATION message

it shall:

-
set the variable ORDERED_RECONFIGURATION to TRUE;

-
may first release the current physical channel configuration and

-
then establish a new physical channel configuration and act upon all received information elements as specified in subclause 8.6, unless specified in the following:

-
in FDD, if the IE "PDSCH code mapping" is included but the IE "PDSCH with SHO DCH Info" is not included and if the DCH has only one link in its active set:

-
act upon the IE "PDSCH code mapping" as specified in subclause 8.6 and:

-
infer that the PDSCH will be transmitted from the cell from which the downlink DPCH is transmitted;

-
enter a state according to subclause 8.6.3.3.

In case the UE receives a RADIO BEARER RECONFIGURATION message including the IE "RB information to reconfigure" that only includes the IE “RB identity”, the UE shall handle the message as if IE "RB information to reconfigure" was absent.

NOTE

The RADIO BEARER RECONFIGURATION message always includes the IE "RB information to reconfigure". UTRAN has to include it even if it does not require the reconfiguration of any RB.

If the UE remains in CELL_DCH state after state transition, the UE shall:

-
if the IE "UL DPCH Info" is absent, not change its current UL Physical channel configuration;

-
if the IE "DL DPCH Info for each RL" is absent, not change its current DL Physical channel configuration.

If after state transition the UE enters CELL_FACH state, the UE shall, after the state transition:

-
if the IE "Frequency info" is included in the received reconfiguration message:

-
select a suitable UTRA cell according to [4] on that frequency;

-
if the IE "Frequency info" is not included in the received reconfiguration message:

-
select a suitable UTRA cell according to [4];

-
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects another cell than indicated by this IE:

-
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

-
when the cell update procedure completed successfully:

-
if the UE is in CELL_PCH or URA_PCH state:

-
initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission";

-
proceed as below;

-
start timer T305 using its initial value if timer T305 is not running and if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in system information block type 1;

-
select PRACH according to subclause 8.6.6.2;

-
select Secondary CCPCH according to subclause 8.6.6.5;

-
use the transport format set given in system information;

-
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

-
ignore that IE and stop using DRX;

-
if the contents of the variable C_RNTI is empty:

-
perform a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

-
when the cell update procedure completed successfully:

-
if the UE is in CELL_PCH or URA_PCH state:

-
initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission";

-
proceed as below;

The UE shall transmit a response message as specified in subclause 8.2.2.4, setting the information elements as specified below. The UE shall:

-
if the received reconfiguration message included the IE "Downlink counter synchronisation info":

-
calculate the START value according to subclause 8.5.9;

-
include the calculated START values for each CN domain in the IE "START list" in the IE "Uplink counter synchronisation info";

-
if the received reconfiguration message did not include the IE "Downlink counter synchronisation info":

-
if the variable START_VALUE_TO_TRANSMIT is set:

-
include and set the IE "START" to the value of that variable;

-
if the variable START_VALUE_TO_TRANSMIT is not set and the IE "New U-RNTI" is included:

-
calculate the START value according to subclause 8.5.9;

-
include the calculated START values for each CN domain in the IE "START list" in the IE "Uplink counter synchronisation info";

-
if the received reconfiguration message contained the IE "Ciphering mode info":

-
include and set the IE "Radio bearer uplink ciphering activation time info" to the value of the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

-
if the received reconfiguration message contained the IE "Integrity protection mode info" with the IE "Integrity protection mode command" set to "Modify":

-
include and set the IE "Integrity protection activation info" to the value of the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

-
set the IE "RRC transaction identifier" to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

-
clear that entry;

-
if the variable PDCP_SN_INFO is not empty:

-
include the IE "RB with PDCP information list" and set it to the value of the variable PDCP_SN_INFO;

-
in TDD, if the procedure is used to perform a handover to a cell where timing advance is enabled, and the UE can calculate the timing advance value in the new cell (i.e. in a synchronous TDD network):

-
set the IE "Uplink Timing Advance" to the calculated value;

-
if the IE "Integrity protection mode info" was present in the received reconfiguration message:

-
start applying the new integrity protection configuration in the uplink for RB#2 from and including the transmitted response message;

If after state transition the UE enters CELL_PCH or URA_PCH state, the UE shall, after the state transition and transmission of the response message:

-
if the IE "Frequency info" is included in the received reconfiguration message:

-
select a suitable UTRA cell according to [4] on that frequency;

-
if the IE "Frequency info" is not included in the received reconfiguration message:

-
select a suitable UTRA cell according to [4];

-
prohibit periodical status transmission in RLC;

-
remove any C-RNTI from MAC;

-
clear the variable C_RNTI;

-
start timer T305 using its initial value if timer T305 is not running and if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in system information block type 1;

-
select Secondary CCPCH according to subclause 8.6.6.5;

-
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

-
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in subclause 8.6.3.2;

-
if the UE enters CELL_PCH state, and the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selected another cell than indicated by this IE:

-
initiate a cell update procedure according to subclause 8.3.1 using the cause "cell reselection";

-
when the cell update procedure completed successfully:

-
The procedure ends;

-
if the UE enters URA_PCH state, and after cell selection the criteria for URA update caused by "URA reselection" according to subclause 8.3.1 is fulfilled:

-
initiate a URA update procedure according to subclause 8.3.1 using the cause "URA reselection";

-
when the URA update procedure completed:

-
The procedure ends.

8.3.7.3
Reception of a HANDOVER FROM UTRAN COMMAND message by the UE

The UE shall be able to receive a HANDOVER FROM UTRAN COMMAND message and perform an inter-RAT handover, even if no prior UE measurements have been performed on the target cell.
The UE shall:

-
establish the connection to the target radio access technology, by using the contents of the IE "Inter-RAT message". This IE contains a message specified in another standard, as indicated by the IE "System type", and carries information about the candidate/ target cell identifier(s) and radio parameters relevant for the target radio access technology. The correspondence between the value of the IE "System type", the standard to apply and the message contained within IE "Inter RAT message" is shown in the following:

	Value of the IE "System type"
	Standard to apply
	Inter RAT Message

	GSM
	GSM TS 04.18, version 8.5.0 or later
	HANDOVER COMMAND

	
	
	

	cdma2000
	TIA/EIA/IS-2000 or later, TIA/EIA/IS-833 or later, TIA/EIQ/IS-834 or later
	


-
if the IE " System type" has the value "GSM":

-
if the IE "Frequency band" has the value "GSM/ DCS 1800 band used":

-
set the BAND_INDICATOR [26] to "ARFCN indicates 1800 band";

-
if the IE "Frequency band " has the value " GSM/ PCS 1900 band used":

-
set the BAND_INDICATOR [26] to "ARFCN indicates 1900 band";

-
apply the "Inter RAT Message" according to the "standard to apply" in the table above.

-
in case one or more IEs "RAB info" is included in the HANDOVER FROM UTRAN COMMAND message:

-
connect upper layer entities corresponding to indicated RABs to the radio resources indicated in the inter-RAT message;

NOTE:
Requirements concerning the establishment of the radio connection towards the other radio access technology and the signalling procedure are outside the scope of this specification.

8.6.3.3
Generic state transition rules depending on received information elements

The IE "RRC State Indicator" indicates the state the UE shall enter. The UE shall enter the state indicated by the IE "RRC State Indicator" even if the received message includes other IEs relevant only for states other than indicated by the IE "RRC State Indicator". E.g. if the RRC state indicator is set to CELL_FACH while other IEs provide information about a configuration including dedicated channels, the UE shall enter CELL_FACH state. If however the UE has no information about the configuration corresponding with the state indicated by the IE "RRC State Indicator", it shall consider the requested configuration as invalid.

The UE shall, if the IE "RRC State Indicator" in the received message has the value:

-
"CELL_FACH":

-
enter CELL_FACH state as dictated by the procedure governing the message received;

-
"CELL_DCH":

-
if neither DPCH is assigned in the message nor is the UE is CELL_DCH:

-
set the variable INVALID_CONFIGURATION to TRUE;

-
else:

-
enter CELL_DCH state as dictated by the procedure governing the message received;

-
"CELL_PCH":

-
if the received message is RRC CONNECTION SETUP and IE "RRC State Indicator" is set to CELL_PCH:

-
set the variable INVALID_CONFIGURATION to TRUE;

-
else:

-
enter CELL_PCH state as dictated by the procedure governing the message received;

-
"URA_PCH":

-
if the received message is RRC CONNECTION SETUP and IE "RRC State Indicator" is set to URA_PCH:

-
set the variable INVALID_CONFIGURATION to TRUE;

-
else:

-
enter URA_PCH state as dictated by the procedure governing the message received.

8.6.5.10
DL Transport channel information common for all transport channels

If the IE "DL Transport channel information common for all transport channels" is included the UE shall:

-
if the IE "SCCPCH TFCS" is included:

-
perform actions for the TFCS of the selected SCCPCH as specified in subclause 8.6.5.2;

-
if the IE choice "mode" is set to FDD:

-
if the choice "DL parameters" is set to 'Independent':

-
if the IE "DL DCH TFCS" is included:

- if the IE "SCCPCH TFCS" is included AND the state the UE enters after handling the received information is other than CELL_DCH state:

-
ignore the received IE “DL DCH TFCS”

NOTE
the IE “DL Transport channel information common for all transport channels” always includes a DL DCH TFCS configuration, either by including the IE "DL DCH TFCS " or by specifying that the TFCS is the same as in UL. If UTRAN does not require the reconfiguration of the concerned parameters, UTRAN may replace one TFC with the value that is already assigned for this IE.

-
else:

-
perform actions as specified 8.6.5.2;

-
if the IE choice "mode" is set to TDD:

-
if the IE "Individual DL CCTRCH information" is included:

-
for each DL TFCS identified by the IE "DL TFCS identity":

-
if the IE choice "DL parameters" is set to 'independent':

-
perform actions for the IE "DL TFCS" as specified in 8.6.5.2;

-
if the IE choice "DL parameters" is set to 'same as UL':

-
store for that DL TFCS the TFCS identified by the IE "UL DCH TFCS identity".

10.2.15
HANDOVER FROM UTRAN COMMAND

This message is used for handover from UMTS to another system e.g. GSM. One or several messages from the other system can be included in the Inter-RAT message information element in this message. These messages are structured and coded according to that systems specification.


RLC-SAP: AM


Logical channel: DCCH


Direction: UTRAN(UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Message Type
	MP
	
	Message Type
	

	UE information elements
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"

	RB information elements
	
	
	
	

	RAB information list
	OP
	1 to <maxRABsetup>
	
	For each RAB to be handed over

	>RAB info
	MP
	
	RAB info 10.3.4.8
	

	Other information elements
	
	
	
	

	
	
	
	
	

	CHOICE System type
	MP
	
	
	This IE indicates in particular which specification to apply to decode the transported messages

	>GSM
	
	
	
	

	>>Frequency band
	MP
	
	Enumerated (GSM/DCS 1800 band used), GSM/PCS 1900 band used)
	

	>>GSM message
	
	
	
	

	>>>Single GSM message
	MP
	
	Bitstring (no explicit size constraint)
	Formatted and coded according to GSM specifications

	>>>GSM message List
	MP
	1.to.<maxInterSysMessages>
	Bitstring (1..512)
	Formatted and coded according to GSM specifications

	>cdma2000
	
	
	
	

	>>cdma2000MessageList
	MP
	1.to.<maxInterSysMessages>
	
	

	>>>MSG_TYPE(s)
	MP
	
	Bitstring (8)
	Formatted and coded according to cdma2000 specifications

	>>>cdma2000Messagepayload(s)
	MP
	
	Bitstring (1..512)
	Formatted and coded according to cdma2000 specifications


10.2.16
HANDOVER FROM UTRAN FAILURE

This message is sent on the RRC connection used before the Inter-RAT Handover was executed. The message indicates that the UE has failed to seize the new channel in the other system.


RLC-SAP: AM


Logical channel: DCCH


Direction: UE(UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Message Type
	MP
	
	Message Type
	

	UE information elements
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	

	Other information elements
	
	
	
	

	Inter-RAT handover failure
	OP
	
	Inter-RAT handover failure 10.3.8.6
	

	CHOICE System type
	MP
	
	
	This IE indicates in particular which specification to apply to decode the transported messages

	>GSM
	
	
	
	

	>GSM message List
	MP
	1.to.<maxInterSysMessages>
	Bitstring (1..512)
	Formatted and coded according to GSM specifications

	>cdma2000
	
	
	
	

	>>cdma2000MessageList
	MP
	1.to.<maxInterSysMessages>
	
	

	>>>MSG_TYPE(s)
	MP
	
	Bitstring (8)
	Formatted and coded according to cdma2000 specifications

	>>>cdma2000Messagepayload(s)
	MP
	
	Bitstring (1..512)
	Formatted and coded according to cdma2000 specifications


10.2.27
RADIO BEARER RECONFIGURATION

This message is sent from UTRAN to reconfigure parameters related to a change of QoS. This procedure can also change the multiplexing of MAC, reconfigure transport channels and physical channels.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Message Type
	MP
	
	Message Type
	

	UE Information elements
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.10
	

	UTRAN DRX cycle length coefficient
	MD
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	Default value is the existing value of UTRAN DRX cycle length coefficient

	CN information elements
	
	
	
	

	CN Information info
	OP
	
	CN Information info 10.3.1.3
	

	UTRAN mobility information elements
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	

	RB information elements
	
	
	
	

	RAB information to reconfigure list
	OP
	1 to < maxRABsetup >
	
	

	>RAB information to reconfigure
	MP
	
	RAB information to reconfigure 10.3.4.11
	

	RB information to reconfigure list
	MP
	1to <maxRB>
	
	Although this IE is not always required, need is MP to align with ASN.1

	>RB information to reconfigure
	MP
	
	RB information to reconfigure 10.3.4.18
	

	RB information to be affected list
	OP
	1 to <maxRB>
	
	

	>RB information to be affected
	MP
	
	RB information to be affected 10.3.4.17
	

	TrCH Information Elements
	
	
	
	

	Uplink transport channels
	
	
	
	

	UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	

	Deleted TrCH information list
	OP


	1 to <maxTrCH>
	
	

	>Deleted UL TrCH information
	MP
	
	Deleted UL TrCH information 10.3.5.5
	

	Added or Reconfigured TrCH
 information list
	OP


	1 to <maxTrCH>
	
	

	>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	

	CHOICE mode
	OP
	
	
	

	>FDD
	
	
	
	

	>>CPCH set ID
	OP
	
	CPCH set ID 10.3.5.3
	

	>>Added or Reconfigured TrCH
 information for DRAC list
	OP


	1 to <maxTrCH>
	
	

	>>>DRAC static information
	MP
	
	DRAC static information 10.3.5.7
	

	>TDD
	
	
	
	(no data)

	Downlink transport channels
	
	
	
	

	DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	

	Deleted TrCH information list
	OP


	1 to <maxTrCH>
	
	

	>Deleted DL TrCH information
	MP
	
	Deleted DL TrCH information 10.3.5.4
	

	Added or Reconfigured TrCH
 information list
	OP


	1 to <maxTrCH>
	
	

	>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information 10.3.5.1
	

	PhyCH information elements
	
	
	
	

	Frequency info
	MD
	
	Frequency info 10.3.6.36
	Default value is the existing value of frequency information

	Uplink radio resources
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power

	CHOICE channel requirement
	OP
	
	
	

	>Uplink DPCH info 
	
	
	Uplink DPCH info 10.3.6.88
	

	>CPCH SET Info
	
	
	CPCH SET Info 10.3.6.13
	

	Downlink radio resources
	
	
	
	

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>Downlink PDSCH information
	OP
	
	Downlink PDSCH information 10.3.6.30
	

	>TDD
	
	
	
	(no data)

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	

	Downlink information per radio link list
	MP


	1 to <maxRL>
	
	Although this IE is not always required, need is MP to align with ASN.1

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	


10.2.40
RRC CONNECTION SETUP

This message is used by the network to accept the establishment of an RRC connection for an UE, including assignment of signalling link information, transport channel information and optionally physical channel information.


RLC-SAP: UM


Logical channel: CCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Message Type
	MP
	
	Message Type
	

	UE Information Elements
	
	
	
	

	Initial UE identity
	MP
	
	Initial UE identity 10.3.3.15
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	

	Activation time
	MD
	
	Activation time 10.3.3.1
	Default value is "now"

	New U-RNTI
	MP
	
	U-RNTI 10.3.3.47
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	

	RRC State Indicator
	MP
	
	RRC State Indicator 10.3.3.10
	

	UTRAN DRX cycle length coefficient
	MP
	
	UTRAN DRX cycle length coefficient 10.3.3.49
	

	Capability update requirement
	MD
	
	Capability update requirement 10.3.3.2
	Default value is defined in subclause 10.3.3.2

	RB Information Elements
	
	
	
	

	Signalling RB information to setup list
	MP
	3 to 4
	
	Information for signalling radio bearers, in the order RB 1 up to 4.

	>Signalling RB information to setup
	MP
	
	Signalling RB information to setup 10.3.4.24
	

	TrCH Information Elements
	
	
	
	

	Uplink transport channels
	
	
	
	

	UL Transport channel information common for all transport channels
	OP
	
	UL Transport channel information common for all transport channels 10.3.5.24
	

	Added or Reconfigured TrCH
 information list
	 MP
	1 to <maxTrCH>
	
	Although this IE is not required when the IE “RRC state indicator” is set to “CELL_FACH”, need is MP to align with ASN.1

	>Added or Reconfigured UL TrCH information
	MP
	
	Added or Reconfigured UL TrCH information 10.3.5.2
	

	Downlink transport channels
	
	
	
	

	DL Transport channel information common for all transport channels
	OP
	
	DL Transport channel information common for all transport channels 10.3.5.6
	

	Added or Reconfigured TrCH
 information list
	MP
	1 to <maxTrCH>
	
	Although this IE is not required when the IE “RRC state indicator” is set to “CELL_FACH”, need is MP to align with ASN.1

	>Added or Reconfigured DL TrCH information
	MP
	
	Added or Reconfigured DL TrCH information

10.3.5.1
	

	PhyCH information elements
	
	
	
	

	Frequency info
	MD
	
	Frequency info 10.3.6.36
	Default value is the existing value of frequency information

	Uplink radio resources
	
	
	
	

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	Default value is the existing maximum UL TX power

	CHOICE channel requirement
	OP
	
	
	

	>Uplink DPCH info 
	
	
	Uplink DPCH info 10.3.6.88
	

	>CPCH SET Info
	
	
	CPCH SET Info 10.3.6.13
	

	Downlink radio resources
	
	
	
	

	Downlink information common for all radio links
	OP
	
	Downlink information common for all radio links 10.3.6.24
	

	Downlink information per radio link list
	OP
	1 to <MaxRL>
	
	Send downlink information for each radio link to be set-up

	>Downlink information for each radio link
	MP
	
	Downlink information for each radio link 10.3.6.27
	


	
	

	
	


10.3.4.18
RB information to reconfigure
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	RB identity
	MP
	
	RB identity 10.3.4.16
	

	PDCP info
	OP
	
	PDCP info 10.3.4.2
	

	PDCP SN info
	C PDCP
	
	PDCP SN info

10.3.4.3
	PDCP sequence number info from the network. Present only in case of lossless SRNS relocation.

	
	
	
	
	

	RLC info
	OP
	
	RLC info 10.3.4.23
	

	
	
	
	
	

	RB mapping info
	OP
	
	RB mapping info 10.3.4.21
	

	RB stop/continue
	OP
	
	Enumerated(stop, continue)
	


	Condition
	Explanation

	PDCP
	This IE is optional only if "PDCP info" is present. Otherwise it is absent.


10.3.5.6
DL Transport channel information common for all transport channels

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	SCCPCH TFCS
	OP
	
	Transport Format Combination Set 10.3.5.20
	This IE should be absent within IE "Predefined RB configuration"

	CHOICE mode
	MP
	
	
	Although this IE is not always required, need is MP to align with ASN.1

	>FDD
	
	
	
	

	>>CHOICE DL parameters
	MP
	
	
	

	
	
	
	
	

	>>>DL DCH TFCS
	MP
	
	Transport Format Combination Set 10.3.5.20
	Although this IE is not always required, need is MP to align with ASN.1

	>>>SameAsUL
	
	
	
	(no data)

	>TDD
	
	
	
	

	>>Individual DL CCTrCH information
	OP
	1 to <maxCCTrCH>
	
	

	>>>DL TFCS Identity
	MP
	
	Transport format combination set identity 10.3.5.21
	Identifies a special CCTrCH for shared or dedicated channels.

	>>>CHOICE DL parameters
	MP
	
	
	

	>>>>Independent
	
	
	
	

	>>>>>DL TFCS
	MP
	
	Transport format combination set 10.3.5.20
	

	>>>>SameAsUL
	
	
	
	

	>>>>>UL DCH TFCS Identity
	MP
	
	Transport format combination set identity 10.3.5.21
	Same TFCS applies as specified for the indicated UL DCH TFCS identity except for information applicable for UL only


NOTE

This information element is included within IE "Predefined TrCh configuration"

10.3.8.6
Inter-RAT handover failure

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Inter-RAT handover failure cause
	MD
	
	Enumerated(Configuration unacceptable, physical channel failure, protocol error,

inter-RAT protocol error, unspecified)
	Default value is "unspecified".

At least one spare value needed

	Protocol error information
	CV-ProtErr
	
	Protocol error information 10.3.8.12
	

	
	
	
	
	


	Condition
	Explanation

	ProtErr
	If the IE "Inter-RAT handover failure cause" has the value "Protocol error"


10.3.8.8
(Void)

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


	
	

	
	


11.2
PDU definitions

--**************************************************************
--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

-- Core Network IEs :


CN-DomainIdentity,


CN-InformationInfo,


NAS-Message,


PagingRecordTypeID,

-- UTRAN Mobility IEs :


URA-Identity,

-- User Equipment IEs :


ActivationTime,


C-RNTI,


CapabilityUpdateRequirement,


CapabilityUpdateRequirement-r4,


CapabilityUpdateRequirement-r4Ext,


CellUpdateCause,


CipheringAlgorithm,


CipheringModeInfo,


EstablishmentCause,


FailureCauseWithProtErr,


FailureCauseWithProtErrTrId,



InitialUE-Identity,


IntegrityProtActivationInfo,


IntegrityProtectionModeInfo,


N-308,


PagingCause,


PagingRecordList,


ProtocolErrorIndicator,


ProtocolErrorIndicatorWithMoreInfo,


Rb-timer-indicator,


Re-EstablishmentTimer,


RedirectionInfo,


RejectionCause,


ReleaseCause,


RRC-StateIndicator,


RRC-TransactionIdentifier,


SecurityCapability,


START-Value,


STARTList,


U-RNTI,


U-RNTI-Short,


UE-RadioAccessCapability,


UE-RadioAccessCapability-r4ext,


UE-ConnTimersAndConstants,


URA-UpdateCause,


UTRAN-DRX-CycleLengthCoefficient,


WaitTime,

-- Radio Bearer IEs :


DefaultConfigIdentity,


DefaultConfigMode,


DL-CounterSynchronisationInfo,


PredefinedConfigIdentity,


RAB-Info,


RAB-Info-Post,


RAB-InformationList,


RAB-InformationReconfigList,


RAB-InformationSetupList,


RAB-InformationSetupList-r4,


RB-ActivationTimeInfo,


RB-ActivationTimeInfoList,


RB-COUNT-C-InformationList,


RB-COUNT-C-MSB-InformationList,


RB-IdentityList,


RB-InformationAffectedList,


RB-InformationReconfigList,


RB-InformationReconfigList-r4,


RB-InformationReleaseList,


RB-InformationSetupList,


RB-InformationSetupList-r4,


RB-WithPDCP-InfoList,


SRB-InformationSetupList,


SRB-InformationSetupList2,


UL-CounterSynchronisationInfo,

-- Transport Channel IEs:


CPCH-SetID,


DL-AddReconfTransChInfo2List,


DL-AddReconfTransChInfoList,


DL-CommonTransChInfo,


DL-DeletedTransChInfoList,


DRAC-StaticInformationList,


TFC-Subset,


TFCS-Identity,


UL-AddReconfTransChInfoList,


UL-CommonTransChInfo,


UL-DeletedTransChInfoList,

-- Physical Channel IEs :


AllocationPeriodInfo,


Alpha,


CCTrCH-PowerControlInfo,


CCTrCH-PowerControlInfo-r4,

ConstantValue,


CPCH-SetInfo,


DL-CommonInformation,


DL-CommonInformation-r4,

DL-CommonInformationPost,


DL-InformationPerRL,


DL-InformationPerRL-List,


DL-InformationPerRL-List-r4,

DL-InformationPerRL-ListPostFDD,


DL-InformationPerRL-PostTDD,


DL-InformationPerRL-PostTDD-LCR,

DL-DPCH-PowerControlInfo,


DL-PDSCH-Information,


DPCH-CompressedModeStatusInfo,


FrequencyInfo,


FrequencyInfoFDD,


FrequencyInfoTDD,


IndividualTS-InterferenceList,


MaxAllowedUL-TX-Power,


OpenLoopPowerControl-IPDL-TDD,


PDSCH-CapacityAllocationInfo,


PDSCH-CapacityAllocationInfo-r4,

PDSCH-Identity,


PDSCH-Info,


PDSCH-Info-r4,

PRACH-RACH-Info,


PrimaryCCPCH-TX-Power,


PUSCH-CapacityAllocationInfo,


PUSCH-CapacityAllocationInfo-r4,

PUSCH-Identity,


RL-AdditionInformationList,


RL-RemovalInformationList,


SpecialBurstScheduling,


SSDT-Information,


TFC-ControlDuration,


SSDT-UL,





-- REL-4


TimeslotList,


TimeslotList-r4,

TX-DiversityMode,


UL-ChannelRequirement,


UL-ChannelRequirement-r4,

UL-ChannelRequirementWithCPCH-SetID,


UL-ChannelRequirementWithCPCH-SetID-r4,

UL-DPCH-Info,


UL-DPCH-Info-r4,

UL-DPCH-InfoPostFDD,


UL-DPCH-InfoPostTDD,


UL-DPCH-InfoPostTDD-LCR,

UL-SynchronisationParameters,

UL-TimingAdvance,


UL-TimingAdvanceControl,


UL-TimingAdvanceControl-r4,
-- Measurement IEs :


AdditionalMeasurementID-List,


Frequency-Band,


EventResults,


InterFreqEventResults-LCR,

InterRAT-TargetCellDescription,


MeasuredResults,


MeasuredResultsList,


MeasuredResultsList-LCR,


MeasuredResultsOnRACH,


MeasurementCommand,


MeasurementCommand-r4,

MeasurementIdentity,


MeasurementReportingMode,


PrimaryCCPCH-RSCP,


TimeslotListWithISCP,


TrafficVolumeMeasuredResultsList,


UE-Positioning-GPS-AssistanceData,


UE-Positioning-OTDOA-AssistanceData,


UP-IPDL-Parameters-TDD,

-- Other IEs :


BCCH-ModificationInfo,


CDMA2000-MessageList,


GSM-MessageList,


InterRAT-ChangeFailureCause,


InterRAT-HO-Failure,


InterRAT-UE-RadioAccessCapabilityList,



InterRAT-UE-SecurityCapList,


InterRATMessage,


IntraDomainNasNodeSelector,

ProtocolErrorInformation,


ProtocolErrorMoreInformation,


Rplmn-Information,


Rplmn-Information-r4,

SegCount,


SegmentIndex,


SFN-Prime,


SIB-Data-fixed,


SIB-Data-variable,


SIB-Type

FROM InformationElements


maxSIBperMsg,


maxSystemCapability

FROM Constant-definitions;

<Cut until the next modified section>

-- ***************************************************

--

-- CELL UPDATE CONFIRM

--

-- ***************************************************

CellUpdateConfirm-r3 ::= CHOICE {


r3







SEQUENCE {



cellUpdateConfirm-r3


CellUpdateConfirm-r3-IEs,



nonCriticalExtensions


SEQUENCE {}
OPTIONAL


},


criticalExtensions



SEQUENCE {}

}

CellUpdateConfirm-r4 ::= CHOICE {


r3







SEQUENCE {



cellUpdateConfirm-r3


CellUpdateConfirm-r3-IEs,



nonCriticalExtensions


SEQUENCE {




cellUpdateConfirm-r4-ext

CellUpdateConfirm-r4-ext-IEs,




nonCriticalExtensions


SEQUENCE {} OPTIONAL



}

OPTIONAL


},


criticalExtensions



CHOICE {



r4







SEQUENCE {




cellUpdateConfirm-r4


CellUpdateConfirm-r4-IEs,




nonCriticalExtensions


SEQUENCE {}

OPTIONAL



},



criticalExtensions



SEQUENCE {}


}

}

CellUpdateConfirm-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,



rlc-Re-establishIndicatorRb2or3
BOOLEAN,



rlc-Re-establishIndicatorRb4orAbove
BOOLEAN,

 -- CN information elements



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



},



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

CellUpdateConfirm-r4-ext-IEs ::= SEQUENCE {


-- Physical channel IEs


-- The following IE extends SSDT-Information, which is included in


-- DL-CommonInformation. FDD only.


ssdt-UL







SSDT-UL







OPTIONAL

}

CellUpdateConfirm-r4-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,



rlc-ResetIndicatorC-Plane

BOOLEAN,



rlc-ResetIndicatorU-Plane

BOOLEAN,

 -- CN information elements



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-InformationReleaseList

RB-InformationReleaseList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r4


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



},



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4


OPTIONAL

}

<Cut until the next modified section>

-- ***************************************************

--

-- HANDOVER FROM UTRAN COMMAND

--

-- ***************************************************

HandoverFromUTRANCommand-GSM-r3 ::= CHOICE {


r3







SEQUENCE {



handoverFromUTRANCommand-GSM-r3











HandoverFromUTRANCommand-GSM-r3-IEs,



nonCriticalExtensions


SEQUENCE {}
OPTIONAL


},


criticalExtensions



SEQUENCE {}

}

HandoverFromUTRANCommand-GSM-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



activationTime




ActivationTime





OPTIONAL,


-- Radio bearer IEs



toHandoverRAB-Info



RAB-Info






OPTIONAL,


-- Measurement IEs



frequency-band




Frequency-Band,


-- Other IEs



gsm-message


CHOICE {




single-GSM-Message





SEQUENCE {},




-- In this case, what follows the basic production is a variable length bit string




-- with no length field, containing the GSM message including GSM padding up to end




-- of container, to be analysed according to GSM specifications




gsm-MessageList




SEQUENCE {





gsm-Messages





GSM-MessageList




}



}

}

HandoverFromUTRANCommand-CDMA2000-r3 ::= CHOICE {


r3







SEQUENCE {



handoverFromUTRANCommand-CDMA2000-r3











HandoverFromUTRANCommand-CDMA2000-r3-IEs,



nonCriticalExtensions


SEQUENCE {}
OPTIONAL


},


criticalExtensions



SEQUENCE {}

}

HandoverFromUTRANCommand-CDMA2000-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



activationTime




ActivationTime





OPTIONAL,


-- Radio bearer IEs



toHandover-Info



RAB-Info






OPTIONAL,


-- Other IEs



cdma2000-MessageList


CDMA2000-MessageList

}

-- ***************************************************

--

-- HANDOVER FROM UTRAN FAILURE

--

-- ***************************************************

HandoverFromUTRANFailure ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,


-- Other IEs



interRAT-HO-Failure


InterRAT-HO-Failure



OPTIONAL,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}

OPTIONAL

}

<Cut until the next modified section>

-- ***************************************************

--

-- RADIO BEARER RECONFIGURATION

--

-- ***************************************************

RadioBearerReconfiguration-r3 ::= CHOICE {


r3







SEQUENCE {



radioBearerReconfiguration-r3
RadioBearerReconfiguration-r3-IEs,



nonCriticalExtensions


SEQUENCE {}
OPTIONAL


},


criticalExtensions



SEQUENCE {}

}

RadioBearerReconfiguration-r4 ::= CHOICE {


r3







SEQUENCE {



radioBearerReconfiguration-r3
RadioBearerReconfiguration-r3-IEs,



nonCriticalExtensions


SEQUENCE {




radioBearerReconfiguration-r4-ext
RadioBearerReconfiguration-r4-ext-IEs,




nonCriticalExtensions



SEQUENCE {} OPTIONAL



}
OPTIONAL


},


criticalExtensions



CHOICE {



r4







SEQUENCE {




radioBearerReconfiguration-r4
RadioBearerReconfiguration-r4-IEs,




nonCriticalExtensions


SEQUENCE {}

OPTIONAL



},



criticalExtensions



SEQUENCE {}


}

}

RadioBearerReconfiguration-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList,


-- NOTE: IE rb-InformationReconfigList should be optional in later versions of this message



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfo2List

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


-- NOTE: IE dl-InformationPerRL-List should be optional in later versions of this message

}

RadioBearerReconfiguration-r4-ext-IEs ::= SEQUENCE {


-- Physical channel IEs


-- The following IE extends SSDT-Information, which is included in


-- DL-CommonInformation. FDD only.


ssdt-UL







SSDT-UL







OPTIONAL

}

RadioBearerReconfiguration-r4-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



rb-InformationReconfigList

RB-InformationReconfigList-r4

OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfo2List

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4


OPTIONAL
}

<Cut until the next modified section>

-- ***************************************************

--

-- RADIO BEARER RELEASE

--

-- ***************************************************

RadioBearerRelease-r3 ::= CHOICE {


r3







SEQUENCE {



radioBearerRelease-r3


RadioBearerRelease-r3-IEs,



nonCriticalExtensions


SEQUENCE {}
OPTIONAL


},


criticalExtensions



SEQUENCE {}

}

RadioBearerRelease-r4 ::= CHOICE {


r3







SEQUENCE {



radioBearerRelease-r3


RadioBearerRelease-r3-IEs,



nonCriticalExtensions


SEQUENCE {




radioBearerRelease-r4-ext

RadioBearerRelease-r4-ext-IEs,




nonCriticalExtensions


SEQUENCE {} OPTIONAL



}
OPTIONAL


},


criticalExtensions



CHOICE {



r4







SEQUENCE {




radioBearerRelease-r4


RadioBearerRelease-r4-IEs,




nonCriticalExtensions


SEQUENCE {}

OPTIONAL



},



criticalExtensions



SEQUENCE {}


}

}

RadioBearerRelease-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,



signallingConnectionRelIndication
CN-DomainIdentity

     
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfo2List

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

RadioBearerRelease-r4-ext-IEs ::= SEQUENCE {


-- Physical channel IEs


-- The following IE extends SSDT-Information, which is included in


-- DL-CommonInformation. FDD only.


ssdt-UL







SSDT-UL







OPTIONAL

}

RadioBearerRelease-r4-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,



signallingConnectionRelIndication
CN-DomainIdentity

     
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rab-InformationReconfigList

RAB-InformationReconfigList


OPTIONAL,



rb-InformationReleaseList

RB-InformationReleaseList,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfo2List

OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4


OPTIONAL

}

<Cut until the next modified section>

-- ***************************************************

--

-- RADIO BEARER SETUP

--

-- ***************************************************

RadioBearerSetup-r3 ::= CHOICE {


r3







SEQUENCE {



radioBearerSetup-r3



RadioBearerSetup-r3-IEs,



nonCriticalExtensions


SEQUENCE {}
OPTIONAL


},


criticalExtensions



SEQUENCE {}

}

RadioBearerSetup-r4 ::= CHOICE {


r3







SEQUENCE {



radioBearerSetup-r3



RadioBearerSetup-r3-IEs,



nonCriticalExtensions


SEQUENCE {




radioBearerSetup-r4-ext


RadioBearerSetup-r4-ext-IEs,




nonCriticalExtensions


SEQUENCE {} OPTIONAL



}
OPTIONAL


},


criticalExtensions



CHOICE {



r4







SEQUENCE {




radioBearerSetup-r4



RadioBearerSetup-r4-IEs,




nonCriticalExtensions


SEQUENCE {}

OPTIONAL



},



criticalExtensions



SEQUENCE {}


}

}

RadioBearerSetup-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

RadioBearerSetup-r4-ext-IEs ::= SEQUENCE {


-- Physical channel IEs


-- The following IE extends SSDT-Information, which is included in


-- DL-CommonInformation. FDD only.


ssdt-UL







SSDT-UL







OPTIONAL

}

RadioBearerSetup-r4-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList


OPTIONAL,



rab-InformationSetupList

RAB-InformationSetupList-r4


OPTIONAL,



rb-InformationAffectedList

RB-InformationAffectedList


OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-deletedTransChInfoList

UL-DeletedTransChInfoList


OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-DeletedTransChInfoList

DL-DeletedTransChInfoList


OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd







NULL



},



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4


OPTIONAL

}

<Cut until the next modified section>

-- ***************************************************

--

-- RRC CONNECTION SETUP

--

-- ***************************************************

RRCConnectionSetup-r3 ::= CHOICE {


r3







SEQUENCE {



rrcConnectionSetup-r3


RRCConnectionSetup-r3-IEs,



nonCriticalExtensions


SEQUENCE {}
OPTIONAL


},


criticalExtensions



SEQUENCE {}

}

RRCConnectionSetup-r4 ::= CHOICE {


r3







SEQUENCE {



rrcConnectionSetup-r3


RRCConnectionSetup-r3-IEs,



nonCriticalExtensions


SEQUENCE { 




rrcConnectionSetup-r4Ext
RRCConnectionSetup-r4Ext-IEs,



-- Extension mechanism for non- release99 information




nonCriticalExtensions


SEQUENCE {}





OPTIONAL



}
OPTIONAL


},


criticalExtensions



CHOICE {



r4







SEQUENCE {




rrcConnectionSetup-r4


RRCConnectionSetup-r4-IEs,




nonCriticalExtensions


SEQUENCE {}

OPTIONAL



},



criticalExtensions



SEQUENCE {}


}

}

RRCConnectionSetup-r3-IEs ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



initialUE-Identity



InitialUE-Identity,



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI,



new-c-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient,



capabilityUpdateRequirement

CapabilityUpdateRequirement


OPTIONAL,



-- TABULAR: If the IE is not present, the default value defined in 10.3.3.2 shall



-- be used.


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList2,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList,


-- NOTE: IE ul-AddReconfTransChInfoList should be optional in later versions of this message



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList,


-- NOTE: IE dl-AddReconfTransChInfoList should be optional in later versions of this message


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

RRCConnectionSetup-r4Ext-IEs ::= SEQUENCE {


capabilityUpdateRequirement-r4Ext
CapabilityUpdateRequirement-r4Ext
OPTIONAL,


-- Physical channel IEs


-- The following IE extends SSDT-Information, which is included in


-- DL-CommonInformation. FDD only.


ssdt-UL







SSDT-UL







OPTIONAL

}

RRCConnectionSetup-r4-IEs ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.


-- User equipment IEs



initialUE-Identity



InitialUE-Identity,



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI,



new-c-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient,



capabilityUpdateRequirement

CapabilityUpdateRequirement-r4

OPTIONAL,



-- TABULAR: If the IE is not present, the default value defined in 10.3.3.2 shall



-- be used.


-- Radio bearer IEs



srb-InformationSetupList

SRB-InformationSetupList2,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4


OPTIONAL

}

<Cut until the next modified section>

-- ***************************************************

--

-- TRANSPORT CHANNEL RECONFIGURATION

--

-- ***************************************************

TransportChannelReconfiguration-r3 ::= CHOICE {


r3







SEQUENCE {



transportChannelReconfiguration-r3











TransportChannelReconfiguration-r3-IEs,



nonCriticalExtensions


SEQUENCE {}

OPTIONAL


},


criticalExtensions



SEQUENCE {}

}

TransportChannelReconfiguration-r4 ::= CHOICE {


r3







SEQUENCE {



transportChannelReconfiguration-r3











TransportChannelReconfiguration-r3-IEs,



nonCriticalExtensions


SEQUENCE {




transportChannelReconfiguration-r4-ext
TransportChannelReconfiguration-r4-ext-IEs,




nonCriticalExtensions




SEQUENCE {} OPTIONAL



}

OPTIONAL


},


criticalExtensions



CHOICE {



r4







SEQUENCE {




transportChannelReconfiguration-r4












TransportChannelReconfiguration-r4-IEs,




nonCriticalExtensions


SEQUENCE {}

OPTIONAL



},



criticalExtensions



SEQUENCE {}


}

}

TransportChannelReconfiguration-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement



OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-CommonInformation


DL-CommonInformation



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List


OPTIONAL

}

TransportChannelReconfiguration-r4-ext-IEs ::= SEQUENCE {


-- Physical channel IEs


-- The following IE extends SSDT-Information, which is included in


-- DL-CommonInformation. FDD only.


ssdt-UL







SSDT-UL







OPTIONAL

}

TransportChannelReconfiguration-r4-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier,



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient
OPTIONAL,


-- Core network IEs



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



rb-WithPDCP-InfoList


RB-WithPDCP-InfoList



OPTIONAL,


-- Transport channel IEs



ul-CommonTransChInfo


UL-CommonTransChInfo



OPTIONAL,



ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList


OPTIONAL,



modeSpecificTransChInfo


CHOICE {




fdd







SEQUENCE {





cpch-SetID





CPCH-SetID




OPTIONAL,





addReconfTransChDRAC-Info

DRAC-StaticInformationList
OPTIONAL




},




tdd







NULL



}
















OPTIONAL,



dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,



dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList


OPTIONAL,


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r4


OPTIONAL,



modeSpecificPhysChInfo


CHOICE {




fdd







SEQUENCE {





dl-PDSCH-Information


DL-PDSCH-Information

OPTIONAL




},




tdd






NULL



},



dl-CommonInformation


DL-CommonInformation-r4



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r4


OPTIONAL

}

<Cut until the next modified section>

-- ***************************************************

--

-- UTRAN MOBILITY INFORMATION

--

-- ***************************************************

UTRANMobilityInformation ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier, 



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



ue-ConnTimersAndConstants

UE-ConnTimersAndConstants


OPTIONAL,


-- CN information elements



cn-InformationInfo



CN-InformationInfo




OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs




dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}

OPTIONAL

}

-- ***************************************************

--

-- UTRAN MOBILITY INFORMATION CONFIRM

--

-- ***************************************************

UTRANMobilityInformationConfirm ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier, 



ul-IntegProtActivationInfo

IntegrityProtActivationInfo


OPTIONAL,


-- Radio bearer IEs



count-C-ActivationTime


ActivationTime





OPTIONAL,



rb-UL-CiphActivationTimeInfo
RB-ActivationTimeInfoList


OPTIONAL,



ul-CounterSynchronisationInfo
UL-CounterSynchronisationInfo

OPTIONAL,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}

OPTIONAL

}

-- ***************************************************

--

-- UTRAN MOBILITY INFORMATION FAILURE

--

-- ***************************************************

UTRANMobilityInformationFailure ::= SEQUENCE {


-- UE information elements



rrc-TransactionIdentifier

RRC-TransactionIdentifier, 



failureCause




FailureCauseWithProtErr,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}

OPTIONAL

}

11.3
Information element definitions

<Cut until the next modified section>

-- ***************************************************

--

--     USER EQUIPMENT INFORMATION ELEMENTS (10.3.3)

--

-- ***************************************************

<Cut until the next modified section>

InitialPriorityDelayList ::=

SEQUENCE (SIZE (1..maxASC)) OF











NS-IP

<Cut until the next modified section>

-- ***************************************************

--

--     TRANSPORT CHANNEL INFORMATION ELEMENTS (10.3.5)

--

-- ***************************************************

<Cut until the next modified section>

DL-CommonTransChInfo ::=


SEQUENCE {


sccpch-TFCS






TFCS







OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




dl-Parameters




CHOICE {





dl-DCH-TFCS






TFCS,





sameAsUL






NULL




}















OPTIONAL



},



tdd








SEQUENCE {




individualDL-CCTrCH-InfoList

IndividualDL-CCTrCH-InfoList




















OPTIONAL



}


}

}


-- NOTE: CHOICE modeSpecificInfo should be optional. A new version of this IE


-- should be defined to be used in later versions of messages using this IE

DL-CommonTransChInfo-r4 ::=


SEQUENCE {


sccpch-TFCS






TFCS







OPTIONAL,


modeSpecificInfo




CHOICE {



fdd








SEQUENCE {




dl-Parameters




CHOICE {





dl-DCH-TFCS






SEQUENCE {






tfcs







TFCS



OPTIONAL





},





sameAsUL






NULL




}















OPTIONAL



}









OPTIONAL,



tdd








SEQUENCE {




individualDL-CCTrCH-InfoList

IndividualDL-CCTrCH-InfoList




















OPTIONAL



}


}

}

<Cut until the next modified section>

-- ***************************************************

--

--     MEASUREMENT INFORMATION ELEMENTS (10.3.7)

--

-- ***************************************************

<Cut until the next modified section>

Frequency-Band ::=




ENUMERATED {











dcs1800BandUsed, pcs1900BandUsed }

<Cut until the next modified section>

-- ***************************************************

--

--     OTHER INFORMATION ELEMENTS (10.3.8)

--

-- ***************************************************

<Cut until the next modified section>





InterRAT-HO-FailureCause ::=

CHOICE {


configurationUnacceptable


NULL,


physicalChannelFailure



NULL,


protocolError





ProtocolErrorInformation,


interRAT-ProtocolError



NULL,


unspecified






NULL,


spare1







NULL,


spare2







NULL,


spare3







NULL,


spare4







NULL

}








InterRATMessage ::=



CHOICE {


gsm








SEQUENCE {



gsm-MessageList





GSM-MessageList


},


cdma2000






SEQUENCE {



cdma2000-MessageList



CDMA2000-MessageList


}

}
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