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10.2.62
UTRAN MOBILITY INFORMATION

This message is used by UTRAN to allocate a new RNTI and to convey other UTRAN mobility related information to a UE.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN(UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Message Type
	MP
	
	Message Type
	

	UE Information Elements
	
	
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	

	Integrity protection mode info
	OP
	
	Integrity protection mode info 10.3.3.19
	

	Ciphering mode info
	OP
	
	Ciphering mode info 10.3.3.5
	

	New U-RNTI
	OP
	
	U-RNTI 10.3.3.47
	

	New C-RNTI
	OP
	
	C-RNTI 10.3.3.8
	

	UE Timers and constants in connected mode
	OP
	
	UE Timers and constants in connected mode 10.3.3.43
	

	CN Information Elements
	
	
	
	

	CN Information info
	OP
	
	CN Information info full 10.3.1.3a
	

	UTRAN Information Elements
	
	
	
	

	URA identity
	OP
	
	URA identity 10.3.2.6
	

	RB Information elements
	
	
	
	

	Downlink counter synchronisation info
	OP
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	


10.3.1.3a
CN Information info full

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	PLMN identity
	OP
	
	PLMN identity 10.3.1.11
	

	CN common GSM-MAP NAS system information
	OP
	
	NAS system information (GSM-MAP) 10.3.1.9
	

	CN domain related information
	OP
	1 to <maxCNdomains>
	
	

	>CN domain identity
	MP
	
	CN domain identity 10.3.1.1
	

	>CN domain specific GSM-MAP NAS system info
	MP
	
	NAS system information (GSM-MAP) 10.3.1.9
	

	>CN domain specific DRX cycle length coefficient
	MP
	
	CN domain specific DRX cycle length coefficient, 10.3.3.6
	


11.1
General message structure

Class-definitions DEFINITIONS AUTOMATIC TAGS ::=
BEGIN

IMPORTS


ActiveSetUpdate-r3,


ActiveSetUpdateComplete,


ActiveSetUpdateFailure,



AssistanceDataDelivery-r3,


CellChangeOrderFromUTRAN-r3,


CellChangeOrderFromUTRANFailure,


CellUpdate,


CellUpdateConfirm-CCCH-r3,


CellUpdateConfirm-r3,


CounterCheck-r3,


CounterCheckResponse,


DownlinkDirectTransfer-r3,


HandoverToUTRANComplete,


InitialDirectTransfer,


HandoverFromUTRANCommand-GSM-r3,


HandoverFromUTRANCommand-CDMA2000-r3,


HandoverFromUTRANFailure,


MeasurementControl-r3,


MeasurementControlFailure,


MeasurementReport,


PagingType1,


PagingType2,


PhysicalChannelReconfiguration-r3,


PhysicalChannelReconfigurationComplete,


PhysicalChannelReconfigurationFailure,


PhysicalSharedChannelAllocation-r3,


PUSCHCapacityRequest,


RadioBearerReconfiguration-r3,


RadioBearerReconfigurationComplete,


RadioBearerReconfigurationFailure,


RadioBearerRelease-r3,


RadioBearerReleaseComplete,


RadioBearerReleaseFailure,


RadioBearerSetup-r3,


RadioBearerSetupComplete,


RadioBearerSetupFailure,


RRCConnectionReject-r3,


RRCConnectionRelease-r3,


RRCConnectionRelease-CCCH-r3,


RRCConnectionReleaseComplete,


RRCConnectionRequest,


RRCConnectionSetup-r3,


RRCConnectionSetupComplete,


RRCStatus,


SecurityModeCommand-r3,


SecurityModeComplete,


SecurityModeFailure,


SignallingConnectionRelease-r3,


SignallingConnectionReleaseRequest,


SystemInformation-BCH,


SystemInformation-FACH,


SystemInformationChangeIndication,


TransportChannelReconfiguration-r3,


TransportChannelReconfigurationComplete,


TransportChannelReconfigurationFailure,


TransportFormatCombinationControl,


TransportFormatCombinationControlFailure,


UECapabilityEnquiry-r3,


UECapabilityInformation,


UECapabilityInformationConfirm-r3,


UplinkDirectTransfer,


UplinkPhysicalChannelControl-r3,


URAUpdate,


URAUpdateConfirm-r3,


URAUpdateConfirm-CCCH-r3,


UTRANMobilityInformation-r3,


UTRANMobilityInformationConfirm,


UTRANMobilityInformationFailure

FROM PDU-definitions

-- User Equipment IEs :


IntegrityCheckInfo

FROM InformationElements;

--**************************************************************

--

-- Downlink DCCH messages

--

--**************************************************************

DL-DCCH-Message ::= SEQUENCE {


integrityCheckInfo

IntegrityCheckInfo

OPTIONAL,


message




DL-DCCH-MessageType

}

DL-DCCH-MessageType ::= CHOICE {


activeSetUpdate





ActiveSetUpdate-r3,


assistanceDataDelivery



AssistanceDataDelivery-r3,


cellChangeOrderFromUTRAN 


CellChangeOrderFromUTRAN-r3,


cellUpdateConfirm




CellUpdateConfirm-r3,


counterCheck





CounterCheck-r3,


downlinkDirectTransfer



DownlinkDirectTransfer-r3,


handoverFromUTRANCommand-GSM

HandoverFromUTRANCommand-GSM-r3,


handoverFromUTRANCommand-CDMA2000
HandoverFromUTRANCommand-CDMA2000-r3,


measurementControl




MeasurementControl-r3,


pagingType2






PagingType2,


physicalChannelReconfiguration

PhysicalChannelReconfiguration-r3,


physicalSharedChannelAllocation

PhysicalSharedChannelAllocation-r3,


radioBearerReconfiguration


RadioBearerReconfiguration-r3,


radioBearerRelease




RadioBearerRelease-r3,


radioBearerSetup




RadioBearerSetup-r3,


rrcConnectionRelease



RRCConnectionRelease-r3,


securityModeCommand




SecurityModeCommand-r3,


signallingConnectionRelease


SignallingConnectionRelease-r3,


transportChannelReconfiguration

TransportChannelReconfiguration-r3,


transportFormatCombinationControl
TransportFormatCombinationControl,


ueCapabilityEnquiry




UECapabilityEnquiry-r3,


ueCapabilityInformationConfirm

UECapabilityInformationConfirm-r3,


uplinkPhysicalChannelControl

UplinkPhysicalChannelControl-r3,


uraUpdateConfirm




URAUpdateConfirm-r3,


utranMobilityInformation


UTRANMobilityInformation-r3,


extension






NULL

}

--**************************************************************

--

-- Uplink DCCH messages

--

--**************************************************************

UL-DCCH-Message ::= SEQUENCE {


integrityCheckInfo

IntegrityCheckInfo

OPTIONAL,


message




UL-DCCH-MessageType

}

UL-DCCH-MessageType ::= CHOICE {


activeSetUpdateComplete



ActiveSetUpdateComplete,


activeSetUpdateFailure



ActiveSetUpdateFailure,


cellChangeOrderFromUTRANFailure 
CellChangeOrderFromUTRANFailure,


counterCheckResponse



CounterCheckResponse,


handoverToUTRANComplete



HandoverToUTRANComplete,


initialDirectTransfer



InitialDirectTransfer,


handoverFromUTRANFailure


HandoverFromUTRANFailure,


measurementControlFailure


MeasurementControlFailure,


measurementReport




MeasurementReport,


physicalChannelReconfigurationComplete











PhysicalChannelReconfigurationComplete,


physicalChannelReconfigurationFailure











PhysicalChannelReconfigurationFailure,


radioBearerReconfigurationComplete
RadioBearerReconfigurationComplete,


radioBearerReconfigurationFailure
RadioBearerReconfigurationFailure,


radioBearerReleaseComplete


RadioBearerReleaseComplete,


radioBearerReleaseFailure


RadioBearerReleaseFailure,


radioBearerSetupComplete


RadioBearerSetupComplete,


radioBearerSetupFailure



RadioBearerSetupFailure,


rrcConnectionReleaseComplete

RRCConnectionReleaseComplete,


rrcConnectionSetupComplete


RRCConnectionSetupComplete,


rrcStatus






RRCStatus,


securityModeComplete



SecurityModeComplete,


securityModeFailure




SecurityModeFailure,


signallingConnectionReleaseRequest
SignallingConnectionReleaseRequest,


transportChannelReconfigurationComplete











TransportChannelReconfigurationComplete,


transportChannelReconfigurationFailure











TransportChannelReconfigurationFailure,


transportFormatCombinationControlFailure











TransportFormatCombinationControlFailure,


ueCapabilityInformation



UECapabilityInformation,


uplinkDirectTransfer



UplinkDirectTransfer,


utranMobilityInformationConfirm

UTRANMobilityInformationConfirm,


utranMobilityInformationFailure

UTRANMobilityInformationFailure,


extension






NULL

}

--**************************************************************

--

-- Downlink CCCH messages

--

--**************************************************************

DL-CCCH-Message ::= SEQUENCE {


integrityCheckInfo

IntegrityCheckInfo

OPTIONAL,


message




DL-CCCH-MessageType

}

DL-CCCH-MessageType ::= CHOICE {



cellUpdateConfirm




CellUpdateConfirm-CCCH-r3,


rrcConnectionReject




RRCConnectionReject-r3,


rrcConnectionRelease



RRCConnectionRelease-CCCH-r3,


rrcConnectionSetup




RRCConnectionSetup-r3,


uraUpdateConfirm




URAUpdateConfirm-CCCH-r3,


extension






NULL

}

--**************************************************************

--

-- Uplink CCCH messages

--

--**************************************************************

UL-CCCH-Message ::= SEQUENCE {


integrityCheckInfo

IntegrityCheckInfo

OPTIONAL,


message




UL-CCCH-MessageType

}

UL-CCCH-MessageType ::= CHOICE {


cellUpdate






CellUpdate,


rrcConnectionRequest



RRCConnectionRequest,


uraUpdate






URAUpdate,


extension






NULL

}

--**************************************************************

--

-- PCCH messages

--

--**************************************************************

PCCH-Message ::= SEQUENCE {


message



PCCH-MessageType

}

PCCH-MessageType ::= CHOICE {


pagingType1






PagingType1,


extension






NULL

}

--**************************************************************

--

-- Downlink SHCCH messages

--

--**************************************************************

DL-SHCCH-Message ::= SEQUENCE {


message




DL-SHCCH-MessageType

}

DL-SHCCH-MessageType ::= CHOICE {


physicalSharedChannelAllocation

PhysicalSharedChannelAllocation-r3,


extension






NULL

}

--**************************************************************

--

-- Uplink SHCCH messages

--

--**************************************************************

UL-SHCCH-Message ::= SEQUENCE {


message




UL-SHCCH-MessageType

}

UL-SHCCH-MessageType ::= CHOICE {


puschCapacityRequest



PUSCHCapacityRequest,


extension






NULL

}

--**************************************************************

--

-- BCCH messages sent on FACH

--

--**************************************************************

BCCH-FACH-Message ::= SEQUENCE {


message



BCCH-FACH-MessageType

}

BCCH-FACH-MessageType ::= CHOICE {


systemInformation




SystemInformation-FACH,


systemInformationChangeIndication
SystemInformationChangeIndication,


extension






NULL

}

--**************************************************************

--

-- BCCH messages sent on BCH

--

--**************************************************************

BCCH-BCH-Message ::= SEQUENCE {


message



SystemInformation-BCH

}

END

11.2
PDU definitions

--**************************************************************
--

-- TABULAR: The message type and integrity check info are not

-- visible in this module as they are defined in the class module. 

-- Also, all FDD/TDD specific choices have the FDD option first 

-- and TDD second, just for consistency.

--

--**************************************************************

PDU-definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

--**************************************************************

--

-- IE parameter types from other modules

--

--**************************************************************

IMPORTS

-- Core Network IEs :


CN-DomainIdentity,


CN-InformationInfo,


CN-InformationInfoFull,


NAS-Message,


PagingRecordTypeID,

-- UTRAN Mobility IEs :


URA-Identity,

-- User Equipment IEs :


ActivationTime,


C-RNTI,


CapabilityUpdateRequirement,


CellUpdateCause,


CipheringAlgorithm,


CipheringModeInfo,


EstablishmentCause,


FailureCauseWithProtErr,


FailureCauseWithProtErrTrId,



InitialUE-Identity,


IntegrityProtActivationInfo,


IntegrityProtectionModeInfo,


N-308,


PagingCause,


PagingRecordList,


ProtocolErrorIndicator,


ProtocolErrorIndicatorWithMoreInfo,


Rb-timer-indicator,


Re-EstablishmentTimer,


RedirectionInfo,


RejectionCause,


ReleaseCause,


RRC-StateIndicator,


RRC-TransactionIdentifier,


SecurityCapability,


START-Value,


STARTList,


U-RNTI,


U-RNTI-Short,


UE-RadioAccessCapability,


UE-ConnTimersAndConstants,


URA-UpdateCause,


UTRAN-DRX-CycleLengthCoefficient,


WaitTime,

-- Radio Bearer IEs :


DefaultConfigIdentity,


DefaultConfigMode,


DL-CounterSynchronisationInfo,


PredefinedConfigIdentity,


RAB-Info,


RAB-Info-Post,


RAB-InformationList,


RAB-InformationReconfigList,


RAB-InformationSetupList,


RB-ActivationTimeInfo,


RB-ActivationTimeInfoList,


RB-COUNT-C-InformationList,


RB-COUNT-C-MSB-InformationList,


RB-IdentityList,


RB-InformationAffectedList,


RB-InformationReconfigList,


RB-InformationReleaseList,


RB-InformationSetupList,


RB-WithPDCP-InfoList,


SRB-InformationSetupList,


SRB-InformationSetupList2,


UL-CounterSynchronisationInfo,

-- Transport Channel IEs:


CPCH-SetID,


DL-AddReconfTransChInfo2List,


DL-AddReconfTransChInfoList,


DL-CommonTransChInfo,


DL-DeletedTransChInfoList,


DRAC-StaticInformationList,


TFC-Subset,


TFCS-Identity,


UL-AddReconfTransChInfoList,


UL-CommonTransChInfo,


UL-DeletedTransChInfoList,

-- Physical Channel IEs :


AllocationPeriodInfo,


Alpha,


CCTrCH-PowerControlInfo,


ConstantValue,


CPCH-SetInfo,


DL-CommonInformation,


DL-CommonInformationPost,


DL-InformationPerRL,


DL-InformationPerRL-List,


DL-InformationPerRL-ListPostFDD,


DL-InformationPerRL-PostTDD,


DL-DPCH-PowerControlInfo,


DL-PDSCH-Information,


DPCH-CompressedModeStatusInfo,


FrequencyInfo,


FrequencyInfoFDD,


FrequencyInfoTDD,


IndividualTS-InterferenceList,


MaxAllowedUL-TX-Power,


PDSCH-CapacityAllocationInfo,


PDSCH-Identity,


PDSCH-Info,


PRACH-RACH-Info,


PrimaryCCPCH-TX-Power,


PUSCH-CapacityAllocationInfo,


PUSCH-Identity,


RL-AdditionInformationList,


RL-RemovalInformationList,


SpecialBurstScheduling,


SSDT-Information,


TFC-ControlDuration,


TimeslotList,


TX-DiversityMode,


UL-ChannelRequirement,


UL-ChannelRequirementWithCPCH-SetID,


UL-DPCH-Info,


UL-DPCH-InfoPostFDD,


UL-DPCH-InfoPostTDD,


UL-TimingAdvance,


UL-TimingAdvanceControl,

-- Measurement IEs :


AdditionalMeasurementID-List,


Band-Indicator,


EventResults,


InterRAT-TargetCellDescription,


MeasuredResults,


MeasuredResultsList,


MeasuredResultsOnRACH,


MeasurementCommand,


MeasurementIdentity,


MeasurementReportingMode,


PrimaryCCPCH-RSCP,


TimeslotListWithISCP,


TrafficVolumeMeasuredResultsList,


UE-Positioning-GPS-AssistanceData,


UE-Positioning-OTDOA-AssistanceData,

-- Other IEs :


BCCH-ModificationInfo,


CDMA2000-MessageList,


GSM-MessageList,


InterRAT-ChangeFailureCause,


InterRAT-HO-Failure,


InterRAT-UE-RadioAccessCapabilityList,



InterRAT-UE-SecurityCapList,


InterRATMessage,


IntraDomainNasNodeSelector,

ProtocolErrorInformation,


ProtocolErrorMoreInformation,


Rplmn-Information,


SegCount,


SegmentIndex,


SFN-Prime,


SIB-Data-fixed,


SIB-Data-variable,


SIB-Type

FROM InformationElements


maxSIBperMsg,


maxSystemCapability

FROM Constant-definitions;

<Cut until next change>

-- ***************************************************

--

-- UTRAN MOBILITY INFORMATION

--

-- ***************************************************

UTRANMobilityInformation-r3 ::= CHOICE {


r3







SEQUENCE {



utranMobilityInformation-r3

UTRANMobilityInformation-r3-IEs,



nonCriticalExtensions


SEQUENCE {}

OPTIONAL


},


criticalExtensions



SEQUENCE {}

}

UTRANMobilityInformation-r3-IEs ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier, 



integrityProtectionModeInfo

IntegrityProtectionModeInfo


OPTIONAL,



cipheringModeInfo



CipheringModeInfo




OPTIONAL,



new-U-RNTI





U-RNTI







OPTIONAL,



new-C-RNTI





C-RNTI







OPTIONAL,



ue-ConnTimersAndConstants

UE-ConnTimersAndConstants


OPTIONAL,


-- CN information elements



cn-InformationInfo



CN-InformationInfoFull



OPTIONAL,


-- UTRAN mobility IEs



ura-Identity




URA-Identity





OPTIONAL,


-- Radio bearer IEs



count-C-ActivationTime


ActivationTime





OPTIONAL,



dl-CounterSynchronisationInfo
DL-CounterSynchronisationInfo

OPTIONAL,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}

OPTIONAL

}

11.3
Information element definitions

InformationElements DEFINITIONS AUTOMATIC TAGS ::=
-- ***************************************************

--

--     CORE NETWORK INFORMATION ELEMENTS (10.3.1)

--

-- ***************************************************

BEGIN

IMPORTS


hiPDSCHidentities,


hiPUSCHidentities,


hiRM,


maxAC,


maxAdditionalMeas,


maxASC,


maxASCmap,


maxASCpersist,


maxCCTrCH,


maxCellMeas,


maxCellMeas-1,


maxCNdomains,


maxCPCHsets,


maxDPCH-DLchan,


maxDPCHcodesPerTS,


maxDPDCH-UL,


maxDRACclasses,


maxFACH,


maxFreq,


maxFrequencybands,


maxInterSysMessages,


maxLoCHperRLC,


maxMeasEvent,


maxMeasIntervals,


maxMeasParEvent,


maxNumCDMA2000Freqs,

maxNumFDDFreqs,

maxNumGSMFreqRanges,

maxNumTDDFreqs,


maxOtherRAT,


maxPage1,


maxPCPCH-APsig,


maxPCPCH-APsubCh,


maxPCPCH-CDsig,


maxPCPCH-CDsubCh,


maxPCPCH-SF,


maxPCPCHs,


maxPDCPAlgoType,


maxPDSCH,


maxPDSCH-TFCIgroups,


maxPRACH,


maxPUSCH,


maxRABsetup,


maxRAT,


maxRB,


maxRBallRABs,


maxRBMuxOptions,


maxRBperRAB,


maxReportedGSMCells,


maxSRBsetup,


maxRL,


maxRL-1,


maxSCCPCH,


maxSat,


maxSIB,


maxSIB-FACH,


maxSig,


maxSubCh,


maxSystemCapability,


maxTF,


maxTF-CPCH,


maxTFC,


maxTFCI-2-Combs,


maxTGPS,


maxTrCH,


maxTS,


maxTS-1,


maxURA

FROM Constant-definitions;

Ansi-41-IDNNS ::=






BIT STRING (SIZE (14))

CN-DomainIdentity ::=



ENUMERATED {











cs-domain,











ps-domain }

CN-DomainInformation ::=


SEQUENCE {


cn-DomainIdentity




CN-DomainIdentity,


cn-DomainSpecificNAS-Info


NAS-SystemInformationGSM-MAP

}

CN-DomainInformationFull ::=

SEQUENCE {


cn-DomainIdentity




CN-DomainIdentity,


cn-DomainSpecificNAS-Info


NAS-SystemInformationGSM-MAP,


cn-DRX-CycleLengthCoeff



CN-DRX-CycleLengthCoefficient

}

CN-DomainInformationList ::=

SEQUENCE (SIZE (1..maxCNdomains)) OF











CN-DomainInformation

CN-DomainInformationListFull ::=
SEQUENCE (SIZE (1..maxCNdomains)) OF











CN-DomainInformationFull

CN-DomainSysInfo ::=



SEQUENCE {


cn-DomainIdentity




CN-DomainIdentity,


cn-Type







CHOICE {



gsm-MAP







NAS-SystemInformationGSM-MAP,



ansi-41







NAS-SystemInformationANSI-41


},


cn-DRX-CycleLengthCoeff



CN-DRX-CycleLengthCoefficient

}

CN-DomainSysInfoList ::=


SEQUENCE (SIZE (1..maxCNdomains)) OF











CN-DomainSysInfo

CN-InformationInfo ::= 



SEQUENCE {


plmn-Identity





PLMN-Identity





OPTIONAL,


cn-CommonGSM-MAP-NAS-SysInfo

NAS-SystemInformationGSM-MAP

OPTIONAL,


cn-DomainInformationList


CN-DomainInformationList


OPTIONAL

}

CN-InformationInfoFull ::= 


SEQUENCE {


plmn-Identity





PLMN-Identity





OPTIONAL,


cn-CommonGSM-MAP-NAS-SysInfo

NAS-SystemInformationGSM-MAP

OPTIONAL,


cn-DomainInformationListFull

CN-DomainInformationListFull

OPTIONAL

}
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