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	Reason for change:
(

	Current version of R99 specs do not take into account of following factors related to UMTS1900 operation:

· Coexistence with other technologies, such as GSM1900, IS-95 and IS-136

· Spectrum availability for different operators

· Necessary changes due to different TX/RX spacing

Rel.4 specification inherits the same problem from R99 specification.

	
	

	Summary of change:
(

	Add the same note to Rel.4 specification as added to R99 specification.

	
	

	Consequences if 
(

not approved:
	Rel. 4 specification will not be consistent with R99 specification on UMTS1900 operation.

	
	

	Clauses affected:
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	4.3
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	 Test specifications
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	Other comments:
(

	


4.1
Relationship between Minimum Requirements and Test Requirements
The Minimum Requirements given in this specification make no allowance for measurement uncertainty. The test specification 34.121 Annex F defines Test Tolerances. These Test Tolerances are individually calculated for each test. The Test Tolerances are used to relax the Minimum Requirements in this specification to create Test Requirements.

The measurement results returned by the test system are compared – without any modification - against the Test Requirements as defined by the shared risk principle.

The Shared Risk principle is defined in ETR 273 Part 1 sub-part 2 section 6.5.

4.2
Power Classes
For UE power classes 1 and 2, a number of RF parameter are not specified. It is intended that these are part of a later release.

4.3
Frequency Band

Support for operation in the frequency band defined in sub clause 5.2 (b) is not completely specified in this release. It is intended this is part of a later release.
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