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3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the following terms and definitions apply.

The main general definitions strictly related to the Transmission  and Reception characteristics but important also for the present document can be found in [3] for UE FDD, in [4] for BS FDD, in [5] for UE TDD, in [6] for BS TDD.

Node B
A logical node responsible for radio transmission / reception in one or more cells to/from the User Equipment. Terminates the Iub interface towards the RNC

3.2
Symbols

For the purposes of the present document, the following symbol applies:

[…]
Values included in square bracket must be considered for further studies, because it means that a decision about that value was not taken.

CPICH_Ec
Average energy per PN chip for the CPICH

CPICH_Ec/Ior
The ratio of the transmit energy per PN chip of the CPICH to the total transmit power spectral density at the Node B antenna connector.

CPICH_Ec/Io
The ratio of the received energy per PN chip for the CPICH to the total received power spectral density at the UE antenna connector.
DPCH_Ec/Ior
The ratio of the transmit energy per PN chip of the DPCH to the total transmit power spectral density at the Node B antenna connector.

Ec
Average energy per PN chip.

Io
The total received power density, including signal and interference, as measured at the UE antenna connector.

Ioc
The power spectral density of a band limited noise source (simulating interference from cells, which are not defined in a test procedure) as measured at the UE antenna connector.

Ior
The total transmit power spectral density of the downlink at the Node B antenna connector.

Îor
The received power spectral density of the downlink as measured at the UE antenna connector.

OCNS_Ec/Ior
The ratio of the transmit energy per PN chip of the OCNS to the total transmit power spectral density at the Node B antenna connector.

PCCPCH_Ec/Ior
The ratio of the transmit energy per PN chip of the PCCPCH to the total transmit power spectral density at the Node B antenna connector.

PENALTY_TIME
Defined in TS 25.304, subclause 5.2.6.1.5

PICH_Ec/Ior
The ratio of the transmit energy per PN chip of the PICH to the total transmit power spectral density at the Node B antenna connector.

Qhyst
Defined in TS 25.304, subclause 5.2.6.1.5

Qoffsets,n
Defined in TS 25.304, subclause 5.2.6.1.5

Qqualmin
Defined in TS 25.304, subclause 5.2.6.1.5

Qrxlevmin
Defined in TS 25.304, subclause 5.2.6.1.5

SCH_Ec/Ior
The ratio of the transmit energy per PN chip of the SCH to the total transmit power spectral density at the Node B antenna connector.

Sintersearch
Defined in TS 25.304, subclause 5.2.6.1.5

Sintrasearch
Defined in TS 25.304, subclause 5.2.6.1.5

SsearchRAT
Defined in TS 25.304, subclause 5.2.6.1.5

T1
Time period 1

T2
Time period 2

TEMP_OFFSET
Defined in TS 25.304, subclause 5.2.6.1.5

TRE-ESTABLISH-REQ
The RRC Re-establishment delay requirement, the time between the moment when erroneous CRCs are applied, to when the UE starts to send preambles on the PRACH.

Treselection
Defined in TS 25.304, subclause 5.2.6.1.5

UE_TXPWR_MAX_RACH
Defined in TS 25.304, subclause 5.2.3.1.2.
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