3GPP TS 25.413 v3.5.0 (2001-3)
                                                                                                                   CR page 1

3GPP TSG-RAN WG3 Meeting #21 
Tdoc R3-011791

Busan, Korea, 21st May – 25th May 2001






Revised CR of R3-011716

	CR-Form-v3

	CHANGE REQUEST

	

	(

	25.413
	CR
	314
	(

rev
	2
	(

Current version:
	3.5.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	(U)SIM
	
	ME/UE
	
	Radio Access Network
	X
	Core Network
	X

	

	Title:
(

	Partial Contexts transfer

	
	

	Source:
(

	R-WG3

	
	

	Work item code:
(

	TEI
	
	Date: (

	15-05-2001

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	R99

	
	Use one of the following categories:
F  (essential correction)
A  (corresponds to a correction in an earlier release)
B  (Addition of feature), 
C  (Functional modification of feature)
D  (Editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)

	
	

	Reason for change:
(

	The current SRNS context response message provide the successful transfer report group including the context information conditionally to the absence of any failed transfer. This could be badly interpreted.



	
	

	Summary of change:
(

	The procedure text has been clarified to say all rabs should always be reported.

	
	

	Consequences if 
(

not approved:
	When there is a multiple rabs call and one Rabid is unknown, not returning the successful contexts transfer information of the other ones could be a valid interpretation/implementation.

This CR is backwards compatible.

	
	

	Clauses affected:
(

	8.11

	
	 

	Other specs
(

	X
	 Other core specifications
(

	25.413 CR315 REL-4

	affected:
	
	 Test specifications
	

	
	
	 O&M Specifications
	

	
	

	Other comments:
(

	


8.11
SRNS Context Transfer

8.11.1
General

The purpose of the SRNS Context Transfer procedure is to trigger the transfer of SRNS contexts from the source RNC to the CN (PS domain) in case of inter-system forward handover. The procedure uses connection oriented signalling.

8.11.2
Successful Operation
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Figure 1: SRNS Context Transfer procedure. Successful operation.

The CN shall initiate the procedure by sending a SRNS CONTEXT REQUEST message to the source RNC. The SRNS CONTEXT REQUEST message shall include the list of RABs whose contexts should be transferred.

The source RNC shall respond to the CN with a SRNS CONTEXT RESPONSE message containing all the referenced RABs including both, successful and unsuccessful RABs transfers. For each RAB whose transfer is successful, the following context information elements shall be included:

-
RAB ID;

-
always when available, the sequence number for the next downlink GTP‑PDU to be sent to the UE i.e. DL GTP-PDU Sequence Number;

-
always when available, the sequence number for the next uplink GTP‑PDU to be tunnelled to the GGSN i.e. UL GTP-PDU Sequence Number;

-
always when available, the radio interface sequence number (PDCP) [17] of the next downlink N-PDU (PDCP SDU) that would have been sent to the UE by a source system  i.e. DL N-PDU Sequence Number IE;

-
always when available, the radio interface sequence number (PDCP) [17] of the next uplink N-PDU (PDCP SDU) that would have been expected from the UE by a source system  i.e. UL N-PDU Sequence Number IE.

Transmission and reception of the SRNS CONTEXT RESPONSE message shall terminate the procedure in the UTRAN and the CN respectively.

8.11.3
Unsuccessful Operation

For each RAB for which UTRAN is not able to transfer the RAB context, e.g. if the RAB ID is unknown to the RNC, this RAB ID is included in the SRNS CONTEXT RESPONSE message together with a Cause IE, e.g. "Invalid RAB ID".

8.11.4
Abnormal Conditions 

Not applicable. 
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