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9.2.17 Criticality Diagnostics

The Criticality Diagnostics IE is sent by the RNC or the CN when parts of a received message have not been comprehended or were missing, or if the message contained logical errors. When applicable, it contains information about which IEs that were not comprehended or were missing.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Criticality Diagnostics
	
	
	
	

	>Procedure Code
	O
	
	INTEGER (0..255)
	Procedure Code is to be used if Criticality Diagnostics is part of Error Indication procedure, and not within the response message of the same procedure that caused the error

	>Triggering Message 
	O
	
	ENUMERATED(initiating message, successful outcome, unsuccessful outcome, outcome)
	The Triggering Message is used only if the Criticality Diagnostics is part of Error Indication procedure.

	>Procedure Criticality
	O
	
	ENUMERATED(reject, ignore, notify)
	This Procedure Criticality is used for reporting the Criticality of the Triggering message (Procedure). The value 'ignore' shall never be used.

	Information Element Criticality Diagnostics
	
	0 to <maxnoof errors>
	
	

	>IE Criticality
	M
	
	ENUMERATED(reject, ignore, notify)
	The IE Criticality is used for reporting the criticality of the triggering IE. The value 'ignore' shall not be used.

	>IE ID
	M
	
	INTEGER (0..65535)
	The IE Id of the not understood or missing IE 

	>Repetition Number
	O
	
	INTEGER (1..256

)
	The repetition number of the not understood IE within the bottom most repetition level identified by the message structure IE, if applicable

	>Message Structure
	O
	
	9.2.20
	


	Range bound
	Explanation

	Maxnooferrors
	Maximum no. of IE errors allowed to be reported with a single message. The value for maxnooferrors is 256.


10.4
Logical Error

Logical error situations occur when a message is comprehended correctly, but the information contained within the message is not valid (i.e. semantic error), or describes a procedure which is not compatible with the state of the receiver. In these conditions, the following behaviour shall be performed (unless otherwise specified) as defined by the class of the elementary procedure, irrespective of the criticality information of the IE's/IE groups containing the erroneous values.

Class 1:

Where the logical error occurs in a request message of a class 1 procedure, and the procedure has a failure message, the failure message shall be sent with an appropriate cause value. Typical cause values are:

-
Semantic Error;

-
Message not compatible with receiver state.

Where the logical error is contained in a request message of a class 1 procedure, and the procedure does not have a failure message, the procedure shall be terminated and the Error Indication procedure shall be initiated with an appropriate cause value. The Procedure Code IE and the Triggering Message IE within the Criticality Diagnostics IE shall then be included in order to identify the message containing the logical error.
Where the logical error exists in a response message of a class 1 procedure, local error handling shall be initiated.

Class 2:

Where the logical error occurs in a message of a class 2 procedure, the procedure shall be terminated and the Error Indication procedure shall be initiated with an appropriate cause value. The Procedure Code IE and the Triggering Message IE within the Criticality Diagnostics IE shall then be included in order to identify the message containing the logical error.
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