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10.2.48.8.8
System Information Block type 5

The system information block type 5 contains parameters for the configuration of the common physical channels in the cell.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	SIB6 Indicator
	MP
	
	Boolean
	TRUE indicates that SIB6 is broadcast in the cell.

	PhyCH information elements
	
	
	
	

	PICH Power offset
	MP
	
	PICH Power offset 10.3.6.50
	

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>AICH Power offset
	MP
	
	AICH Power offset 10.3.6.3
	This AICH Power offset also indicates the power offset for AP-AICH and for CD/CA-ICH .

	>TDD
	
	
	
	

	>>PUSCH system information
	OP
	
	PUSCH system information 10.3.6.66
	

	>>PDSCH system information
	OP
	
	PDSCH system information 10.3.6.46
	

	>>TDD open loop power control
	MP
	
	TDD open loop power control 10.3.6.79
	

	Primary CCPCH info
	OP
	
	Primary CCPCH info 10.3.6.57
	Note 1

	PRACH system information list
	MP
	
	PRACH system information list 10.3.6.55
	

	Secondary CCPCH system information
	MP
	
	Secondary CCPCH system information 10.3.6.72
	

	CBS DRX Level 1 information
	CV CTCH
	
	CBS DRX Level 1 information 10.3.8.3
	


NOTE 1:
DL scrambling code of the Primary CCPCH is the same as the one for Primary CPICH (FDD only).

	Condition
	Explanation

	CTCH
	The IE is mandatory if the IE "CTCH indicator" is equal to TRUE for at least one FACH, otherwise the IE is not needed in the message


10.2.48.8.9
System Information Block type 6

The system information block type 6 contains parameters for the configuration of the common and shared physical channels to be used in connected mode. 

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	PhyCH information elements
	
	
	
	

	PICH Power offset
	MP
	
	PICH Power offset 10.3.6.50
	

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>AICH Power offset
	MP
	
	AICH Power offset 10.3.6.3
	This AICH Power offset also indicates the power offset for AP-AICH and for CD/CA-ICH .

	>>CSICH Power offset
	OP
	
	CSICH Power offset 10.3.6.15
	

	>TDD
	
	
	
	

	>>PUSCH system information
	OP
	
	PUSCH system information 10.3.6.66
	

	>>PDSCH system information
	OP
	
	PDSCH system information 10.3.6.46
	

	>>TDD open loop power control
	MP
	
	TDD open loop power control 10.3.6.79
	

	Primary CCPCH info
	OP
	
	Primary CCPCH info 10.3.6.57
	Note 1

	PRACH system information list
	OP
	
	PRACH system information list 10.3.6.55
	

	Secondary CCPCH system information
	OP
	
	Secondary CCPCH system information 10.3.6.72
	

	CBS DRX Level 1 information
	CV CTCH
	
	CBS DRX Level 1 information 10.3.8.3
	


NOTE 1:
DL scrambling code of the Primary CCPCH is the same as the one for Primary CPICH (FDD only).

	Condition
	Explanation

	CTCH
	The IE is mandatory if the IE "CTCH indicator" is equal to TRUE for at least one FACH, otherwise the IE is not needed


10.3.6.3
AICH Power offset

NOTE:
Only for FDD.

This parameter is used to indicate the power level of AICH, AP-AICH and CD/CA-ICH channels.  This is the power per transmitted Acquisition Indicator, AP Acquisistion Indicator or CD/CA Indicator minus power of the Primary CPICH.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	AICH Power offset
	MP
	
	Integer(-22..+5)
	Offset in dB
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