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8.1.1.6.5
System Information Block type 5

The UE should store all relevant IEs included in this system information block. The UE shall:

-
if in connected mode, and System Information Block type 6 is indicated as used in the cell:

-
read and act on information sent in System Information Block type 6.

-
replace the TFS of the RACH with the one stored in the UE if any;
-
let the physical channel(s) of type PRACH given by the IE(s) "PRACH info" be the default in uplink for the PRACH if UE is in CELL_FACH state;

-
use the first instance of the list of transport formats as in the IE "RACH TFS" for the used RACH received in the IE “PRACH system information list” when using the CCCH.
-
start to receive the physical channel of type AICH using the parameters given by the IE "AICH info" (FDD only) when given allocated PRACH is used;

-
replace the TFS of the FACH/PCH with the one stored in the UE if any;

-
select a Secondary CCPCH as specified in subclause 8.6, and start to receive the physical channel of type PICH associated with the PCH carried by the selected Secondary CCPCH using the parameters given by the IE "PICH info" if UE is in Idle mode or in CELL_PCH or URA_PCH state;

-
start to monitor its paging occasions on the selected PICH if UE is in Idle mode or in CELL_PCH or URA_PCH state;

-
start to receive the selected physical channel of type Secondary CCPCH using the parameters given by the IE(s) "Secondary CCPCH info" if UE is in CELL_FACH state;

-
in TDD:

-
use the IE "TDD open loop power control" as defined in subclause 8.5.7 when allocated PRACH is used;

-
if the IE "PDSCH system information" and/or the IE "PUSCH system information" is included:

-
store each of the configurations given there with the associated identity given in the IE "PDSCH Identity" and/or "PUSCH Identity" respectively. For every configuration, for which the IE "SFN Time info" is included, the information shall be stored for the duration given there.

8.1.3.3
RRC CONNECTION REQUEST message contents to set

The UE shall, in the transmitted RRC CONNECTION REQUEST message:

-
set the IE "Establishment cause" to the value of the variable ESTABLISHMENT_CAUSE;

-
set the IE "Initial UE identity" to the value of the variable INITIAL_UE_IDENTITY;

-
set the IE "Protocol error indicator" to the value of the variable PROTOCOL_ERROR_INDICATOR;

-
include a measurement report in the IE "Measured results on RACH", as specified in the IE "Intra-frequency reporting quantity for RACH reporting" and the IE "Maximum number of reported cells on RACH" in System Information Block type 11. The UE shall include in the IE "Measured results on RACH" all requested reporting quantities for cells for which measurements are reported. The UE shall take care that the maximum allowed message size is not exceeded when forming the IE “Measured results on RACH”.
8.1.8.2
Initiation of Initial direct transfer procedure in the UE

In the UE, the initial direct transfer procedure shall be initiated, when the upper layers request establishment of a signalling connection. This request also includes a request for the transfer of a NAS message.

Upon initiation of the initial direct transfer procedure when the UE is in idle mode, the UE shall

-
set the variable ESTABLISHMENT_CAUSE to the cause for establishment indicated by upper layers;

-
perform an RRC connection establishment procedure, according to subclause 8.1.3;

-
if the RRC connection establishment procedure was not successful:

-
indicate failure to establish the signalling connection to upper layers and end the procedure;

-
when the RRC connection establishment procedure is completed successfully:

-
continue with the initial direct transfer procedure as below;

Upon initiation of the initial direct transfer procedure when the UE is in CELL_PCH or URA_PCH state, the UE shall:

-
perform a cell update procedure, according to subclause 8.3.1, using the cause "uplink data transmission";

-
when the cell update procedure completed successfully:

-
continue with the initial direct transfer procedure as below.

The UE shall, in the INITIAL DIRECT TRANSFER message:

-
set the IE "NAS message" as received from upper layers; and

-
set the IE "CN domain identity" as indicated by the upper layers; and

-
set the IE "Intra Domain NAS Node Selector" as indicated by the upper layers.

In CELL_FACH state, the UE shall:

-
include a measurement report in the IE "Measured results on RACH", as specified in the IE "Intra-frequency reporting quantity for RACH reporting" and the IE "Maximum number of reported cells on RACH" in System Information Block type 12 (or “System Information Block Type 11” if “System Information Block Type 12 is not being broadcast). The UE shall include in the IE "Measured results on RACH" all requested reporting quantities for cells for which measurements are reported. 

The UE shall:

-
transmit the INITIAL DIRECT TRANSFER message on the uplink DCCH using AM RLC on signalling radio bearer RB3;

-
when the INITIAL DIRECT TRANSFER message has been submitted to lower layers for transmission:

-
confirm the establishment of a signalling connection to upper layers; and

-
add the signalling connection with the identity indicated by the IE "CN domain identity" in the variable ESTABLISHED_SIGNALLING_CONNECTIONS; and

-
the procedure ends.

When not stated otherwise elsewhere, the UE may also initiate the initial direct transfer procedure when another procedure is ongoing, and in that case the state of the latter procedure shall not be affected.

A new signalling connection request may be received from upper layers subsequent to the indication of the release of a previously established signalling connection to upper layers. From the time of the indication of release to upper layers until the UE has entered idle mode, any such upper layer request to establish a new signalling connection shall be queued. This request shall be processed after the UE has entered idle mode.
8.3.1.3
CELL UPDATE / URA UPDATE message contents to set

In case of cell update procedure the UE shall transmit a CELL UPDATE message.

In case of URA update procedure the UE shall transmit a URA UPDATE message.

The UE shall set the IEs in the CELL UPDATE message as follows:

-
set the IE "Cell update cause" corresponding to the cause specified in subclause 8.3.1.2 that is valid when the CELL UPDATE message is submitted to lower layers for transmission;

NOTE:
During the time period starting from when a cell update procedure is initiated by the UE until when the procedure ends, additional CELL UPDATE messages may be transmitted by the UE with different causes.

-
set the IE "U-RNTI" to the value of the variable U_RNTI;

-
if the value of the variable PROTOCOL_ERROR_INDICATOR is TRUE:

-
include the IE "RRC transaction identifier"; and

-
set it to the value of "RRC transaction identifier" in the entry for the CELL UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS;

-
include and set the IE "failure cause" to the cause value "protocol error";

-
set the IE "Protocol error information" set to the value of the variable PROTOCOL_ERROR_INFORMATION;

-
if the value of the variable FAILURE_INDICATOR is TRUE:

-
include the IE "RRC transaction identifier"; and

-
set it to the value of "RRC transaction identifier" in the entry for the CELL UPDATE CONFIRM message in the table "Accepted transactions" in the variable TRANSACTIONS;

-
include and set the IE "failure cause" to the value of the variable FAILURE_CAUSE;

-
include the START values for each CN domain, calculated according to subclause 8.5.9;
-
if an unrecoverable error [16] in any of the AM RLC entities for the signalling radio bearer RB2 or signalling radio bearer RB3 is detected:

-
set the IE "AM_RLC error indication (RB2 or RB3)" to TRUE;

-
otherwise:

-
set the IE "AM_RLC error indication (RB2 or RB3)" to FALSE;

-
if an unrecoverable error [16] in any of the AM RLC entities for the RB4 or upward is detected:

-
set the IE "AM_RLC error indication (RB>3)" to TRUE;

-
otherwise:

-
set the IE "AM_RLC error indication (RB>3)" to FALSE;

-
set the IE "RB Timer indicator" to the value of the variable RB_TIMER_INDICATOR;

-
include an intra-frequency measurement report in the IE "Measured results on RACH", as specified in the IE "Intra-frequency reporting quantity for RACH reporting" and the IE "Maximum number of reported cells on RACH" in system information block type 12 (or System Information Block type 11, if System Information Block type 12 is not being broadcast). The UE shall include in the IE "Measured results on RACH" all requested reporting quantities for all included measurement objects. The UE shall take care that the maximum allowed message size is not exceeded when forming the IE “Measured results on RACH”. 
The UE shall set the IEs in the URA UPDATE message as follows:

-
set the IE "U-RNTI" to the value of the variable U_RNTI;

-
set the IE "URA update cause" corresponding to which cause as specified in subclause 8.3.1.2 that is valid when the URA UPDATE message is submitted to lower layers for transmission;

NOTE:
During the time period starting from when a URA update procedure is initiated by the UE until when the procedure ends, additional URA UPDATE messages may be transmitted by the UE with different causes, depending on which causes are valid for the respective URA UPDATE message.

-
if the value of the variable PROTOCOL_ERROR_INDICATOR is TRUE:

-
include the IE "RRC transaction identifier"; and

-
set it to the value of "RRC transaction identifier" in the entry for the URA UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS;

-
set the IE "Protocol error indicator" to TRUE;

-
include the IE "Protocol error information" set to the value of the variable PROTOCOL_ERROR_INFORMATION.

-
if the value of the variable PROTOCOL_ERROR_INDICATOR is FALSE:

-
if the value of the variable INVALID_CONFIGURATION is TRUE:

-
include the IE "RRC transaction identifier"; and

-
set it to the value of "RRC transaction identifier" in the entry for the URA UPDATE CONFIRM message in the table "Accepted transactions" in the variable TRANSACTIONS;

-
set the IE "Protocol error indicator" to TRUE;

-
include the IE "Protocol error information" set to "Information element value not comprehended";

-
if the value of the variable INVALID_CONFIGURATION is FALSE:

-
set the IE "Protocol error indicator" to FALSE.

8.6.4.8
RB mapping info.

If the IE "RB mapping info" is included, the UE shall, for each multiplexing option of that RB:

-
if the value of the IE "RLC size list" is set to "Explicit list":

-
if a "Transport format set" for that transport channel is included in the same message, and the value (index) of any IE "RLC size index" in the IE "RLC size index list" does not correspond to an "RLC size" in the IE transport format set of that transport channel given in the message; or

-
if a "Transport format set" for that transport channel is not included in the same message, and the value (index) of any IE "RLC size index" in the IE "RLC size index list" does not correspond to an "RLC size" in the stored transport format set of that transport channel; or

-
if a "Transport format set" for that transport channel is included in the same message, and the value of any IE "Logical channel list" in the transport format set is not set to "Configured"; or

-
if a "Transport format set" for that transport channel is included in the same message, and the value of any IE "Logical channel list" in the stored transport format set of that transport channel is not set to "Configured":

-
set the variable INVALID_CONFIGURATION to TRUE;

-
if the value of the IE "RLC size list" is set to "All":

-
if a "Transport format set" for that transport channel is included in the same message, and the value of any IE "Logical channel list" in the transport format set is not set to "Configured"; or

-
if a "Transport format set" for that transport channel is included in the same message, and the value of any IE "Logical channel list" in the stored transport format set of that transport channel is not set to "Configured":

-
set the variable INVALID_CONFIGURATION to TRUE;

-
if the value of the IE "RLC size list" is set to "Configured":

-
if a "Transport format set" for that transport channel is included in the same message, and the IE "Logical channel list" in the transport format set indicates that no "RLC size" is applicable for that RB; or

-
if a "Transport format set" for that transport channel is included in the same message, and the IE "Logical channel list" in the stored transport format set of that transport channel indicates that no "RLC size" is applicable for that RB:

-
set the variable INVALID_CONFIGURATION to TRUE;

-
if that RB is using TM and the IE "Segmentation indication" is set to TRUE and, based on the multiplexing configuration resulting from this message, it is mapped onto the same transport channel as another RB:
-
set the variable INVALID_CONFIGURATION to true;

-
else:

-
delete all previously stored multiplexing options for that radio bearer;

-
store each new multiplexing option for that radio bearer;

-
select and configure the multiplexing options applicable for the transport channels to be used;

-
if the IE "Uplink transport channel type" is set to the value "RACH":

-
refer the IE "RLC size index" to the RACH Transport Format Set of the first PRACH received in the IE "PRACH system information list" received in SIB5 or SIB6;
-
determine the sets of RLC sizes that apply to the logical channels used by that RB, based on the "RLC size list" and/or the "Logical Channel List" included in the applicable "Transport format set" (either the one received in the same message or the one stored if none were received);
-
if that RB is using AM and the set of RLC sizes applicable to the logical channel transferring data PDUs has more than one element:

-
set the variable INVALID_CONFIGURATION to true;

-
if that RB is using AM and the RLC size applicable to the logical channel transporting data PDUs is different from the one derived from the previously stored configuration:

-
re-establish the corresponding RLC entity;
-
configure the corresponding RLC entity with the new RLC size;

-
if the variable CIPHERING_STATUS is set to "Started":

-
if this IE was included in system information:

-
set the HFN values for the corresponding RLC entity equal to the value of the IE "START" for the CN domain stored in the variable LATEST_CONFIGURED_CN_DOMAIN that will be included in the CELL UPDATE message that will be sent before the next transmission;

-
if this IE was included in CELL UPDATE CONFIRM:

-
set the HFN values for the corresponding RLC entity equal to the value of the IE "START" included in the latest transmitted CELL UPDATE message for the CN domain stored in the variable LATEST_CONFIGURED_CN_DOMAIN;

-
if this IE was included in a reconfiguration message:

-
set the HFN values for the corresponding RLC entity equal to the value of the IE "START" that will be included in the reconfiguration complete message for the CN domain stored in the variable LATEST_CONFIGURED_CN_DOMAIN;

-
if that RB is using UM, indicate the largest applicable RLC size to the corresponding RLC entity;

-
configure MAC multiplexing according to the selected multiplexing option;

-
configure the MAC with the logical channel priorities according to selected multiplexing option;

-
configure the MAC with the set of applicable RLC Sizes for each of the logical channels used for that RB;
-
if a transport channel that would not exist as a result of the message is referred to:

-
set the variable INVALID_CONFIGURATION to TRUE;

-
if a multiplexing option that maps a logical channel corresponding to a TM-RLC entity onto RACH, CPCH, FACH or DSCH is included:

-
set the variable INVALID_CONFIGURATION to TRUE;

-
if a multiplexing option is included that realises the radio bearer on the uplink (resp. on the downlink) using two logical channels with different values of the IE "Uplink transport channel type" (resp. of the IE "Downlink transport channel type"):

-
set the variable INVALID_CONFIGURATION to TRUE;

-
if there is no multiplexing option applicable for the transport channels to be used:

-
set the variable INVALID_CONFIGURATION to TRUE;

-
if there is more than one multiplexing option applicable for the transport channels to be used:

-
set the variable INVALID_CONFIGURATION to TRUE.

In case IE "RB mapping info" includes IE "Downlink RLC logical channel info" but IE "Number of downlink RLC logical channels" is absent, the parameter values are exactly the same as for the corresponding UL logical channels. In case two multiplexing options are specified for the UL, the first options shall be used as default for the DL. As regards the IE "Channel type", the following rule should be applied to derive the DL channel type from the UL channel included in the IE:

	Channel used in UL
	DL channel type implied by "same as"

	DCH
	DCH

	RACH
	FACH

	CPCH
	FACH

	USCH
	DSCH


13.6
RB information parameters for signalling radio bearer RB 0

The following Radio Bearer parameter values apply for signalling radio bearer RB0:

	Information element/ Group name
	Value
	Comment

	RLC info
	
	

	>Uplink RLC mode
	TM
	

	>>Transmission RLC discard
	omitted
	Neither discard is used, nor will there be a reset

	>>Segmentation indication
	FALSE
	

	>Downlink RLC mode
	UM
	

	RB mapping info
	
	Single multiplexing option

	>Uplink mapping info
	
	

	>>UL transport channel
	RACH
	RACH corresponding with selected PRACH

	>>RLC size list
	N/A
	The first TF defined in the Transport Format Set for the transport channel that is used

	>Downlink mapping info
	
	

	>>DL transport channel
	FACH
	


Procedure descriptions in 8.6.4.8 shall not be applied for the IE “RB mapping info” that is used for signalling radio bearer RB0.
�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��http://www.3gpp.org/3G_Specs/3G_Specs.htm�


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/�


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report 21.900 "3GPP working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. essential correction).


�PAGE \# "'Page: '#'�'"  �� Enter each the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Enter an X in the box if any other specifications are affected by this change.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 2

