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8.4.1.6.1
Intra-frequency measurement

Upon transition from CELL_DCH to CELL_FACH/CELL_PCH/URA_PCH state, the UE shall:

-
stop intra-frequency type measurement reporting assigned in a MEASUREMENT CONTROL message;

-
begin monitoring cells listed in the IE "intra-frequency cell info list" received in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11);

-
if the UE receives the IE "Intra-frequency reporting quantity for RACH Reporting" and the IE "Maximum number of Reported cells on RACH" IEs from System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11):

-   use this information for reporting measured results in RACH messages. 
8.4.1.6.2
Inter-frequency measurement

Upon transition from CELL_DCH to CELL_FACH/ CELL_PCH/URA_PCH state, the UE shall:

-
stop the inter-frequency type measurement reporting assigned in a MEASUREMENT CONTROL message;

-
begin monitoring cells listed in the IE "inter-frequency cell info list" received in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11);

-
in CELL_FACH state:

· perform measurements on other frequencies according to the IE "FACH measurement occasion info".
8.4.1.6.3
Inter-RAT measurement

Upon transition from CELL_DCH to CELL_FACH/CELL_PCH/URA_PCH state, the UE shall:

-
stop the inter-RAT type measurement reporting assigned in a MEASUREMENT CONTROL message;

-
begin monitoring cells listed in the IE "inter-RAT cell info list" received in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11);

-
in CELL_FACH state:

-
perform measurements on other systems according to the IE "FACH measurement occasion info".
8.4.1.7.1
Intra-frequency measurement

Upon transition from CELL_FACH to CELL_DCH state, the UE shall:

-
retrieve each set of measurement control information of measurement type "intra-frequency" stored in the variable MEASUREMENT_IDENTITY; and

-
if the IE "measurement validity" for a measurement has been assigned the value "CELL_DCH;

-
if the UE has not performed a cell reselection whilst out of CELL_DCH state:

-
resume the measurement reporting.

-
if the UE has performed a cell reselection whilst out of CELL_DCH state and the cell reselection has occurred after the measurement control information was stored:

-
delete the measurement associated with the variable MEASUREMENT_IDENTITY.

-
if no intra-frequency measurements applicable to CELL_DCH state are stored in the variable MEASUREMENT_IDENTITY:

-
continue monitoring the list of neighbouring cells assigned in the IE "intra-frequency cell info list" in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11);

-
if the IE "intra-frequency measurement reporting criteria" was included in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11):

· send the MEASUREMENT REPORT message when reporting criteria in IE "Reporting information for CELL_DCH" are fulfilled;
8.4.1.7.2
Inter-frequency measurement

Upon transition from CELL_FACH to CELL_DCH state, the UE shall:

-
stop monitoring the list of cells assigned in the IE "inter-frequency cell info list" in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11);

-
retrieve each set of measurement control information of measurement type "inter-frequency" stored in the variable MEASUREMENT_IDENTITY; and

-
if the IE "measurement validity" for a measurement has been assigned the value "CELL_DCH":

-
if the UE has not performed a cell reselection whilst out of CELL_DCH state:

-
resume the measurement reporting;

-
if the UE has performed a cell reselection whilst out of CELL_DCH state and the cell reselection has occurred after the measurement control information was stored:

-
delete the measurement associated with the variable MEASUREMENT_IDENTITY.

8.4.1.7.3
Inter-RAT measurement

The UE shall:

-
stop monitoring the list of cells assigned in the IE "inter-RAT cell info list" in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11).
8.4.1.8
Measurements after transition from idle mode to CELL_DCH state

The UE shall obey the following rules for different measurement types after transiting from idle mode to CELL_DCH state:

8.4.1.8.1
Intra-frequency measurement

Upon transition from idle mode to CELL_DCH state, the UE shall:

-
begin or continue monitoring the list of cells assigned in the IE "intra-frequency cell info list" in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11);

-
if the "intra-frequency measurement reporting criteria" IE was included in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11):

-
begin measurement reporting according to the IE.

8.4.1.8.2
Inter-frequency measurement

Upon transition from idle mode to CELL_DCH state, the UE shall:

-
stop monitoring the list of cells assigned in the IE "inter-frequency cell info list " in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11).

8.4.1.8.3
Inter-RAT measurement

Upon transition from idle mode to CELL_DCH state, the UE shall:

-
stop monitoring the list of cells assigned in the IE "inter-RAT cell info list " in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11).

8.4.1.9
Measurements after transition from idle mode to CELL_FACH state

The UE shall obey the follow rules for different measurement types after transiting from idle mode to CELL_FACH state:

8.4.1.9.1
Intra-frequency measurement

Upon transition from idle mode to CELL_FACH state, the UE shall:

-
begin or continue monitoring cells listed in the IE "intra-frequency cell info list" received in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11);

-
if the UE receives the IE "Intra-frequency reporting quantity for RACH Reporting" and IE "Maximum number of Reported cells on RACH" from System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11):

-
use this information for reporting measured results in RACH messages.

8.4.1.9.2
Inter-frequency measurement

Upon transition from idle mode to CELL_FACH state, the UE shall:

-
begin monitoring cells listed in the IE "inter-frequency cell info list" received in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11);

-
perform measurements on other frequencies according to the IE "FACH measurement occasion info".

8.4.1.9.3
Inter-RAT measurement

Upon transition from idle mode to CELL_FACH state, the UE shall:

-
begin monitoring cells listed in the IE "inter-RAT cell info list" received in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11);

-
perform measurements on other systems according to the IE "FACH measurement occasion info".

8.4.1.9a
Measurements after transition from connected mode to idle mode

Upon transition from connected mode to idle mode the UE shall:

-
stop measurement reporting for all measurements stored in the variable MEASUREMENT_IDENTITY;

-
clear the variable MEASUREMENT_IDENTITY;

-
obey the follow rules for different measurement types.

8.4.1.9a.1
Intra-frequency measurement

Upon transition from connected mode to idle mode, the UE shall:

-
stop monitoring intra-frequency cells listed in the IE "intra-frequency cell info list" received in System Information Block type 12 (if System Information Block type 12 is transmitted in the cell, according to 8.1.1.6.11);

-
begin monitoring intra-frequency cells listed in the IE "intra-frequency cell info list" received in System Information Block type 11.

8.4.1.9a.2
Inter-frequency measurement

Upon transition from connected mode to idle mode, the UE shall:

-
stop monitoring inter-frequency cells listed in the IE "inter-frequency cell info list" received in System Information Block type 12 (if System Information Block type 12 is transmitted in the cell, according to 8.1.1.6.11);

-
begin monitoring inter-frequency cells listed in the IE "inter-frequency cell info list" received in System Information Block type 11.

8.4.1.9a.3
Inter-RAT measurement

Upon transition from connected mode to idle mode, the UE shall:

-
stop monitoring inter-RAT cells listed in the IE "inter-RAT cell info list" received in System Information Block type 12 (if System Information Block type 12 is transmitted in the cell, according to 8.1.1.6.11);

-
begin monitoring inter-RAT cells listed in the IE "inter-RAT cell info list" received in System Information Block type 11.
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