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	The definition of the C/No field of the “UE positioning GPS measured results” IE (10.3.7.93) is confusing and the units of C/No are incorrect in the current specification.
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(

	· (10.3.7.93) Modification of units for C/No field and clarification of the definition of C/No field in the semantics description of the tabular. 
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10.3.7.93
UE positioning GPS measured results

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	Reference SFN
	OP
	
	Integer(0..4095)
	The SFN for which the location is valid

	GPS TOW msec
	MP
	
	Integer(0..6.048*108-1)
	GPS Time of Week in milliseconds (rounded down to the nearest millisecond unit). This time is the GPS TOW measured by the UE. If the Reference SFN field is present it is the ms flank closest to the beginning of that frame.

GPS Time of Week in microseconds = 1000 * GPS TOW msec + GPS TOW rem usec

	GPS TOW rem usec
	CV-capability and request
	
	Integer(0..999)
	GPS Time of Week in microseconds MOD 1000.

	Measurement Parameters
	MP
	1 to <maxSat>
	
	

	>Satellite ID
	MP
	
	Enumerated(0..63)
	

	>C/No
	MP
	
	Integer(0..63)
	the estimate of the carrier-to-noise ratio of the received signal from the particular satellite used in the measurement. It is given in units of dB-Hz (Typical levels will be in the range of 20 – 50 dB-Hz).



	>Doppler
	MP
	
	Integer(-32768..32768)
	Hz, scale factor 0.2.

	>Whole GPS Chips
	MP
	
	Integer(0..1023)
	Unit in GPS chips

	>Fractional GPS Chips
	MP
	
	Integer(0..(210-1))
	Scale factor 2-10

	>Multipath Indicator
	MP
	
	Enumerated(NM, low, medium, high)
	See note 1

	>Pseudorange RMS Error
	MP
	
	Enumerated(range index 0..range index 63)
	See note 2
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