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9.1.38
OVERLOAD
This message is sent by both the CN and the RNC to indicate that the node is overloaded.

Direction: RNC ( CN and CN ( RNC.

Signalling bearer mode: Connectionless.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	Number Of Steps
	O
	
	9.2.1.32
	
	YES
	ignore

	Global RNC-ID
	C- ifUL
	
	9.2.1.39
	
	YES
	ignore

	CN Domain Indicator
	O
	
	9.2.1.5
	
	YES
	ignore


	Condition
	Explanation

	IfUL
	This IE is always used in uplink direction


9.2.1.24
Source ID

 Source ID IE identifies the source for the relocation of SRNS. The Source ID may be e.g. Source RNC-ID (for UMTS-UMTS relocation) or the SAI of the relocation source (in case of UMTS to GSM relocation).

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Choice Source ID
	
	
	
	

	>Source RNC-ID
	C - ifUMTStarget
	
	
	

	>>PLMN identity
	M
	
	OCTET STRING (SIZE (3))
	- digits 0 to 9, two digits per octet,

- each digit encoded 0000 to 1001,

- 1111 used as filler

- bit 4 to 1 of octet n encoding digit 2n-1

- bit 8 to 5 of octet n encoding digit 2n

-The PLMN identity consists of 3 digits from MCC followed by either 
-a filler plus 2 digits from MNC (in case of 2 digit MNC) or 
-3 digits from MNC (in case of a 3 digit MNC).

	>>RNC-ID
	M
	
	INTEGER (0..4095)
	

	>SAI
	C - ifGSMtarget
	
	9.2.3.9
	


	Condition
	Explanation

	ifUMTStarget
	This IE shall be present when initiating relocation of SRNS.

	IfGSMtarget
	This IE is only present when initiating an inter-system handover towards GSM BSS.
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