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3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

ACK
Acknowledgement

AICH
Acquisition Indicator CHannel

AM
Acknowledged Mode

AS
Access Stratum

ASC
Access Service Class

ASN.1
Abstract Syntax Notation.1

BCCH
Broadcast Control Channel

BCFE
Broadcast Control Functional Entity

BER
Bit Error Rate

BLER
BLock Error Rate

BSS
Base Station Sub-system

CH
Conditional on history

CV
Conditional on value

CCPCH
Common Control Physical CHannel

CCCH
Common Control Channel

CN
Core Network

CM
Connection Management

CPCH
Common Packet CHannel

C-RNTI
Cell RNTI

CTCH
Common Traffic CHannel

CTFC
Calculated Transport Format Combination

DCA
Dynamic Channel Allocation

DCCH
Dedicated Control Channel

DCFE
Dedicated Control Functional Entity

DCH
Dedicated Channel

DC-SAP
Dedicated Control SAP

DGPS
Differential Global Positioning System

DL
Downlink

DRAC
Dynamic Resource Allocation Control

DSCH
Downlink Shared Channel

DTCH
Dedicated Traffic Channel

FACH
Forward Access Channel

FDD
Frequency Division Duplex

FFS
For Further Study

GC-SAP
General Control SAP

HCS
Hierarchical Cell Structure

HFN
Hyper Frame Number

ID
Identifier

IDNNS
Intra Domain NAS Node Selector
IETF
Internet Engineering Task Force

IMEI
International Mobile Equipment Identity

IMSI
International Mobile Subscriber Identity

IE
Information element

IP
Internet Protocol

ISCP
Interference on Signal Code Power

LAI
Location Area Identity

L1
Layer 1

L2
Layer 2

L3
Layer 3

MD
Mandatory default

MP
Mandatory present

MAC
Media Access Control

MCC
Mobile Country Code

MM
Mobility Management

MNC
Mobile Network Code

NAS
Non Access Stratum

Nt-SAP
Notification SAP

NW
Network

OP
Optional

PCCH
Paging Control Channel

PCH
Paging Channel

PDCP
Packet Data Convergence Protocol

PDSCH
Physical Downlink Shared Channel

PDU
Protocol Data Unit

PLMN
Public Land Mobile Network

PNFE
Paging and Notification Control Functional Entity

PRACH
Physical Random Access CHannel

P-TMSI
Packet Temporary Mobile Subscriber Identity

PUSCH
Physical Uplink Shared Channel

QoS
Quality of Service

RAB
Radio access bearer

RAT
Radio Access Technology

RAI
Routing Area Identity

RACH
Random Access CHannel

RB
Radio Bearer

RFE
Routing Functional Entity

RL
Radio Link

RLC
Radio Link Control

RNTI
Radio Network Temporary Identifier

RNC
Radio Network Controller

RRC
Radio Resource Control

RSCP
Received Signal Code Power

RSSI
Received Signal Strength Indicator

SAP
Service Access Point

SCFE
Shared Control Function Entity
SCTD
Space Code Transmit Diversity
SF
Spreading Factor

SHCCH
Shared Control Channel

SIR
Signal to Interference Ratio

SSDT
Site Selection Diversity Transmission

S-RNTI
SRNC - RNTI

TDD
Time Division Duplex

TF
Transport Format

TFCS
Transport Format Combination Set

TFS
Transport Format Set

TM
Transparent Mode

TME
Transfer Mode Entity

TMSI
Temporary Mobile Subscriber Identity

Tr
Transparent

Tx
Transmission

UE
User Equipment

UL
Uplink

UM
Unacknowledged Mode

URA
UTRAN Registration Area

U-RNTI
UTRAN-RNTI

USCH
Uplink Shared Channel

UTRAN
Universal Terrestrial Radio Access Network

10.3.6.7
SCTD indicator

NOTE:
Only for TDD

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	SCTD indicator
	MP
	
	Boolean
	TRUE indicates that SCTD is used


10.3.6.57
Primary CCPCH info
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>TX Diversity indicator
	MP
	
	Boolean
	

	>TDD
	
	
	
	

	>>CHOICE SyncCase
	OP
	
	
	

	>>>Sync Case 1
	
	
	
	

	>>>>Timeslot
	MP
	
	Integer (0...14)
	PCCPCH timeslot


	>>>Sync Case 2
	
	
	
	

	>>>>Timeslot
	MP
	
	Integer(0..6)
	

	>>Cell parameters ID
	OP
	
	Cell parameters Id 10.3.6.9
	The Cell parameters ID is described in [32].

	>>SCTD  indicator
	MP
	
	SCTD indicator 10.3.6.7
	


10.3.6.58
Primary CCPCH info post
NOTE:
Only for TDD

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	CHOICE SyncCase
	MP
	
	
	

	>Sync Case 1
	
	
	
	

	>>Timeslot
	MP
	
	Integer (0...14)
	PCCPCH timeslot


	>Sync Case 2
	
	
	
	

	>>Timeslot
	MP
	
	Integer(0..6)
	

	Cell parameters ID
	MP
	
	Cell parameters Id 10.3.6.9
	The Cell parameters ID is described in [32].

	SCTD indicator
	MP
	
	SCTD indicator 10.3.6.7
	


11.3
Information element definitions
PrimaryCCPCH-Info ::=



CHOICE {


fdd








SEQUENCE {








tx-DiversityIndicator



BOOLEAN


},


tdd








SEQUENCE {



syncCase 






CHOICE {




syncCase1






SEQUENCE {





timeslot






TimeslotNumber









},




syncCase2






SEQUENCE {





timeslotSync2





TimeslotSync2




}



}
















OPTIONAL,



cellParametersID




CellParametersID



OPTIONAL,



sctd-Indicator




BOOLEAN


}

}

PrimaryCCPCH-InfoPost ::=


SEQUENCE {


syncCase 






CHOICE {



syncCase1






SEQUENCE {




timeslot






TimeslotNumber








},



syncCase2






SEQUENCE {




timeslotSync2





TimeslotSync2



}


},


cellParametersID




CellParametersID,


sctd-Indicator




BOOLEAN

}

�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��http://www.3gpp.org/3G_Specs/3G_Specs.htm�


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/�


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Enter an X in the box if any other specifications are affected by this change.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





CR page 1

