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	Reason for change:
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	As TSG RAN WG4 has defined an accuracy for the SFN-SFN Observed Time Difference UTRAN measurement, there is no need to have a quality indication reported to the RNC: this measurement should be handled as all the other measurements for which an accuracy has been defined by RAN4 are currently handled.
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	R2: The SFN-SFN Quality IE is made optional in the SFN-SFN Measurement Value Information IE.
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9.2.1.52C
SFN-SFN Measurement Value Information

The SFN-SFN Measurement Value Information IE indicates the measurement result related to SFN-SFN Observed Time Difference measurements as well as other related information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Successful Neighbouring cell SFN-SFN Observed Time Difference Measurement Information
	
	1..<maxnoofMeasNCell>
	
	

	>UTRAN Cell Identifier
	
	
	9.2.1.71
	

	>SFN-SFN
	M
	
	INTEGER(-20480..20479)
	

	>SFN-SFN Quality
	O
	
	INTEGER(0..16383)
	Indicates the standard deviation of the SFN-SFN measurements.

	>SFN-SFN Drift Rate
	M
	
	INTEGER(-16383..16383)
	Indicates the SFN-SFN drift rate in 1/16 chip per second.

A positive value indicates that the Reference cell clock is running at a greater frequency than the measured neighbouring cell.

	>SFN-SFN Drift Rate Quality
	M
	
	INTEGER(0..16383)
	Indicates the standard deviation of the SFN-SFN drift rate measurements.

	>SFN
	M
	
	9.2.1.52A
	Indicates the SFN at which this measurement has been performed.

	>Timeslot
	M
	
	9.2.1.56
	Indicates the Time Slot at which this measurement has been performed.

	Unsuccessful Neighbouring cell SFN-SFN Observed Time Difference Measurement Information
	
	0..<maxnoofMeasNCell-1>
	
	

	>UTRAN Cell Identifier
	
	
	9.2.1.71
	


	Range bound
	Explanation

	MaxnoofMeasNCell
	Maximum number of neighbouring cells on which measurements can be performed.


9.3.4
Information Element Definitions

UNCHANGED TEXT IS OMITTED

SFNSFNMeasurementValueInformation ::= SEQUENCE {


successfullNeighbouringCellSFNSFNObservedTimeDifferenceMeasurementInformation

SEQUENCE (SIZE(1..maxNrOfMeasNCell)) OF


SEQUENCE {




uC-ID

UC-ID,




sFNSFN





SFNSFN,




sFNSFNQuality



SFNSFNQuality





OPTIONAL,




sFNSFNDriftRate



SFNSFNDriftRate,




sFNSFNDriftRateQuality

SFNSFNDriftRateQuality,




sFN






SFN,




timeSlot




TimeSlot,




iE-Extensions



ProtocolExtensionContainer { { SuccessfullNeighbouringCellSFNSFNObservedTimeDifferenceMeasurementInformationItem-ExtIEs} }

OPTIONAL,




...



},


unsuccessfullNeighbouringCellSFNSFNObservedTimeDifferenceMeasurementInformation

SEQUENCE (SIZE(0..maxNrOfMeasNCell-1)) OF



SEQUENCE {



uC-ID

UC-ID,




iE-Extensions

ProtocolExtensionContainer { { UnsuccessfullNeighbouringCellSFNSFNObservedTimeDifferenceMeasurementInformationItem-ExtIEs} }

OPTIONAL,




...



},


iE-Extensions

ProtocolExtensionContainer { { SFNSFNMeasurementValueInformationItem-ExtIEs} }

OPTIONAL,


...

}

UNCHANGED TEXT IS OMITTED
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