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6.6.3.1.2.1.2
1,28 Mcps TDD Option

The power of any spurious emission shall not exceed:

Table 6.11A: BS Mandatory spurious emissions limits, Category B

	Band
	Maximum Level
	Measurement Bandwidth
	Note

	9kHz – 150kHz
	-36 dBm
	1 kHz 
	Bandwidth as in ITU SM.329-8, s4.1

	150kHz – 30MHz
	- 36 dBm
	10 kHz 
	Bandwidth as in ITU SM.329-8, s4.1

	30MHz – 1GHz
	-36 dBm
	100 kHz
	Bandwidth as in ITU SM.329-8, s4.1

	1GHz 

(
Fc1-19.2  MHz or Fl –10 MHz
whichever is the higher
	-30 dBm
	1 MHz
	 Bandwidth as in ITU SM.329-8, s4.1

	Fc1 – 19.2 MHz or Fl -10MHz
whichever is the higher

(
Fc1 - 16 MHz or Fl –10 MHz
whichever is the higher
	-25 dBm
	1 MHz
	Specification in accordance with  ITU-R SM.329-8, s4.1

	Fc1 - 16 MHz or Fl –10 MHz
whichever is the higher

(
Fc2 + 16 MHz or Fu +10 MHz
whichever is the lower
	-15 dBm
	1 MHz
	Specification in accordance with ITU-R SM.329-8, s4.1

	Fc2 + 16 MHz or Fu +10MHz
whichever is the lower

(
Fc2 +19.2 MHz or Fu + 10MHz
whichever is the lower
	-25 dBm
	1 MHz
	Specification in accordance with  ITU-R SM.329-8, s4.1

	Fc2 + 19.2 MHz or Fu +10 MHz
whichever is the lower

(
12,5 GHz
	-30 dBm
	1 MHz
	Bandwidth as in ITU-R SM.329-8, s4.1. Upper frequency as in ITU-R SM.329-8, s2.5 table 1


Fc1: Center frequency of emission of  the first carrier transmitted  by the BS

Fc2: Center frequency of emission of the last  carrier transmitted by the BS

Fl  : Lower frequency of the band in which TDD operates

Fu : Upper frequency of the band in which TDD operates
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