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11.3
Information element definitions

UE-ConnTimersAndConstants ::=

SEQUENCE {

-- Optional is used also for parameters for which the default value is the last one read in SIB1

-- t-301 and n-301 should not be used by the UE in this version of the specification


t-301







T-301







DEFAULT ms2000,


n-301







N-301







DEFAULT 2,


t-302







T-302







DEFAULT ms4000,


n-302







N-302







DEFAULT 3,


t-304







T-304







DEFAULT ms2000,


n-304







N-304







DEFAULT 2,


t-305







T-305







DEFAULT m30,


t-307







T-307







DEFAULT s30,


t-308







T-308







DEFAULT ms160,


t-309







T-309







DEFAULT 5,


t-310







T-310







DEFAULT ms160,


n-310







N-310







DEFAULT 4,


t-311







T-311







DEFAULT ms2000,


t-312







T-312







DEFAULT 1,


-- n-312 shall be ignored if n-312 in UE-ConnTimersAndConstants-v3a0ext is present, and the


-- value of that element shall be used instead.


n-312







N-312







DEFAULT s1,


t-313







T-313







DEFAULT 3,


n-313







N-313







DEFAULT s20,


t-314







T-314







DEFAULT s12,


t-315







T-315







DEFAULT s180,


-- n-315 shall be ignored if n-315 in UE-ConnTimersAndConstants-v3a0ext is present, and the


-- value of that element shall be used instead.


n-315







N-315







DEFAULT s1,


t-316







T-316







DEFAULT s30,


t-317







T-317







DEFAULT s180

}

UE-ConnTimersAndConstants-v3a0ext ::=

SEQUENCE {


n-312







N-312ext






OPTIONAL,


n-315







N-315ext






OPTIONAL

}

UE-IdleTimersAndConstants ::=

SEQUENCE {


t-300







T-300,


n-300







N-300,


t-312







T-312,


-- n-312 shall be ignored if n-312 in UE-IdleTimersAndConstants-v3a0ext is present, and the


-- value of that element shall be used instead.


n-312







N-312
}

UE-IdleTimersAndConstants-v3a0ext ::=

SEQUENCE {


n-312







N-312ext






OPTIONAL

}

BitModeRLC-SizeInfo ::=



CHOICE {


sizeType1






INTEGER (0..127),


-- Actual value sizeType2 = (part1 * 8) + 128 + part2


sizeType2






SEQUENCE {




part1







INTEGER (0..15),



part2







INTEGER (1..7)




OPTIONAL


},


-- Actual value sizeType3 = (part1 * 16) + 256 + part2


sizeType3






SEQUENCE {




part1







INTEGER (0..47),



part2







INTEGER (1..15)




OPTIONAL


},


-- Actual value sizeType4 = (part1 * 64) + 1024 + part2


sizeType4






SEQUENCE {




part1







INTEGER (0..62),



part2







INTEGER (1..63)




OPTIONAL


}

}

UTRAN-GPSReferenceTime ::=


SEQUENCE {


-- For utran-GPSTimingOfCell values above 2322431999999 are not 


-- used in this version of the specification


-- Actual value utran-GPSTimingOfCell = (ms-part * 4294967296) + ls-part

utran-GPSTimingOfCell


SEQUENCE {



ms-part 





INTEGER (0..1023),


ls-part






INTEGER (0..4294967295)


},

modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




referenceIdentity



PrimaryCPICH-Info



},



tdd







SEQUENCE {




referenceIdentity



CellParametersID



}


}


OPTIONAL,


sfn








INTEGER (0..4095)

}

UTRAN-GPSReferenceTimeResult ::=
SEQUENCE {


-- For ue-GPSTimingOfCell values above 37158911999999 are not 


-- used in this version of the specification


-- Actual value ue-GPSTimingOfCell = (ms-part * 4294967296) + ls-part

ue-GPSTimingOfCell


SEQUENCE {



ms-part 





INTEGER (0..16383),


ls-part






INTEGER (0..4294967295)


},

modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




referenceIdentity



PrimaryCPICH-Info



},



tdd







SEQUENCE {




referenceIdentity



CellParametersID



}


},


sfn






INTEGER (0..4095)

}
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