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	RP-020412
	25.433
	630
	2
	R99
	Criticality Information Decoding Failure Handling
	F
	3.9.0
	3.10.0
	R3-021175
	TEI

	RP-020412
	25.433
	631
	2
	Rel-4
	Criticality Information Decoding Failure Handling
	A
	4.4.0
	4.5.0
	R3-021174
	TEI

	RP-020412
	25.433
	633
	
	Rel-5
	Criticality Information Decoding Failure Handling
	A
	5.0.0
	5.1.0
	R3-021173
	TEI

	RP-020412
	25.433
	634
	1
	R99
	Alignment of tabular and ASN.1 coding for DL power
	F
	3.9.0
	3.10.0
	R3-021558
	TEI

	RP-020412
	25.433
	635
	1
	Rel-4
	Alignment of tabular and ASN.1 coding for DL power
	A
	4.4.0
	4.5.0
	R3-021559
	TEI

	RP-020412
	25.433
	636
	1
	Rel-5
	Alignment of tabular and ASN.1 coding for DL power
	A
	5.0.0
	5.1.0
	R3-021560
	TEI

	RP-020412
	25.433
	637
	1
	R99
	Correction to RL Restore Indication
	F
	3.9.0
	3.10.0
	R3-021564
	TEI

	RP-020412
	25.433
	638
	1
	Rel-4
	Correction to RL Restore Indication
	A
	4.4.0
	4.5.0
	R3-021565
	TEI

	RP-020412
	25.433
	639
	1
	Rel-5
	Correction to RL Restore Indication
	A
	5.0.0
	5.1.0
	R3-021566
	TEI

	RP-020412
	25.433
	646
	
	R99
	Use of PDSCH RL ID for TDD DSCH/USCH
	F
	3.9.0
	3.10.0
	R3-021236
	TEI

	RP-020412
	25.433
	647
	
	Rel-4
	Use of PDSCH RL ID for TDD DSCH/USCH
	A
	4.4.0
	4.5.0
	R3-021237
	TEI

	RP-020412
	25.433
	648
	
	Rel-5
	Use of PDSCH RL ID for TDD DSCH/USCH
	A
	5.0.0
	5.1.0
	R3-021238
	TEI

	RP-020412
	25.433
	660
	
	R99
	Correction to the use of the CFN IE / SFN IE in the Measurement Initiation procedures
	F
	3.9.0
	3.10.0
	R3-021267
	TEI

	RP-020412
	25.433
	661
	
	Rel-4
	Correction to the use of the CFN IE / SFN IE in the Measurement Initiation procedures
	A
	4.4.0
	4.5.0
	R3-021268
	TEI

	RP-020412
	25.433
	662
	
	Rel-5
	Correction to the use of the CFN IE / SFN IE in the Measurement Initiation procedures
	A
	5.0.0
	5.1.0
	R3-021269
	TEI

	RP-020412
	25.433
	663
	
	R99
	TFCI 0 definition for TDD
	F
	3.9.0
	3.10.0
	R3-021284
	TEI

	RP-020412
	25.433
	664
	
	Rel-4
	TFCI 0 definition for TDD
	A
	4.4.0
	4.5.0
	R3-021285
	TEI

	RP-020412
	25.433
	665
	
	Rel-5
	TFCI 0 definition for TDD
	A
	5.0.0
	5.1.0
	R3-021286
	TEI

	RP-020412
	25.433
	668
	2
	R99
	NBAP Review – Alignment on the ASN.1
	F
	3.9.0
	3.10.0
	R3-021643
	TEI

	RP-020412
	25.433
	669
	2
	Rel-4
	NBAP Review Alignment on the ASN.1
	A
	4.4.0
	4.5.0
	R3-021644
	TEI

	RP-020412
	25.433
	670
	2
	Rel-5
	NBAP Review – Alignment on the ASN.1
	A
	5.0.0
	5.1.0
	R3-021645
	TEI

	RP-020412
	25.433
	671
	1
	Rel-4
	NBAP Review Alignment of the ASN.1
	A
	4.4.0
	4.5.0
	R3-021604
	TEI

	RP-020412
	25.433
	672
	1
	Rel-5
	NBAP Review  Alignment of the ASN.1
	A
	5.0.0
	5.1.0
	R3-021605
	TEI

	RP-020412
	25.433
	684
	1
	R99
	Clarification for the usage of the cause value
	F
	3.9.0
	3.10.0
	R3-021505
	TEI

	RP-020412
	25.433
	685
	1
	Rel-4
	Clarification for the usage of the cause value
	A
	4.4.0
	4.5.0
	R3-021506
	TEI

	RP-020412
	25.433
	686
	1
	Rel-5
	Clarification for the usage of the cause value
	A
	5.0.0
	5.1.0
	R3-021507
	TEI

	RP-020412
	25.433
	696
	1
	R99
	TFCI2 bearer clarification
	F
	3.9.0
	3.10.0
	R3-021587
	TEI

	RP-020412
	25.433
	697
	1
	Rel-4
	TFCI2 bearer clarification
	A
	4.4.0
	4.5.0
	R3-021588
	TEI

	RP-020412
	25.433
	698
	1
	Rel-5
	TFCI2 bearer clarification
	A
	5.0.0
	5.1.0
	R3-021589
	TEI

	RP-020412
	25.433
	702
	
	R99
	NBAP Review – Alignment of the ASN.1
	F
	3.9.0
	3.10.0
	R3-021490
	TEI


