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	Summary of change:
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	The semantic description and thus the formula of the Vertical Accurancy Code IE are corrected
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The CR has an impact under functional point of view.
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9.2.1.16
Request Type

This element indicates the type of UE location to be reported from RNC and it is either a Service Area or Geographical Area.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Request Type
	
	
	
	

	>Event
	M
	
	ENUMERATED(Stop Change of service area, Direct, Change of service area, ..., Stop Direct)
	

	>Report Area
	M
	
	ENUMERATED(Service Area, Geographical Area, ...)
	When the Event IE is set to “Stop Change of service area” or to "Stop Direct", the value of the Report area IE shall be the same as in the LOCATION REPORTING CONTROL message that initiated the location reporting.

	>Horizontal Accuracy Code
	O
	
	INTEGER(

0..127)
	The requested accuracy "r" is derived from the "accuracy code" k by

r = 10x(1.1k-1)

	>Vertical Accuracy Code
	O
	
	INTEGER(

0..127)
	
The requested accuracy "v" is derived from the "accuracy code" k by

v = 45x(1.025k-1).

	>Response time
	C – IfDirect&GeoAreaReportArea
	
	ENUMERATED (Low Delay, Delay Tolerant, …) 
	

	>Positioning Priority
	C – ifDirect&ChangeArea 
	
	ENUMERATED(High Priority, Normal Priority, …)
	

	>Client type
	C – ifDirect 
	
	ENUMERATED(Emergency Services, Value Added Services, PLMN Operator Services, Lawful Intercept Services, …)
	Identifies the type of client


	Condition
	Explanation

	IfDirect&GeoAreaReportArea
	This IE shall be present if the Event IE is set to ‘Direct’ and the Report Area IE is set to 'Geographical Area'.

	IfDirect
	This IE shall be present if the Event IE is set to ‘Direct’.

	IfDirect&ChangeArea
	This IE shall be present if the Event IE is set to ‘Direct’ or “Change of Service Area”.
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