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6.4.4
Minimum output power

6.4.4.1
Definition and applicability

The minimum controlled output power of the BS is when the power is set to a minimum value. 

The requirements in this subclause shall apply to base stations intended for general-purpose applications. 

6.4.4.2
Minimum Requirements

The DL minimum output power shall be less than or equal to: 

Maximum output power - 30 dB.

The normative reference for this requirement is TS 25.105 [1] subclause 6.4.4.1.

6.4.4.3
Test purpose

The test purpose is to verify the ability of the BS to reduce its output power to a specified value.

6.4.4.4
Method of test

6.4.4.4.1
Initial conditions

Test environment: 


normal; see subclause 5.9.1.

RF channels to be tested: 
B, M and T; see subclause 5.3.

(1) Connect the BS tester to the antenna connector of the BS under test.

(2) Set the parameters of the BS transmitted signal according to table 6.7.

(3) Operate the BS in such a mode that it is able to interpret received TPC commands

(4) Start BS transmission.
NOTE:
The BS tester used for this test must have the ability:

- to analyze the output signal of the BS under test with respect to thermal power;

- to simulate an UE with respect to the generation of TPC commands embedded in a valid UE signal.

Table 6.7: Parameters of the BS transmitted signal for minimum output power test

	Parameter
	Value/description

	TDD Duty Cycle
	TS i; i = 0, 1, 2, ..., 14:



transmit, 
if  i is even;



receive, 
if  i is odd.

	Number of DPCH in each active TS
	1

	
	

	Data content of DPCH
	real life 

(sufficient irregular)


6.4.4.4.2
Procedure

(1)
Configure the BS transmitter to enable power control steps of size 1 dB.

(2)
Set the BS tester to produce a sequence of TPC commands related to the active DPCH, with content "Decrease Tx power". This sequence shall be sufficiently long so that the output power of all active DPCH is controlled to reach its minimum, and shall be transmitted to the BS within the odd time slots TS i (receive time slots of the BS).

(3)
Measure the power of the BS output signal over the 2464 active chips of an even time slot TS i (this excludes the guard period), and with a measurement filter that has a RRC filter response with a roll off ( = 0,22 and a bandwidth equal to the chip rate. The power is determined by calculating the RMS value of the signal samples at the measurement filter output taken at the decision points.
(4)
Configure the BS transmitter to enable power control steps of 2 dB and of 3 dB, respectively, and repeat steps (2) and (3).

6.4.4.5
Test Requirements
For all measurements, the minimum output power derived in step (4) of subclause 6.4.4.4.2 shall be at least 29,3 dB below the maximum output power; see 6.2.

NOTE:
If the above Test Requirement differs from the Minimum Requirement, then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in subclause 5.11 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex D.

---NEXT SECTION---

6.8
Transmit Modulation

6.8.1
Modulation accuracy

6.8.1.1
Definition and applicability

The Error Vector Magnitude is a measure of the difference between the reference waveform and the measured waveform. This difference is called the error vector. Both waveforms pass through a matched Root Raised Cosine filter with bandwidth 3,84 MHz and roll-off =0,22. Both waveforms are then further modified by selecting the frequency, absolute phase, absolute amplitude and chip clock timing so as to minimise the error vector. The EVM result is defined as the square root of the ratio of the mean error vector power to the mean reference power expressed as a %. The measurement interval is one timeslot. The requirement is valid over the total power dynamic range as specified in 25.105 subclause 6.4.3. See Annex C of this specification for further details.

The requirements in this subclause shall apply to base stations intended for general-purpose applications.

NOTE:
The theoretical modulated waveform shall be calculated on the basis that the transmit pulse shaping filter is a root-raised cosine (RRC) with roll-off =0,22 in the frequency domain. The impulse response of the chip impulse filter RC0(t) is 
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Where the roll-off factor  = 0,22 and the chip duration
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6.8.1.2
Minimum Requirements

The error vector magnitude (EVM) shall not exceed 12,5 %. The requirement is valid over the total power dynamic range as specified in subclause 6.4.3 of TS 25.105.

The normative reference for this requirement is TS 25.105 [1] subclause 6.8.2.1.

6.8.1.3
Test purpose

The test purpose is to verify the ability of the BS transmitter to generate a sufficient precise waveform and thus to enable the UE receiver to achieve the specified error performance.

6.8.1.4
Method of test

6.8.1.4.1
Initial conditions

Test environment: 


normal; see subclause 5.9.1.

RF channels to be tested: 
B, M and T; see subclause 5.3.

(1)
Connect the measuring equipment to the antenna connector of the BS under test.

(2)
Set the parameters of the BS transmitted signal according to table 6.39.

Table 6.39: Parameters of the BS transmitted signal for modulation accuracy testing

	Parameter
	Value/description

	TDD Duty Cycle
	TS i; i = 0, 1, 2, ..., 14:



transmit, 
if  i is even;



receive, 
if  i is odd.

	Number of DPCH in each active TS
	1

	BS power setting
	PRAT

	Data content of DPCH
	real life 

(sufficient irregular)


6.8.1.4.2
Procedure

(1)
Measure the error vector magnitude (EVM) by applying the global in-channel Tx test method described in Annex C.

(2)
Set the BS output power to maximum output power – 30 dB and repeat step (1) above.

6.8.1.5
Test Requirements

The error vector magnitude (EVM) measured according to subclause 6.8.1.4.2 shall not exceed 12,5 %.

NOTE:
If the above Test Requirement differs from the Minimum Requirement, then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in subclause 5.11 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex D.
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