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8.6.7.6
Inter-RAT reporting quantity

If the IE "Inter-RAT reporting quantity" is received by the UE, the UE shall:

1>
store the content of the IE to the variable MEASUREMENT_IDENTITY.

If the IE "Inter-RAT measurement quantity" is received and CHOICE system is GSM, the UE shall check each quantity in the GSM choice. The UE shall include measured results in MEASUREMENT REPORT as specified in the IE "Inter-RAT reporting quantity" with the following restrictions:

1>
if the UE has not confirmed the BSIC of the measured cell:

2>
if no compressed mode pattern sequence specified with measurement purpose "Initial BSIC identification" is active, the UE is not required to include the "inter-RAT cell id" nor "Observed time difference to GSM cell" in the IE "Inter-RAT measured results list", when a MEASUREMENT REPORT is triggered.

1>
if the UE has confirmed the BSIC of the measured cell, then:

2>
if no compressed mode pattern sequence specified with measurement purpose "Initial BSIC identification" nor "BSIC re-confirmation" is active, the UE is not required to include the "inter-RAT cell id" nor "Observed time difference to GSM cell" in the IE "Inter-RAT measured results", when a MEASUREMENT REPORT is triggered. If no compressed mode pattern sequence with measurement purpose "GSM carrier RSSI measurements" is active, the UE may include "inter-RAT cell id" or "Observed time difference to GSM cell" in MEASUMENT REPORT without "GSM carrier RSSI" even if it is defined in the IE "Inter-RAT reporting quantity".
1>
if the IE "UTRAN estimated quality" is set to "TRUE":

2>
ignore that IE.

1>
if IE "Observed time difference to GSM cell Reporting indicator" is set to "TRUE":

2>
include optional IE "Observed time difference to GSM cell" with the value set to the time difference to that GSM cell for the GSM cells that have a BSIC that is "verified", and that match any of the BCCH ARFCN and BSIC combinations in the list of inter-RAT cells that the UE has received in IE "Inter-RAT cell info list". Observed time difference to GSM cells with "non-verified" BSIC shall not be included.

1>
if IE "GSM Carrier RSSI" is set to "TRUE":

2>
include optional IE "GSM Carrier RSSI" with a value set to the measured RXLEV to that GSM cell in IE "Inter-RAT measured results list". If no compressed mode pattern sequence specified with measurement purpose "GSM carrier RSSI measurements" is active, the UE is not required to include the "GSM carrier RSSI" in the IE " Inter-RAT measured results list ", when a MEASUREMENT REPORT is triggered.

1>
if the BSIC of reported GSM cell is "verified":

2>
set the CHOICE BSIC to "Verified BSIC" and IE "inter-RAT cell id" to the value that GSM cell had in the IE "Inter-RAT cell info list".

1>
if the BSIC of reported GSM cell is "non-verified":

2>
set the CHOICE BSIC to "Non verified BSIC" and the IE "BCCH ARFCN" to the value of that GSM cells ARFCN.

The requirements for a cell to be considered "verified" or "non-verified" can be found in [19].
[…]

10.3.7.29
Inter-RAT measurement quantity
The quantity the UE shall measure in case of inter-RAT measurement. It also includes the filtering of the measurements.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Measurement quantity for UTRAN quality estimate
	OP
	
	Intra-frequency measurement quantity 10.3.7.38
	

	CHOICE system
	MP
	
	
	

	>GSM
	
	
	
	

	>>Measurement quantity
	MP
	
	Enumerated(GSM Carrier RSSI)
	

	>>Filter coefficient
	MP
	
	Filter coefficient 10.3.7.9
	

	>>BSIC verification required
	MP
	
	Enumerated(required, not required)
	

	>IS2000
	
	
	
	

	>>TADD Ec/I0
	MP
	
	Integer(0..63)
	Admission criteria for neighbours, see subclause 2.6.6.2.6 of TIA/EIA/IS-2000.5

	>>TCOMP Ec/I0
	MP
	
	Integer(0..15)
	Admission criteria for neighbours, see subclause 2.6.6.2.5.2 of TIA/EIA/IS-2000.5

	>>SOFT SLOPE
	OP
	
	Integer(0..63)
	Admission criteria for neighbours, see subclause 2.6.6.2.3 and 2.6.6.2.5.2 of TIA/EIA/IS-2000.5

	>>ADD_INTERCEPT
	OP
	
	Integer(0..63)
	Admission criteria for neighbours, see subclause 2.6.6.2.5.2 of TIA/EIA/IS-2000.5


The IE "BSIC verification required" must be set to "required" if IE "Observed time difference to GSM cell Reporting indicator" in IE "Inter-RAT reporting quantity "is set to "true".

[…]
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