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8.4.2
Measurement report
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Figure 8.4.2-1: Measurement report, normal case

8.4.2.1
General

The purpose of the measurement reporting procedure is to transfer measurement results from the UE to UTRAN.

8.4.2.2
Initiation

In CELL_DCH state, the UE shall:

1>
transmit a MEASUREMENT REPORT message on the uplink DCCH when the reporting criteria stored in variable MEASUREMENT_IDENTITY are met for any ongoing measurements that are being performed in the UE.

In CELL_FACH state, the UE shall:

1>
transmit a MEASUREMENT REPORT message on the uplink DCCH when the reporting criteria stored in variable MEASUREMENT_IDENTITY are met for any ongoing traffic volume measurement or UE positioning measurement that is being performed in the UE;

1>
include a measurement report in the IE "Measured results on RACH", as specified in the IE "Intra-frequency reporting quantity for RACH reporting" and the IE "Maximum number of reported cells on RACH" in System Information Block type 12 (or "System Information Block Type 11" if "System Information Block Type 12" is not being broadcast);

1>
include in the IE "Measured results on RACH" all requested reporting quantities for cells for which measurements are reported.

In TDD, if the Radio Bearer associated with the MEASUREMENT_IDENTITY fulfilling the reporting criteria for an ongoing traffic volume measurement is mapped on transport channel of type USCH, the UE shall:

1>
initiate the "PUSCH CAPACITY REQUEST" procedure instead of transmitting a MEASUREMENT REPORT (TDD Only).

In CELL_PCH or URA_PCH state, the UE shall:

1>
first perform the cell update procedure according to subclause 8.3.1, using the cause "uplink data transmission", in order to transit to CELL_FACH state; and then

1>
transmit a MEASUREMENT REPORT message on the uplink DCCH when the reporting criteria stored in variable MEASUREMENT_IDENTITY are fulfilled for any ongoing traffic volume measurement or UE positioning measurement which is being performed in the UE.

The reporting criteria are fulfilled if either:

-
the first measurement has been completed according to the requirements set in [19] or [20] for a newly initiated measurement with periodic reporting; or

-
the time period indicated in the stored IE "Periodical reporting criteria" has elapsed since the last measurement report was submitted to lower layers for a given measurement; or

-
an event in stored IE "Measurement reporting criteria" was triggered. Events and triggering of reports for different measurement types are described in detail in clause 14.

For the measurement, which triggered the MEASUREMENT REPORT message, the UE shall:

1>
set the IE "measurement identity" to the measurement identity, which is associated with that measurement in variable MEASUREMENT_IDENTITY;

1>
set the IE "measured results" to include measurements according to the IE "reporting quantity" of that measurement stored in variable MEASUREMENT_IDENTITY; and

2>
if all the reporting quantities are set to "false":

3>
not set the IE "measured results".

1>
set the IE "Measured results" in the IE "Additional measured results" according to the IE "reporting quantity" for all measurements associated with the measurement identities included in the "Additional measurements list" stored in variable MEASUREMENT_IDENTITY of the measurement that triggered the measurement report; and

2>
if more than one additional measured results are to be included:

3>
sort them in ascending order according to their IE "measurement identity" in the MEASUREMENT REPORT message.

1>
if the MEASUREMENT REPORT message was triggered by an event (i.e. not a periodical report):

2>
set the IE "Event results" according to the event that triggered the report.
1> If the observed time difference for one or more GSM cells is included in the MEASUREMENT REPORT message:

2> set the IE “GSM OTD reference cell” to the primary CPICH info of the active set cell that was used as reference for the measurement.
The UE shall:

1>
transmit the MEASUREMENT REPORT message on the uplink DCCH using either AM or UM RLC according to the stored IE "measurement reporting mode" associated with the measurement identity that triggered the report.

When the MEASUREMENT REPORT message has been submitted to lower layers for transmission:

1>
the procedure ends.

10.2.19
MEASUREMENT REPORT

This message is used by UE to transfer measurement results to the UTRAN.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UE(UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	UE information elements
	
	
	
	
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	
	

	Measurement Information Elements
	
	
	
	
	

	Measurement identity 
	MP
	
	Measurement identity 10.3.7.48
	
	

	Measured Results
	OP
	
	Measured Results 10.3.7.44
	
	

	Measured Results on RACH
	OP
	
	Measured Results on RACH 10.3.7.45
	
	

	Additional Measured results
	OP
	1 to <maxAdditionalMeas>
	
	
	

	>Measured Results
	MP
	
	Measured Results 10.3.7.44
	
	

	Event results
	OP
	
	Event results 10.3.7.7
	
	

	GSM OTD reference cell
	OP
	
	Primary CPICH info 10.3.6.60
	
	Rel-4


10.3.7.26
Inter-RAT measured results list

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Inter-RAT measurement results
	OP
	1 to <maxOtherRAT-16>
	
	

	>CHOICE system
	MP
	
	
	One spare value is needed.

	>>GSM
	
	
	
	

	>>>Measured GSM cells
	MP
	1 to <maxReportedGSMCells>
	
	

	>>>>GSM carrier RSSI
	OP
	
	bit string(6)
	RXLEV, [46]. The RSSI bits are numbered b0 to b5, where b0 is the least significant bit.

	>>>>CHOICE BSIC
	MP
	
	
	

	>>>>>Verified BSIC
	
	
	
	

	>>>>>>inter-RAT cell id
	MP
	
	Integer(0..<maxCellMeas>-1)
	

	>>>>>Non verified BSIC
	
	
	
	

	>>>>>>BCCH ARFCN
	MP
	
	Integer (0..1023)
	[45]

	>>>>Observed time difference to GSM cell
	OP
	
	Observed time difference to GSM cell 10.3.7.52
	


10.3.7.52
Observed time difference to GSM cell

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Observed time difference to GSM cell
	OP
	
	Integer(0,,4095)
	According to GSM_TIME in [19] and [20]


11.2
PDU definitions

-- ***************************************************

--

-- MEASUREMENT REPORT

--

-- ***************************************************

MeasurementReport ::= SEQUENCE {


-- Measurement IEs



measurementIdentity

MeasurementIdentity,



measuredResults




MeasuredResults





OPTIONAL,



measuredResultsOnRACH


MeasuredResultsOnRACH



OPTIONAL,



additionalMeasuredResults

MeasuredResultsList




OPTIONAL,



eventResults




EventResults





OPTIONAL,


-- Non-critical extensions



v390nonCriticalExtensions


SEQUENCE {




measurementReport-v390ext

MeasurementReport-v390ext,




v4xyNonCriticalExtensions

SEQUENCE {




measurementReport-v4xyext

MeasurementReport-v4xyext-IEs,





-- Extension mechanism for non-Rel4 information





nonCriticalExtensions


SEQUENCE {}





OPTIONAL




}






OPTIONAL


}






OPTIONAL

}

MeasurementReport-v390ext ::= SEQUENCE {



measuredResults-v390ext


MeasuredResults-v390ext



OPTIONAL

}

MeasurementReport-v4xyext-IEs ::= SEQUENCE {


interFreqEventResults-LCR

InterFreqEventResults-LCR-r4-ext

OPTIONAL,


additionalMeasuredResults-LCR
MeasuredResultsList-LCR-r4-ext


OPTIONAL,


gsmOTDreferenceCell



PrimaryCPICH-Info





OPTIONAL
}
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