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6.2.1
Base station maximum output power

Maximum output power, Pmax, of the base station is the mean power level per carrier measured at the antenna connector in specified reference condition.
6.2.1.1
Minimum requirement

The rated output power, PRAT, of the BS shall be as specified in Table 6.0A.

Table 6.0A: Base Station rated output power
	BS class
	PRAT

	Wide Area BS
	-*

	Medium Range BS
	< +38dBm

	Local Area BS
	< + 24dBm


Note *:
There is no upper limit required for the rated output power of the Wide Area Base Station like for the base station for General Purpose application in Release 99, 4, and 5.
In normal conditions, the Base station maximum output power shall remain within +2 dB and -2dB of the manufacturer's rated output power.

In extreme conditions, the  Base station maximum output power shall remain within +2.5 dB and -2.5 dB of the manufacturer's rated output power.

In certain regions, the minimum requirement for normal conditions may apply also for some conditions outside the range of conditions defined as normal.
6.3
Frequency error

The same source shall be used for RF frequency and data clock generation.

6.3.1
Minimum requirement

The modulated carrier frequency of the BS shall be accurate to within the accuracy range given in Table 6.0.

Table 6.0B: Frequency error minimum requirement

	BS class
	Accuracy

	Wide Area BS
	±0.05 ppm

	Medium Range BS
	±0.1 ppm

	Local Area BS
	±0.1 ppm
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