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	Reason for change:
(

	1.  To align the behaviour specified in other places, the "Current TGPS Status Flag" for the pattern sequence in the variable TGPS_IDENTITY shall be set to "inactive" after deactivating the corresponding compressed mode pattern sequence.

2.  The UE shall activate the stored pattern sequence based on the "TGPS status flag" in the variable TGPS_IDENTITY, instead of "Current TGPS status flag".

3.  It is impossible to indicate detected set cells in the IE "Triggering condition 1". And the IE "Triggering condition 2" is mandatory for event 1a or 1e, not 1a or 1c.

4.  According to CellSelectReselectInfoSIB-11-12-RSCP in ASN.1, the Qoffset2s,n shall be absent if the IE "Cell_selection_and_reselection_quality_measure" has the value RSCP.
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	1.  In section 8.6.6.15, add action to set the "Current TGPS Status Flag" for the pattern sequence in the variable TGPS_IDENTITY to "inactive".
2.  In section 8.6.6.15, change the "Current TGPS Status Flag" to "TGPS Status Flag".
3.  In section 8.6.7.16, remove the case of 1b or 1f and change “1a or 1c” to “1a or 1e”.
4.  In section 10.3.2.4, change the word “optional” to “absent”.
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Impacted functionality: the procedures to handle the variable TGPS_IDENTITY and IE “Triggering condition 1/2”
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· UE impact only. If a UE does not implement this CR, it may cause the wrong UE behaviour while receiving next IE “DPCH Compressed mode info” and may make the compressed mode fail to be activated or deactivated.
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not approved:
	If the UE does not set "Current TGPS Status Flag" in the variable TGPS_IDENTITY correctly, it may cause the wrong UE behaviour while receiving next IE “DPCH Compressed mode info” and may make the compressed mode fail to be activated or deactivated.
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8.6.6.15
DPCH Compressed mode info

If the IE "DPCH compressed mode info" is included, and if the IE group "transmission gap pattern sequence configuration parameters" is included, the UE shall for each transmission gap pattern sequence perform the following consistency checks:

1>
if the UE, according to its measurement capabilities, and for all supported bands of the UTRA mode or RAT associated with the measurement purpose indicated by IE "TGMP", requires UL compressed mode, and CHOICE 'UL/DL mode' indicates 'DL only':

2>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if the UE, according to its measurement capabilities, and for all supported bands of the UTRA mode or RAT associated with the measurement purpose indicated by IE "TGMP", requires DL compressed mode, and CHOICE 'UL/DL mode' indicates 'UL only':

2>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if the UE, according to its measurement capabilities, does not require UL compressed mode for any of supported band of the UTRA mode or RAT associated with the measurement purpose indicated by the IE "TGMP", and CHOICE 'UL/DL mode' indicates 'UL only' or 'UL and DL':

2>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if the UE, according to its measurement capabilities, does not require DL compressed mode for any supported band of the UTRA mode or RAT associated with the measurement purpose indicated by the IE "TGMP", and CHOICE 'UL/DL mode' indicates 'DL only' or 'UL and DL':

2>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if UE already has an active transmission gap pattern sequence that, according to IE "TGMP", has the same measurement purpose, and both patterns will be active after the new configuration has been taken into use:

2>
set the variable INVALID_CONFIGURATION to TRUE.

If variable INVALID_CONFIGURATION has value FALSE after UE has performed the checks above, the UE shall:
1>
if pattern sequence corresponding to IE "TGPSI" is already active (according to "Current TGPS Status Flag") in the variable TGPS_IDENTITY):

2>
if the "TGPS Status Flag" in this message is set to "deactivate" for the corresponding pattern sequence:

3>
deactivate this pattern sequence at the beginning of the frame, indicated by IE "Activation time"(see subclause 8.6.3.1) received in this message, when the new configuration received in this message is taken into use.
3>
set the "Current TGPS Status Flag" for this pattern sequence in the variable TGPS_IDENTITY to "inactive".
2>
if the "TGPS Status Flag" in this message is set to "activate" for the corresponding pattern sequence:

3>
deactivate this pattern sequence at the beginning of the frame, indicated by IE "Activation time"(see subclause 8.6.3.1) received in this message, when the new configuration received in this message is taken into use.

NOTE:
The temporary deactivation of pattern sequences for which the status flag is set to "activate" can be used by the network to align the timing of already active patterns with newly activated patterns.

1>
update each pattern sequence to the variable TGPS_IDENTITY according to the IE "TGPSI";

1>
update into the variable TGPS_IDENTITY the configuration information defined by IE group" transmission gap pattern sequence configuration parameters ";

1>
after the new configuration has been taken into use:

2>
activate the stored pattern sequence corresponding to each IE "TGPSI" for which the "TGPS status flag" in the variable TGPS_IDENTITY is set to "activate" at the time indicated by IE "TGCFN"; and

2>
begin the inter-frequency and/or inter-RAT measurements corresponding to the pattern sequence measurement purpose of each activated pattern sequence;

2>
if the new configuration is taken into use at the same CFN as indicated by IE "TGCFN":

3>
start the concerned pattern sequence immediately at that CFN.

1>
monitor if the parallel transmission gap pattern sequences create an illegal overlap, and in case of overlap, take actions as specified in subclause 8.2.11.2.

If the IE "DPCH compressed mode info" is included, and if the IE group "transmission gap pattern sequence configuration parameters" is not included, the UE shall:

1>
if pattern sequence corresponding to IE "TGPSI" is already active (according to "Current TGPS Status Flag" in the variable TGPS_IDENTITY):

2>
if the "TGPS Status Flag" in this message is set to "deactivate" for the corresponding pattern sequence:

3>
deactivate this pattern sequence at the beginning of the frame, indicated by IE "Activation time"(see subclause 8.6.3.1) received in this message, when the new configuration received in this message is taken into use;

3>
set the "Current TGPS Status Flag" for this pattern sequence in the variable TGPS_IDENTITY to "inactive".

2>
if the "TGPS Status Flag" in this message is set to "activate" for the corresponding pattern sequence:

3>
deactivate this pattern sequence at the beginning of the frame, indicated by IE "Activation time"(see subclause 8.6.3.1) received in this message, when the new configuration received in this message is taken into use.

NOTE:
The temporary deactivation of pattern sequences for which the status flag is set to "activate" can be used by the network to align the timing of already active patterns with newly activated patterns.

1>
after the new configuration has been taken into use:

2>
at the time indicated by IE "TGCFN":

3>
activate the stored pattern sequence corresponding to each IE "TGPSI" for which the "TGPS status flag" is set to "activate"; and

3>
set the "Current TGPS Status Flag" for this pattern sequence in the variable TGPS_IDENTITY to "active".

2>
begin the inter-frequency and/or inter-RAT measurements corresponding to the pattern sequence measurement purpose of each activated pattern sequence;

2>
if the new configuration is taken into use at the same CFN as indicated by IE "TGCFN":

3>
start the concerned pattern sequence immediately at that CFN.

For transmission gap pattern sequences stored in variable TGPS_IDENTITY, but not identified in IE "TGPSI" (either due to the absence of the IE "DPCH compressed mode info" in the received message or due to not receiving the corresponding TGPSI value in the IE "DPCH compressed mode info"), the UE shall:

1>
if the received message implies a timing re-initialised hard handover (see subclause 8.3.5.1):

2>
deactivate such transmission gap pattern sequences at the beginning of the frame, indicated by IE "Activation time" (see subclause 8.6.3.1) received in this message; and

2>
set IE "Current TGPS Status Flag" in corresponding UE variable TGPS_IDENTITY to 'inactive'.

1>
if the received message not implies a timing re-initialised hard handover (see subclause 8.3.5.1):

2>
continue such transmission gap pattern sequence according to IE "Current TGPS Status Flag" in the corresponding UE variable TGPS_IDENTITY.

Uplink and downlink compressed mode methods are described in [27]. For UL "higher layer scheduling" compressed mode method and transport format combination selection, see [15].


8.6.7.16
Intra-frequency measurement

If IE "Intra-frequency measurement" is received by the UE in a MEASUREMENT CONTROL message, where IE "measurement command" has the value "setup", but IE "Intra-frequency measurement quantity", IE "Intra-frequency reporting quantity", "CHOICE Report criteria" or "parameters required for each event" (given "CHOICE report criteria" is set to "intra-frequency measurement reporting criteria") is not received, the UE shall:

1>
clear all stored measurement control information related associated to this measurement identity in variable MEASUREMENT_IDENTITY;

1>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

In case of 1a or 1e event-triggered reporting:

1>
if the IE "Intra-frequency measurement quantity" is set to "pathloss", the UE shall:

2>
if detected set cells are indicated as possibly triggering the event within the IEs "Triggering condition 2":

3>
set the variable CONFIGURATION_INCOMPLETE to TRUE.


10.3.2.4
Cell selection and re-selection info for SIB11/12

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Qoffset1s,n
	MD
	
	Integer(-50..50)
	Default value is 0.

[dB]

	Qoffset2s,n
	CV-FDD-Quality-Measure
	
	Integer(-50..50)
	Default value is 0.

[dB]

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	According to UE_TXPWR_MAX_RACH in [4], [dBm].

If applied to FDD or TDD cells, the default is the Maximum allowed UL TX power for the serving cell.

If applied to a GSM cell, the default is the UE maximum output power applicable for this GSM cell, according to the UE's radio access capability.

	HCS neighbouring cell information
	OP
	
	HCS Neighbouring cell information 10.3.7.11
	

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>Qqualmin
	CV-FDD-Serving-Cell
	
	Integer (-24..0)
	Ec/N0, [dB]

Default value is Qqualmin for the serving cell

	>>Qrxlevmin
	MD
	
	Integer (-115..-25 by step of 2)
	RSCP, [dBm]

Default value is Qrxlevmin for the serving cell

	>TDD
	
	
	
	

	>>Qrxlevmin
	MD
	
	Integer (-115..-25 by step of 2)
	RSCP, [dBm]

Default value is Qrxlevmin for the serving cell

	>GSM
	
	
	
	

	>>Qrxlevmin
	MD
	
	Integer (-115..-25 by step of 2)
	GSM RSSI, [dBm]

Default value is Qrxlevmin for the serving cell


	Condition
	Explanation

	FDD-Quality-Measure
	This IE is mandatory and has a default value for Intra/Inter Frequency Cells if the IE "Cell selection and reselection quality measure" has the value CPICH Ec/No. Otherwise the IE is absent.

	FDD-Serving-Cell
	This IE is mandatory and has a default value if the serving cell is an FDD cell. Otherwise the IE is mandatory present.
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