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	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Date
	Doc-2nd-Level
	Workitem

	25.331
	1885
	-
	R99
	Correction of signalling of transport block size for DSCH
	F
	3.13.0
	3.14.0
	04/03/2003
	R2-030580
	TEI

	25.331
	1886
	-
	Rel-4
	Correction of signalling of transport block size for DSCH
	A
	4.8.0
	4.9.0
	04/03/2003
	R2-030581
	TEI

	25.331
	1887
	-
	Rel-5
	Correction of signalling of transport block size for DSCH
	A
	5.3.0
	5.4.0
	04/03/2003
	R2-030582
	TEI

	25.331
	1888
	-
	R99
	PS service continuity when moving between 3G and 2G
	F
	3.13.0
	3.14.0
	04/03/2003
	R2-030583
	TEI

	25.331
	1889
	-
	Rel-4
	PS service continuity when moving between 3G and 2G
	A
	4.8.0
	4.9.0
	04/03/2003
	R2-030584
	TEI

	25.331
	1890
	-
	Rel-5
	PS service continuity when moving between 3G and 2G
	A
	5.3.0
	5.4.0
	04/03/2003
	R2-030585
	TEI

	25.331
	1891
	1
	R99
	Multiple activations of the same compressed mode pattern
	F
	3.13.0
	3.14.0
	04/03/2003
	R2-030631
	TEI

	25.331
	1892
	1
	Rel-4
	Multiple activations of the same compressed mode pattern
	A
	4.8.0
	4.9.0
	04/03/2003
	R2-030632
	TEI

	25.331
	1893
	1
	Rel-5
	Multiple activations of the same compressed mode pattern
	A
	5.3.0
	5.4.0
	04/03/2003
	R2-030633
	TEI

	25.331
	1894
	-
	R99
	Setting of ciphering activation time for TM bearers.
	F
	3.13.0
	3.14.0
	04/03/2003
	R2-030592
	TEI

	25.331
	1895
	-
	Rel-4
	Setting of ciphering activation time for TM bearers.
	A
	4.8.0
	4.9.0
	04/03/2003
	R2-030593
	TEI

	25.331
	1896
	-
	Rel-5
	Setting of ciphering activation time for TM bearers.
	A
	5.3.0
	5.4.0
	04/03/2003
	R2-030594
	TEI


