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MeasurementControlSysInfo-LCR-r4-ext ::=
SEQUENCE {


-- CHOICE use-of-HCS shall have the same value as the use-of-HCS

 
-- in MeasurementControlSysInfo


use-of-HCS






CHOICE
{



hcs-not-used 




SEQUENCE
{




-- CHOICE cellSelectQualityMeasure shall have the same value as the




-- cellSelectQualityMeasure in MeasurementControlSysInfo




cellSelectQualityMeasure
CHOICE
{





cpich-RSCP



SEQUENCE
{






intraFreqMeasurementSysInfo
IntraFreqMeasurementSysInfo-RSCP-LCR-r4
OPTIONAL,






interFreqMeasurementSysInfo
InterFreqMeasurementSysInfo-RSCP-LCR-r4
OPTIONAL





},





cpich-Ec-N0



SEQUENCE
{






intraFreqMeasurementSysInfo
IntraFreqMeasurementSysInfo-ECN0-LCR-r4
OPTIONAL,






interFreqMeasurementSysInfo
InterFreqMeasurementSysInfo-ECN0-LCR-r4
OPTIONAL





}




}



},



hcs-used





SEQUENCE
{




-- CHOICE cellSelectQualityMeasure shall have the same value as the




-- cellSelectQualityMeasure in MeasurementControlSysInfo




cellSelectQualityMeasure
CHOICE
{





cpich-RSCP



SEQUENCE
{






intraFreqMeasurementSysInfo
IntraFreqMeasurementSysInfo-HCS-RSCP-LCR-r4
OPTIONAL,






interFreqMeasurementSysInfo
InterFreqMeasurementSysInfo-HCS-RSCP-LCR-r4
OPTIONAL





},





cpich-Ec-N0



SEQUENCE
{






intraFreqMeasurementSysInfo
IntraFreqMeasurementSysInfo-HCS-ECN0-LCR-r4
OPTIONAL,






interFreqMeasurementSysInfo
InterFreqMeasurementSysInfo-HCS-ECN0-LCR-r4
OPTIONAL





}




}



}


}

}
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11.3
Information element definitions

…

SysInfoType5 ::=




SEQUENCE {



sib6indicator




BOOLEAN,


-- Physical channel IEs



pich-PowerOffset



PICH-PowerOffset,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





aich-PowerOffset



AICH-PowerOffset




},




tdd







SEQUENCE {


-- If PDSCH/PUSCH is configured for 1.28Mcps TDD, the following IEs should be absent


--   and the info included in the tdd128SpecificInfo instead.





pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN

OPTIONAL,





pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN

OPTIONAL,





openLoopPowerControl-TDD

OpenLoopPowerControl-TDD




}



},



primaryCCPCH-Info



PrimaryCCPCH-Info




OPTIONAL,



prach-SystemInformationList

PRACH-SystemInformationList,



sCCPCH-SystemInformationList
SCCPCH-SystemInformationList,



-- cbs-DRX-Level1Information is conditional on any of the CTCH indicator IEs in



-- sCCPCH-SystemInformationList



cbs-DRX-Level1Information

CBS-DRX-Level1Information


OPTIONAL,


-- Extension mechanism for non- release99 information



v4xyNonCriticalExtensions

SEQUENCE {



sysInfoType5-v4xyext


SysInfoType5-v4xyext-Ies

OPTIONAL,



-- Extension mechanism for non- rel-4 information




nonCriticalExtensions


SEQUENCE {}





OPTIONAL



}






OPTIONAL

}

SysInfoType5-v4xyext-IEs ::= SEQUENCE {


pNBSCH-Allocation-r4 


PNBSCH-Allocation-r4


OPTIONAL,


-- In case of TDD, the following IE is included instead of the


-- IE up-IPDL-Parameter in up-OTDOA-AssistanceData.


openLoopPowerControl-IPDL-TDD
OpenLoopPowerControl-IPDL-TDD-r4
OPTIONAL,

-- If SysInfoType5 is sent to describe a 1.28Mcps TDD cell, the IE PRACH-RACH-Info included in

-- PRACH-SystemInformationList shall be ignored, the IE PRACH-Partitioning and the 

-- IE rach-TransportFormatSet shall be absent and the corresponding IE in the following 

-- PRACH-SystemInformationList-LCR-r4 shall be used


prach-SystemInformationList-LCR-r4
PRACH-SystemInformationList-LCR-r4
OPTIONAL, 

tdd128SpecificInfo



SEQUENCE {



pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN-LCR-r4
OPTIONAL,



pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN-LCR-r4
OPTIONAL,



pCCPCH-LCR-Extensions


PrimaryCCPCH-Info-LCR-r4-ext
OPTIONAL,



sCCPCH-LCR-ExtensionsList

SCCPCH-SystemInformationList-LCR-r4-ext


}















OPTIONAL

}

SysInfoType6 ::=




SEQUENCE {


-- Physical channel IEs



pich-PowerOffset



PICH-PowerOffset,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





aich-PowerOffset



AICH-PowerOffset,





-- dummy is not used in this version of specification, it should





-- not be sent and if received it should be ignored.





dummy






CSICH-PowerOffset


OPTIONAL




},




tdd







SEQUENCE {





-- If PDSCH/PUSCH is configured for 1.28Mcps TDD, pusch-SysInfoList-SFN,





-- pdsch-SysInfoList-SFN and openLoopPowerControl-TDD should be absent





-- and the info included in the tdd128SpecificInfo instead.





pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN

OPTIONAL,





pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN

OPTIONAL,





openLoopPowerControl-TDD

OpenLoopPowerControl-TDD




}



},



primaryCCPCH-Info



PrimaryCCPCH-Info




OPTIONAL,



prach-SystemInformationList

PRACH-SystemInformationList


OPTIONAL,



sCCPCH-SystemInformationList
SCCPCH-SystemInformationList

OPTIONAL,



cbs-DRX-Level1Information

CBS-DRX-Level1Information


OPTIONAL,



-- Conditional on any of the CTCH indicator IEs in



-- sCCPCH-SystemInformationList


-- Extension mechanism for non- release99 information



v4xyNonCriticalExtensions

SEQUENCE {



sysInfoType6-v4xyext


SysInfoType6-v4xyext-IEs 

OPTIONAL,



-- Extension mechanism for non- rel-4 information




nonCriticalExtensions


SEQUENCE {}





OPTIONAL



}






OPTIONAL

}

SysInfoType6-v4xyext-IEs ::= SEQUENCE {


-- openLoopPowerControl-IPDL-TDD is present only if IPDLs are applied for TDD


openLoopPowerControl-IPDL-TDD
OpenLoopPowerControl-IPDL-TDD-r4
OPTIONAL,


-- If SysInfoType6 is sent to describe a 1.28Mcps TDD cell, the IE PRACH-RACH-Info included


-- in PRACH-SystemInformationList shall be ignored, the IE PRACH-Partitioning and the 


-- IE rach-TransportFormatSet shall be absent and the corresponding IEs in the following 


-- PRACH-SystemInformationList-LCR-r4 shall be used


prach-SystemInformationList-LCR-r4
PRACH-SystemInformationList-LCR-r4
OPTIONAL, 

tdd128SpecificInfo



SEQUENCE {



pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN-LCR-r4
OPTIONAL,



pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN-LCR-r4
OPTIONAL,



pCCPCH-LCR-Extensions


PrimaryCCPCH-Info-LCR-r4-ext
OPTIONAL,



sCCPCH-LCR-ExtensionsList

SCCPCH-SystemInformationList-LCR-r4-ext
OPTIONAL


}















OPTIONAL

}

SysInfoType7 ::=




SEQUENCE {


-- Physical channel IEs



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





ul-Interference




UL-Interference




},




tdd







NULL



},



prach-Information-SIB5-List

DynamicPersistenceLevelList,



prach-Information-SIB6-List

DynamicPersistenceLevelList


OPTIONAL,



expirationTimeFactor


ExpirationTimeFactor



OPTIONAL,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

SysInfoType8 ::=




SEQUENCE {


-- User equipment IEs



cpch-Parameters




CPCH-Parameters,


-- Physical channel IEs



cpch-SetInfoList



CPCH-SetInfoList,



csich-PowerOffset



CSICH-PowerOffset,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

SysInfoType9 ::=




SEQUENCE {


-- Physical channel IEs



cpch-PersistenceLevelsList

CPCH-PersistenceLevelsList,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

SysInfoType10 ::=




SEQUENCE {


-- User equipment IEs



drac-SysInfoList



DRAC-SysInfoList,


-- Extension mechanism for non- release99 information



nonCriticalExtensions


SEQUENCE {}






OPTIONAL

}

SysInfoType11 ::=




SEQUENCE {



sib12indicator




BOOLEAN,


-- Measurement IEs



fach-MeasurementOccasionInfo
FACH-MeasurementOccasionInfo

OPTIONAL,



measurementControlSysInfo

MeasurementControlSysInfo,


-- Extension mechanism for non- release99 information



v4xyNonCriticalExtensions

SEQUENCE {



sysInfoType11-v4xyext


SysInfoType11-v4xyext-IEs

OPTIONAL,



v5xyNonCriticalExtension

SEQUENCE {





sysInfoType11-v5xyext


SysInfoType11-v5xyext-IEs,




nonCriticalExtensions


SEQUENCE {}





OPTIONAL




}






OPTIONAL



}






OPTIONAL

}

SysInfoType11-v4xyext-IEs ::= SEQUENCE {


fach-MeasurementOccasionInfo-LCR-Ext
FACH-MeasurementOccasionInfo-LCR-r4-ext
OPTIONAL,


measurementControlSysInfo-LCR


MeasurementControlSysInfo-LCR-r4-ext

}

SysInfoType11-v5xyext-IEs ::= SEQUENCE {


--The order of the list corresponds to the order of cell in newIntraFrequencyCellInfoList


newIntraFrequencyCellInfoList-v5xyext
SEQUENCE (SIZE (1..maxCellMeas)) OF












CellSelectReselectInfo-v5xyExt
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterFrequencyCellInfoList


newInterFrequencyCellInfoList-v5xyext
SEQUENCE (SIZE (1..maxCellMeas)) OF












CellSelectReselectInfo-v5xyExt
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterRATCellInfoList


newInterRATCellInfoList-v5xyext


SEQUENCE (SIZE (1..maxCellMeas)) OF












CellSelectReselectInfo-v5xyExt
OPTIONAL,


intraFreqEventCriteriaList-v5xyext

Intra-FreqEventCriteriaList-v5xyext

OPTIONAL,


intraFreqReportingCriteria-1b-r5ext

IntraFreqReportingCriteria-1b-r5ext
OPTIONAL
}

SysInfoType12 ::=




SEQUENCE {


-- Measurement IEs



fach-MeasurementOccasionInfo
FACH-MeasurementOccasionInfo

OPTIONAL,



measurementControlSysInfo

MeasurementControlSysInfo,


-- Extension mechanism for non- release99 information



v4xyNonCriticalExtensions

SEQUENCE {



sysInfoType12-v4xyext


SysInfoType12-v4xyext-IEs

OPTIONAL,



v5xyNonCriticalExtension

SEQUENCE {





sysInfoType12-v5xyext


SysInfoType12-v5xyext-IEs,




nonCriticalExtensions


SEQUENCE {}





OPTIONAL




}






OPTIONAL



}






OPTIONAL

}

SysInfoType12-v4xyext-IEs ::= SEQUENCE {


fach-MeasurementOccasionInfo-LCR-Ext
FACH-MeasurementOccasionInfo-LCR-r4-ext
OPTIONAL,


measurementControlSysInfo-LCR


MeasurementControlSysInfo-LCR-r4-ext

}

SysInfoType12-v5xyext-IEs ::= SEQUENCE {


--The order of the list corresponds to the order of cell in newIntraFrequencyCellInfoList


newIntraFrequencyCellInfoList-v5xyext
SEQUENCE (SIZE (1..maxCellMeas)) OF












CellSelectReselectInfo-v5xyExt
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterFrequencyCellInfoList


newInterFrequencyCellInfoList-v5xyext
SEQUENCE (SIZE (1..maxCellMeas)) OF












CellSelectReselectInfo-v5xyExt
OPTIONAL,


--The order of the list corresponds to the order of cell in newInterRATCellInfoList


newInterRATCellInfoList-v5xyext


SEQUENCE (SIZE (1..maxCellMeas)) OF












CellSelectReselectInfo-v5xyExt
OPTIONAL,


intraFreqEventCriteriaList-v5xyext

Intra-FreqEventCriteriaList-v5xyext

OPTIONAL,


intraFreqReportingCriteria-1b-r5ext

IntraFreqReportingCriteria-1b-r5ext
OPTIONAL
}
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