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5.1.2.2.3.3
Combining of TPC commands from radio links of different radio link sets

This subclause describes the general scheme for combination of the TPC commands from radio links of different radio link sets.

The UE shall make a hard decision on the value of each TPCi, where i = 1, 2, …, N and N is the number of TPC commands from radio links of different radio link sets, that may be the result of a first phase of combination according to subclause 5.1.2.2.3.2.

The UE shall follow this procedure for 5 consecutive slots, resulting in N hard decisions for each of the 5 slots. 

The sets of 5 slots shall be aligned to the frame boundaries and there shall be no overlap between each set of 5 slots.

The value of TPC_cmd is zero for the first 4 slots. After 5 slots have elapsed, the UE shall determine the value of TPC_cmd for the fifth slot in the following way:

The UE first determines one temporary TPC command, TPC_tempi, for each of the N sets of 5 TPC commands as follows:

-
If all 5 hard decisions within a set are "1", TPC_tempi = 1.

-
If all 5 hard decisions within a set are "0", TPC_tempi = -1.

-
Otherwise, TPC_tempi = 0.

Finally, the UE derives a combined TPC command for the fifth slot, TPC_cmd, as a function ( of all the N temporary power control commands TPC_tempi:

TPC_cmd(5th slot) = ( (TPC_temp1, TPC_temp2, …, TPC_tempN), where TPC_cmd(5th slot) can take the values 1, 0 or –1, and ( is given by the following definition:



· TPC_cmd is set to -1 if
any of TPC_temp1 to TPC_tempN are equal to -1.
-
Otherwise, TPC_cmd is set to 1 if 
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· Otherwise, TPC_cmd is set to 0.
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