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(

	Currently, only the actions for the USIM are described for the RRC Connection Request is initiated (see section 8.1.3.2).

This does not mirror other sections where the security actions are described for both USIM and SIM and is not coherent with the requirements set in section 6.8.2.4 of TS 33.102.
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	Added actions for when SIM is present

Impact Analysis:

UE impact: any UE that has not implemented this functionality for SIM is in clear breach of the requirements set in section 6.8.2.4 of TS 33.102 and it is expected that a smart UE implementation already complies to this behaviour.

NW impact: there is not impact on the network given that all actions only affect the UE.
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	Actions for when SIM is present are not defined in section 8.1.3.2. This would mean that there would be an inconsistency between section 8.1.3.2 of 25.331 and the requirements described in section 6.8.2.4 of 33.102 and that a random value may be stored in non-volatile memory when the RRC connection is established. Furthermore, when checking START values against THRESHOLD, START would be compared to a random value for the duration of the connection.
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8.1.3.2
Initiation

The UE shall initiate the procedure when upper layers in the UE requests the establishment of a signalling connection and the UE is in idle mode (no RRC connection exists), as specified in subclause 8.1.8.

Upon initiation of the procedure, the UE shall:

1>
set the variable PROTOCOL_ERROR_INDICATOR to FALSE;

1>
if the USIM is present:

2>
set the value of "THRESHOLD" in the variable "START_THRESHOLD" to the 20 MSBs of the value stored in the USIM [50] for the maximum value of START for each CN Domain.

1>
if the SIM is present:

2>
set the value of "THRESHOLD" in the variable "START_THRESHOLD" to the default value in [40] for each CN Domain.

1>
set the IE "Initial UE identity" in the variable INITIAL_UE_IDENTITY according to subclause 8.5.1;

1>
set the contents of the RRC CONNECTION REQUEST message according to subclause 8.1.3.3;

1>
set CFN in relation to SFN of current cell according to subclause 8.5.15;

1>
perform the mapping of the Access Class to an Access Service Class as specified in subclause 8.5.13, and apply the given Access Service Class when accessing the RACH;

1>
submit the RRC CONNECTION REQUEST message for transmission on the uplink CCCH;

1>
set counter V300 to 1; and

1>
start timer T300 when the MAC layer indicates success or failure to transmit the message;

1>
select a Secondary CCPCH according to [4];

1>
start receiving all FACH transport channels mapped on the selected Secondary CCPCH.
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