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	Reason for change:
(

	There is a contradiction between procedure and tabular description for handling of IE "MAC-hs reset indicator" when receiving IE "Added or Reconfigured DL TrCH information":

1. The procedure description, clause 8.6.5.6 says, that MAC-hs entity should be reset, if IE "MAC-hs-reset indicator" is present.

2. The tabular description, clause 10.3.5.1 says, that IE "MAC-hs reset indicator" is mandatory present and that MAC-hs entity should only be reset, if  IE "MAC-hs-reset indicator" has the value "TRUE". 

From the procedural description, it follows, that MAC-hs entity is reset after every message containing the IE "Added or Reconfigured DL TrCH information", which is in contradiction to tabular description. 



	
	

	Summary of change:
(

	In clause 8.6.5.6, description of handling of IE "MAC-hs reset indicator" is changed this way, that MAC-hs entity shall only be reset, if IE "MAC-hs reset indicator" has the value "TRUE" according to tabular description. 

Note that tabular description of  IE "MAC-hs reset indicator" in clause 10.3.5.1 “Added or Reconfigured DL TrCH information” and corresponding ASN.1 description remain unchanged 
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	The specified UE behavior is unclear. The UE can not decide whether it shall reset the MAC-hs entity if the IE "MAC-hs reset indicator" is set to FALSE.
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Proposed Change

< MODIFIED SECTION >
8.6.5.6
Added or Reconfigured DL TrCH information

If the IE "Added or Reconfigured DL TrCH information" is included then for the transport channel identified by the IE "DL Transport Channel Identity" the UE shall:

1>
if the choice "DL parameters" is set to 'explicit':

2>
perform the actions for the IE "Transport Format Set" as specified in subclause 8.6.5.1.

1>
if the choice "DL parameters" is set to 'same as uplink':

2>
if the IE "UL Transport Channel Identity" indicates an existing or a new UL Transport Channel:

3>
store as transport format for this transport channel the transport format associated with the transport channel identified by the IE "UL Transport Channel Identity".

2>
else:

3>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if the choice "DL parameters" is set to 'HSDSCH':

2>
if the IE "HARQ Info" is included:

3>
perform the actions specified in subclause 8.6.5.6b.

2>
if the value of IE "MAC-hs reset indicator" is TRUE:

3>
reset the MAC-hs entity[15].

1>
if the IE "DCH quality target" is included:

2>
perform the actions specified in subclause 8.6.5.4.

< REFERENCE SECTION >
10.3.5.1
Added or Reconfigured DL TrCH information

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Downlink transport channel type
	MP
	
	Enumerated(DCH,DSCH
	
	

	
	
	
	,HS-DSCH)
	
	REL-5

	DL Transport channel identity
	MP
	
	Transport channel identity 10.3.5.18
	
	

	
	CV-not HS-DSCH
	
	
	
	REL-5

	CHOICE DL parameters
	
	
	
	
	

	>Explicit
	
	
	
	
	

	>>TFS
	MP
	
	Transport Format Set 10.3.5.23
	
	

	>SameAsUL
	
	
	
	
	

	>>Uplink transport channel type
	MP
	
	Enumerated(DCH,USCH)
	USCH is TDD only
	

	>>UL TrCH identity
	MP
	
	Transport channel identity 10.3.5.18
	Same TFS applies as specified for indicated UL TrCH
	

	>HS-DSCH
	
	
	
	
	REL-5

	>>HARQ Info
	OP
	
	HARQ info 10.3.5.7a
	
	REL-5

	>>MAC-hs reset indicator
	MP
	
	Boolean
	TRUE Indicates the MAC-hs entity needs to be reset.
	REL-5

	>>Added or reconfigured MAC-d flow
	OP
	
	Added or reconfigured MAC-d flow 10.3.5.1a
	
	REL-5

	DCH quality target
	OP
	
	Quality target 10.3.5.10
	
	

	Transparent mode signalling info
	CV-MessageType
	
	Transparent mode signalling info 10.3.5.17
	This IE is not used in RB RELEASE message nor RB RECONFIGURATION message
	


	Condition
	Explanation

	MessageType
	This IE is not needed in Radio Bearer Release message and Radio Bearer Reconfiguration message. Otherwise it is optional.

	NotHS-DSCH
	If the downlink transport channel type is DCH or DSCH then this IE is mandatory otherwise it is not needed.
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