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	Reason for change:
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CR editor:
The IE ‘RB information to setup’ in the tabular notation provides a choice between RLC Info type = ‘RLC info’ or ‘Same as RB’ (see the shaded cells in the table below). The latter alternative has incorrectly been removed from the REL-4 version of the corresponding IE in ASN.1.

10.3.4.20
RB information to setup

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	RB identity
	MP
	
	RB identity 10.3.4.16
	

	PDCP info
	OP
	
	PDCP info 10.3.4.2
	

	CHOICE RLC info type
	MP
	
	
	

	>RLC info
	
	
	RLC info 10.3.4.23
	

	>Same as RB
	
	
	RB identity 10.3.4.16
	Identity of RB with exactly the same RLC info IE values

	RB mapping info
	MP
	
	RB mapping info 10.3.4.21
	


NOTE:

This information element is included within IE "Predefined RB configuration".
CR editor:
In the REL-4 version of the IE ‘RB-InformationSetup’, the reference to the IR ‘RLC-InfoChoice’ has incorrectly been replaced by a direct reference to the IE ‘RLC-Info’, thereby removing the option to use the RLC info type = ‘Same as RB’, cf. subclause 10.3.4.20 in the tabular notation.

RB-InformationSetup ::=



SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-Info






OPTIONAL,


rlc-InfoChoice





RLC-InfoChoice,


rb-MappingInfo





RB-MappingInfo

}

RB-InformationSetup-r4 ::=


SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-Info-r4





OPTIONAL,



rlc-InfoChoice





RLC-InfoChoice,


rb-MappingInfo





RB-MappingInfo

}

CR editor:
The IE ‘RLC-Info’ and IE ‘RLC-InfoChoice’ are provided for information.

RLC-Info ::=





SEQUENCE {


ul-RLC-Mode






UL-RLC-Mode






OPTIONAL,


dl-RLC-Mode






DL-RLC-Mode






OPTIONAL

}

RLC-InfoChoice ::=




CHOICE {


rlc-Info






RLC-Info,


same-as-RB






RB-Identity

}
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