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	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2076
	-
	Rel-5
	START value calculation for RLC size change
	F
	5.6.0
	5.7.0
	R2-032241
	TEI5

	25.331
	2103
	-
	Rel-5
	Initialisation of virtual active set
	F
	5.6.0
	5.7.0
	R2-032543
	TEI5

	25.331
	2139
	1
	Rel-5
	RRM in PCH/FACH
	B
	5.6.0
	5.7.0
	R2-032687
	TEI5

	25.331
	2140
	-
	Rel-5
	Correction of operating band reference
	F
	5.6.0
	5.7.0
	R2-032625
	TEI5

	25.331
	2142
	-
	Rel-5
	Correction to the procedural description: Reconfiguration of MAC-d flow
	F
	5.6.0
	5.7.0
	R2-032627
	HSDPA-L23

	25.331
	2143
	1
	Rel-5
	Enhancement of RRC transaction identifier for measurement control message
	C
	5.6.0
	5.7.0
	R2-032688
	TEI5

	25.331
	2145
	-
	Rel-5
	TDD C-RNTI in Cell DCH
	F
	5.6.0
	5.7.0
	R2-032633
	TEI5

	25.331
	2149
	-
	Rel-5
	IP activation time for RB0
	F
	5.6.0
	5.7.0
	R2-032638
	TEI5

	25.331
	2159
	-
	Rel-5
	COUNT-I reverting in case Security Mode Control procedure failure
	F
	5.6.0
	5.7.0
	R2-032638
	TEI5
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