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	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.307
	015
	1
	Rel-5
	Frequency band alignment with 25.101
	A
	5.1.0
	5.2.0
	R2-040349
	Rinimp-UMTS1721, Rinimp-UMTS1800, Rinimp-UMTS1900

	25.307
	016
	1
	Rel-6
	Frequency band alignment with 25.101
	A
	6.0.0
	6.1.0
	R2-040350
	Rinimp-UMTS1721, Rinimp-UMTS1800, Rinimp-UMTS1900

	25.307
	017
	-
	R99
	Frequency band alignment with 25.101
	F
	3.2.0
	3.3.0
	R2-040346
	Rinimp-UMTS1721, Rinimp-UMTS1800, Rinimp-UMTS1900

	25.307
	018
	-
	Rel-4
	Frequency band alignment with 25.101
	A
	4.2.0
	4.3.0
	R2-040347
	Rinimp-UMTS1721, Rinimp-UMTS1800, Rinimp-UMTS1900

	25.331
	2228
	-
	Rel-5
	Frequency band alignment with 25.101
	F
	5.7.1
	5.8.0
	R2-040263
	Rinimp-UMTS1721, Rinimp-UMTS1900, Rinimp-UMTS1800

	25.331
	2229
	-
	Rel-6
	Frequency band alignment with 25.101
	F
	6.0.1
	6.1.0
	R2-040264
	Rinimp-UMTS1721, Rinimp-UMTS1900, Rinimp-UMTS1800, Rinimp-UMTS800
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