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11.2
PDU definitions


:

-- ***************************************************

--

-- UE CAPABILITY INFORMATION

--

-- ***************************************************

UECapabilityInformation ::= SEQUENCE {


-- User equipment IEs



rrc-TransactionIdentifier

RRC-TransactionIdentifier


OPTIONAL,



ue-RadioAccessCapability

UE-RadioAccessCapability


OPTIONAL,


-- Other IEs



ue-RATSpecificCapability

InterRAT-UE-RadioAccessCapabilityList



OPTIONAL,



v370NonCriticalExtensions


SEQUENCE {




ueCapabilityInformation-v370ext
UECapabilityInformation-v370ext,




v380NonCriticalExtensions


SEQUENCE {





ueCapabilityInformation-v380ext

UECapabilityInformation-v380ext-IEs,





v3a0NonCriticalExtensions


SEQUENCE {






ueCapabilityInformation-v3a0ext

UECapabilityInformation-v3a0ext-IEs,






laterNonCriticalExtensions


SEQUENCE {







-- Container for additional R99 extensions







ueCapabilityInformation-r3-add-ext

BIT STRING

OPTIONAL,







-- Reserved for future non critical extension







v4b0NonCriticalExtensions


SEQUENCE {








ueCapabilityInformation-v4b0ext

UECapabilityInformation-v4b0ext,








v5xyNonCriticalExtensions


SEQUENCE {









ueCapabilityInformation-v5xyext

UECapabilityInformation-v5xyext,









nonCriticalExtensions



SEQUENCE {}

OPTIONAL








}

OPTIONAL







}

OPTIONAL






}

OPTIONAL





}

OPTIONAL




}

OPTIONAL



}

OPTIONAL
}

UECapabilityInformation-v370ext ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v370ext

UE-RadioAccessCapability-v370ext

OPTIONAL

}

UECapabilityInformation-v380ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v380ext

UE-RadioAccessCapability-v380ext


OPTIONAL,



dl-PhysChCapabilityFDD-v380ext


DL-PhysChCapabilityFDD-v380ext

}

UECapabilityInformation-v3a0ext-IEs ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3a0ext

UE-RadioAccessCapability-v3a0ext

OPTIONAL

}

UECapabilityInformation-v4b0ext ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v4b0ext
UE-RadioAccessCapability-v4b0ext

}

UECapabilityInformation-v5xyext ::= SEQUENCE {


-- User equipment IEs



ue-RadioAccessCapability-v3g0ext

UE-RadioAccessCapability-v3g0ext

OPTIONAL,



ue-RadioAccessCapability-v5xyext

UE-RadioAccessCapability-v5xyext

OPTIONAL,


-- Other IEs



ue-RATSpecificCapability-v5xyext
InterRAT-UE-RadioAccessCapability-v5xyext
OPTIONAL
}
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