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	There is an error in one of the additionnal frequency channel added for the band V (850 MHz). 
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	The correct frequency carrier in MHz is corrected according the 850 MHz spectrum arrangement.
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	One additionnal carrier could not be used.
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3.5
Channel arrangement

3.5.1
Channel spacing

The nominal channel spacing is 5 MHz, but this can be adjusted to optimise performance in a particular deployment scenario.

3.5.2
Channel raster

The channel raster is 200 kHz for all bands,  which means that the centre frequency must be an integer multiple of 200 kHz. In addition an number of additional centre frequencies are specified according to table 3.2, which means that the centre frequencies for these channels are shifted 100 kHz relative to the general raster.

3.5.3
Channel number

The carrier frequency is designated by the UTRA Absolute Radio Frequency Channel Number (UARFCN). The UARFCNvalues are defined as follows.

Table 3.1: UARFCN definition (general)

	UPLINK (UL)

UE transmit, Node B receive
	DOWNLINK (DL)

UE receive, Node B transmit

	UARFCN
	Carrier frequency [MHz]

(FUL)) (Note 1)
	UARFCN
	Carrier frequency [MHz]

(FDL)) (Note 2)

	Nu = 5 * FUL
	0.0 MHz   FUL   3276.6 MHz
	Nd = 5 *  FDL
	0.0 MHz   FDL   3276.6 MHz

	Note 1:
FUL is the uplink frequency in MHz

Note 2:
FDL is the downlink frequency in MHz


Table 3.2: UARFCN definition (additional channels)

	Band
	UPLINK (UL)

UE transmit, Node B receive
	DOWNLINK (DL)

UE receive, Node B transmit

	
	UARFCN
	Carrier frequency [MHz]

(FUL))
	UARFCN
	Carrier frequency [MHz]

(FDL))

	I


	-
	-
	-
	-

	II


	Nu = 5 * (FUL – 1850.1 MHz)
	1852.5, 1857.5, 1862.5, 1867.5, 1872.5, 1877.5, 1882.5, 1887.5, 1892.5, 1897.5, 1902.5, 1907.5
	Nd = 5 * (FDL – 1850.1 MHz)
	1932.5, 1937.5, 1942.5, 1947.5, 1952.5, 1957.5, 1962.5, 1967.5, 1972.5, 1977.5, 1982.5, 1987.5

	III


	-
	-
	-
	-

	IV
	Nu = 5 * (FUL – 1480.1 MHz)
	1712.5, 1717.5, 1722.5, 1727.5, 1732.5, 1737.5 1742.5, 1747.5, 1752.5
	Nd = 5 * (FDL – 1820.1 MHz)
	2112.5, 2117.5, 2122.5, 2127.5, 2132.5, 2137.5, 2142.5, 2147.5, 2152.5

	V


	Nu = 5 * (FUL – 670.1 MHz)
	826.5, 827.5, 831.5, 832.5, 837.5, 842.5
	Nd = 5 * (FDL – 670.1 MHz)
	871.5, 872.5, 876.5,

877.5, 882.5, 887.5

	VI
	Nu = 5 * (FUL – 670.1 MHz)
	832.5, 837.5
	Nd = 5 * (FDL – 670.1 MHz)
	877.5, 882.5
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