3GPP TSG-RAN-WG2 Meeting #43 
Tdoc (
R2-041836

Prague, Czech Republic, 16th- 20th August 2004

	CR-Form-v7

	CHANGE REQUEST

	

	(

	25.331
	CR
	2418
	(

rev
	-
	(

Current version:
	6.2.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	x
	Core Network
	


	

	Title:
(

	Corrections to restrictions of operation of the virtual active set

	
	

	Source:
(

	RAN WG2

	
	

	Work item code:
(

	TEI5
	
	Date: (

	Aug/2004

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	Previously agreed CR2362 restricted the use of virtual active set functionality, but dueing application of this CR to Rel99/Rel4 some minor errors in the implementation of the original CR were found.  This CR corrects these errors.



	
	

	Summary of change:
(

	1. IE names referenced in section 8.6.7.14 incorrectly follow the names defined in the ASN.1 rather than those defined in the tabular definition.

2. ASN.1 comment stating UE behaviour if dummy or dummy2 are received changed to state that the UE behaviour is unspecified, as it is not possible for the UE to ignore these choices.

Impact Analysis:

This CR has no affect on implementation, and just makes the specfication simpler to understand.



	
	

	Consequences if 
(

not approved:
	Specification will remain unclear and difficult to follow.  For the case of the dummied ASN.1 parameters, the existing UE behaviour is not possible to implement.

	
	

	Clauses affected:
(

	8.6.7.14, 11.3 

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

8.6.7.14
Inter-frequency measurement

If the Inter-frequency cell info list, included in the variable CELL_INFO_LIST, includes a number (M) of frequencies that is larger than the number (N) considered in a UE performance requirement defined in [19] and [20]:

1>
the UE shall:

2>
meet this performance requirement on the first relevant (N) frequencies, according to the order defined by the position of the frequencies in the Inter-frequency cell info list, included in the variable CELL_INFO_LIST.

1>
the UE may:

2>
ignore the remaining (M-N) frequencies.

If IE "Inter-frequency measurement" is received by the UE in a MEASUREMENT CONTROL message, where IE "measurement command" has the value "setup", but IE "Inter-frequency measurement quantity", IE "Inter-frequency reporting quantity" or IE "parameters required for each event" (given "CHOICE Report criteria" is set to "inter-frequency measurement reporting criteria") is not received, the UE shall:

1>
clear all stored measurement control information related associated to this measurement identity in variable MEASUREMENT_IDENTITY;

1>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

If IE "Inter-frequency measurement" is received by the UE in a MEASUREMENT CONTROL message, where IE "measurement command" has the value "modify":

1>
if CHOICE "Report criteria" in IE "Inter-frequency measurement" is set to "intra-frequency measurement reporting criteria" and IE "parameters required for each event" is present:

2>
the UE behaviour is unspecified.
If IE "Inter-frequency measurement" is received by the UE in a MEASUREMENT CONTROL message, where IE "measurement command" has the value "setup" and CHOICE "Report criteria" in IE "Inter-frequency measurement" is set to "intra-frequency measurement reporting criteria":

1>
the UE behaviour is unspecified.
In the case of an inter-frequency measurement for FDD, the UE shall:

1>
if IE "Inter-frequency measurement" is received by the UE in a MEASUREMENT CONTROL message, where IE "measurement command" has the value "setup", if an inter-frequency event is configured that is different from event 2d or 2f, and if the IE "Inter-frequency SET UPDATE" is not received in that same message:

2>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

If IE "Inter-frequency measurement" is received by the UE in a MEASUREMENT CONTROL message:

1>
if CHOICE "Report criteria" is set to "inter-frequency measurement reporting criteria" and CHOICE "reporting criteria" in "inter-frequency measurement quantity" is not set to "inter-frequency reporting criteria"; or

1>
if CHOICE "Report criteria" is set to "intra-frequency measurement reporting criteria" and CHOICE "reporting criteria" in "inter-frequency measurement quantity" is not set to "intra-frequency reporting criteria":

2>
the UE behaviour is not specified.

If the variable CONFIGURATION_INCOMPLETE is set to TRUE, the UE shall:

1>
act as described in subclause 8.4.1.4a.

11.3
Information element definitions

[…]

-- dummy and dummy2 are not used in this version of the specification, they should

-- not be sent and if received the UE behaviour is not specified.
UE-AutonomousUpdateMode ::=


CHOICE {


dummy








NULL,


onWithNoReporting




NULL,


dummy2







RL-InformationLists 

}

[…]
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