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Agenda item 7.3.4
Source:
TSG-RAN WG2.
Title:
CRs to 25.331 Rel-4 (and associated Rel-5/Rel-6).
The following CRs are in RP-040330:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Workitem
	Doc-2nd-Level

	25.331
	2379
	-
	Rel-4
	Default Configurations for multiple AMR Rate Configurations
	F
	4.14.0
	4.15.0
	TEI4
	R2-041761

	25.331
	2380
	-
	Rel-5
	Default Configurations for multiple AMR Rate Configurations
	A
	5.9.0
	5.10.0
	TEI4
	R2-041762

	25.331
	2381
	-
	Rel-6
	Default Configurations for multiple AMR Rate Configurations
	A
	6.2.0
	6.3.0
	TEI4
	R2-041763

	25.331
	2382
	-
	Rel-4
	Correction on PRACH selection in 1.28Mcps TDD
	F
	4.14.0
	4.15.0
	LCRTDD-L23
	R2-041764

	25.331
	2383
	-
	Rel-5
	Correction on PRACH selection in 1.28Mcps TDD
	A
	5.9.0
	5.10.0
	LCRTDD-L23
	R2-041765

	25.331
	2384
	-
	Rel-6
	Correction on PRACH selection in 1.28Mcps TDD
	A
	6.2.0
	6.3.0
	LCRTDD-L23
	R2-041766

	25.331
	2423
	-
	Rel-4
	Correction on SIB12 validity
	F
	4.14.0
	4.15.0
	TEI4
	R2-041879


Note:
CRs 2382, 2383 and 2384 (Correction on PRACH selection in 1.28Mcps TDD) are presented by RAN WG1 under RP-040319 (as linked with 25.224 CRs 135rev1, 136rev1 and 137rev1). They are also related to CRs 1031 and 1032 on 25.433 (presented in RP-040324).
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