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The following CRs are in RP-040335:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Workitem
	Doc-2nd-Level

	25.331
	2401
	-
	Rel-5
	Predefined configurations for the RRC connection request
	F
	5.9.0
	5.10.0
	TEI5
	R2-041794

	25.331
	2402
	-
	Rel-6
	Predefined configurations for the RRC connection request
	A
	6.2.0
	6.3.0
	TEI5
	R2-041795

	25.331
	2403
	-
	Rel-5
	Cell update during reconfiguration from CELL_FACH to CELL_PCH
	F
	5.9.0
	5.10.0
	TEI5
	R2-041796

	25.331
	2404
	-
	Rel-6
	Cell update during reconfiguration from CELL_FACH to CELL_PCH
	A
	6.2.0
	6.3.0
	TEI5
	R2-041797

	25.331
	2405
	-
	Rel-5
	UE actions for Delta_ACK/NACK and repetition factor
	F
	5.9.0
	5.10.0
	HSDPA-L23
	R2-041799

	25.331
	2406
	-
	Rel-6
	UE actions for Delta_ACK/NACK and repetition factor
	A
	6.2.0
	6.3.0
	HSDPA-L23
	R2-041800

	25.331
	2407
	-
	Rel-5
	Calculation of UL transmit power for HS-SICH (TDD)
	F
	5.9.0
	5.10.0
	HSDPA-L23
	R2-041801

	25.331
	2408
	-
	Rel-6
	Calculation of UL transmit power for HS-SICH (TDD)
	A
	6.2.0
	6.3.0
	HSDPA-L23
	R2-041802

	25.331
	2409
	-
	Rel-5
	Handling of Timer T302 Expiry
	F
	5.9.0
	5.10.0
	TEI5
	R2-041804

	25.331
	2410
	-
	Rel-6
	Handling of Timer T302 Expiry
	A
	6.2.0
	6.3.0
	TEI5
	R2-041805

	25.331
	2411
	-
	Rel-5
	Correct naming for HS-DSCH with DCH multiplexing option
	F
	5.9.0
	5.10.0
	HSDPA-L23
	R2-041808

	25.331
	2412
	-
	Rel-6
	Correct naming for HS-DSCH with DCH multiplexing option
	A
	6.2.0
	6.3.0
	HSDPA-L23
	R2-041809

	25.331
	2413
	-
	Rel-5
	Compressed Pre-defined configurations description in new Annex C
	F
	5.9.0
	5.10.0
	TEI5
	R2-041814

	25.331
	2414
	-
	Rel-6
	Compressed Pre-defined configurations description in new Annex C
	A
	6.2.0
	6.3.0
	TEI5
	R2-041815

	25.331
	2415
	-
	Rel-5
	Interaction between integrity protection and the sending of downlink messages during SRNS relocation
	F
	5.9.0
	5.10.0
	TEI5
	R2-041833

	25.331
	2416
	-
	Rel-6
	Interaction between integrity protection and the sending of downlink messages during SRNS relocation
	A
	6.2.0
	6.3.0
	TEI5
	R2-041834
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