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1 Introduction

As the direct result of off line discussions it is necessary to update agreed CR2471r1 to TS25.331 and its respective Rel-6 shadow CR, CR2472r1. These CRs are part of the batch submitted to this meeting in tdoc RP-040482. 

2 Discussion

It has been pointed out that section 8.2.5.2 describes only the UTRAN actions and that the inclusion of new text in the CR describing the UE behaviour is therefore wrong. This text is therefore removed.
Also, in section 8.2.5.2 the text describes the UTRAN’s use of an IE “Activation time for TFC subset” for defining the point of time for the application of a TFC restriction, implemented by the UE, on its subsequent reception of a TRANSPORT FORMAT COMBINATION CONTROL message. It has also been pointed out however that the UE’s use of this activation time for applying the received TFC subset, was missing from the text in the original CR. Text has been added to cover this omission.
3 Proposal

It is proposed that the attached new versions of these CRs for Rel-5 [1] and the respective shadow CR for Rel-6 [2], which correct these discrepancies, are approved in place of the original CRs agreed in RAN WG2 meeting #45.

4 Attachments

[1] 25331CR2471R2.doc (which contains TS25.331 v 5.10.0 CR2471 rev2 TFC Subset Variable Usage and Application of Transport Format Combination Subset)
[2] 25331CR2472R2.doc (which contains TS25.331 v 6.3.0 CR2472 rev2 TFC Subset Variable Usage and Application of Transport Format Combination Subset)
