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	Remarks

	R1-050359
	25.211
	203
	1
	Rel-6
	F
	6.4.0
	Correction of text on E-RGCH duration
	EDCH-Phys
	

	R1-050544
	25.211
	210
	1
	Rel-6
	F
	6.4.0
	Clarification on EACGH transmission interval
	EDCH-Phys
	

	R1-050546
	25.211
	212
	1
	Rel-6
	F
	6.4.0
	Clarification on E-DCH timing
	EDCH-Phys
	

	R1-050540
	25.212
	204
	2
	Rel-6
	F
	6.4.0
	E-DCH Corrections
	EDCH-Phys
	

	R1-050541
	25.212
	205
	1
	Rel-6
	F
	6.4.0
	Compressed Mode Operation for the Enhanced Uplink
	EDCH-Phys
	Linked RAN2 CR (CR 216 to 25.321) is packed in separate package.

	R1-050329
	25.212
	206
	-
	Rel-6
	F
	6.4.0
	E-HICH and E-RGCH serving/non-serving definition clarification
	EDCH-Phys
	

	R1-050429
	25.212
	215
	-
	Rel-6
	F
	6.4.0
	Clarification on E-AGCH bit mapping
	EDCH-Phys
	

	R1-050434
	25.212
	216
	-
	Rel-6
	F
	6.4.0
	Determination of SF and number of PhCHs considering SF2
	EDCH-Phys
	

	R1-050505
	25.212
	219
	-
	Rel-6
	F
	6.4.0
	Re-ordering of the E-DPCCH bit mapping
	EDCH-Phys
	

	R1-050543
	25.212
	220
	-
	Rel-6
	F
	6.4.0
	Coding for E-AGCH
	EDCH-Phys
	

	R1-050537
	25.213
	074
	2
	Rel-6
	F
	6.2.0
	Power Offset values for E-PDDCH/E-DPCCH
	EDCH-Phys
	

	R1-050549
	25.213
	075
	3
	Rel-6
	F
	6.2.0
	Support of different HARQ profiles
	EDCH-Phys
	

	R1-050565
	25.214
	363
	4
	Rel-6
	F
	6.5.0
	Power control at the maximum power limit
	EDCH-Phys
	

	R1-050550
	25.214
	372
	4
	Rel-6
	F
	6.5.0
	Support of different HARQ profiles
	EDCH-Phys
	

	R1-050346
	25.214
	373
	-
	Rel-6
	F
	6.5.0
	Lowest reference E-TFC for the gain factor setting for E-DCH
	EDCH-Phys
	

	R1-050576
	25.214
	380
	3
	Rel-6
	F
	6.5.0
	Clarification on E-DCH timing
	EDCH-Phys
	

	R1-050536
	25.214
	381
	1
	Rel-6
	F
	6.5.0
	DPCCH gain factor with no DPDCH configured
	EDCH-Phys
	

	R1-050542
	25.214
	382
	2
	Rel-6
	F
	6.5.0
	Compressed Mode Operation for the Enhanced Uplink
	EDCH-Phys
	Linked RAN2 CR (CR 216 to 25.321) is packed in separate package.


