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<Start of first modified section>
Table 1: Applicability of tests

	8.3.1.1
	RRC / Cell Update: cell reselection in CELL_FACH
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.2
	RRC / Cell Update: cell reselection in CELL_PCH
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.3
	RRC / Cell Update: periodical cell update in CELL_FACH
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.4
	RRC / Cell Update: periodical cell update in CELL_PCH 
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.5
	RRC / Cell Update: UL data transmission in URA_PCH
	R99
	C90
	 UEs supporting FDD and PS domain services and CS domain services.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.6
	RRC / Cell Update: UL data transmission in CELL_PCH
	R99
	C90
	 UEs supporting FDD and PS domain services and CS domain services.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.7
	Void
	
	
	

	8.3.1.8
	Void
	
	
	

	8.3.1.9
	RRC / Cell Update: re-entering of service area after T305 expiry and being out of service area
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.10
	RRC / Cell Update: expiry of T307 after T305 expiry and being out of service area
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.11
	RRC / Cell Update: Success after T302 time-out
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.12
	RRC / Cell Update: Failure (After Maximum Re-transmissions)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.13
	RRC / Cell Update: Reception of Invalid CELL UPDATE CONFIRM message
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.14
	RRC / Cell Update: Incompatible simultaneous reconfiguration
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.15
	RRC / Cell Update: Unrecoverable error in Acknowledged Mode RLC 
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

	8.3.1.16
	Void
	
	
	

	8.3.1.17
	RRC / Cell Update: Failure (UTRAN initiate an RRC connection release procedure on CCCH)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.18
	RRC / Cell Update: Radio Link Failure (T314>0, T315=0), CS RAB established
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

	8.3.1.19
	Void
	
	
	

	8.3.1.20
	RRC / Cell Update: Reception of CELL UPDATE CONFIRM Message that causes invalid configuration
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.21
	Cell Update: Cell reselection to cell of another PLMN belonging to the equivalent PLMN list
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

	8.3.1.22
	Cell update: Restricted cell reselection to a cell belonging to forbidden LA list (Cell_FACH)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.23
	Cell Update: HCS cell reselection in CELL_FACH
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option.

	8.3.1.24
	Cell Update: HCS cell reselection in CELL_PCH
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.25
	CELL UPDATE: Radio Link Failure (T314=0, T315=0)
	R99
	C01
	UEs supporting FDD.

	8.3.1.26
	Cell Update: Radio Link Failure (T314>0, T315=0), PS RAB established
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.3.1.27
	Cell Update: Radio Link Failure (T314=0, T315>0), CS RAB
	R99
	C01
	UEs supporting FDD.

	8.3.1.28
	Cell Update: Radio Link Failure (T314=0, T315>0), PS RAB
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.3.1.29
	Cell Update: Radio Link Failure (T314>0, T315>0), CS RAB
	R99
	C01
	UEs supporting FDD.

	8.3.1.30
	Cell Update: Radio Link Failure (T314>0, T315>0), PS RAB
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.3.1.31
	Cell Update: re-entering of service area from URA_PCH after T316 expiry but before T317 expiry
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.3.1.32
	Cell Update: Transition from URA_PCH to CELL_DCH, start of HS-DSCH reception
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.3.1.33
	Cell Update: Transition from CELL_PCH to CELL_DCH, start of HS-DSCH reception, frequency band modification
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.3.1.34
	Cell Update: Transition from CELL_DCH to CELL_FACH, stop of HS-DSCH reception
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.3.1.35
	Cell Update: Transition from CELL_DCH to CELL_DCH, with active HS-DSCH reception
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.3.1.36
	Cell Update: Transition from CELL_DCH to CELL_FACH (stop of HS-DSCH reception with frequency modification)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.3.1.37
	Cell Update: Transition from CELL_DCH to CELL_DCH (with active HS-DSCH reception and frequency modification)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.3.1.38
	Cell Update: state specific handling of Treselection and Qhyst for cell reselection in CELL_FACH
	Rel-5
	C01
	UEs supporting FDD

	8.3.1.39
	Cell Update: state specific handling of Treselection and Qhyst for cell reselection in CELL_PCH
	Rel-5
	C01
	UEs supporting FDD 


<End of first modified section>
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