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	As per 34.123-1 section 8.2.1.9.4 timer poll should be set as 800ms.

In the TTCN during the creation of the cell, timer poll for AM SRBs is set to 800ms. However later after the reception of RRC Connection Release complete in the preamble, teststep ts_SS_RB1_ToRB4_Cfg is used which sets timer poll for AM SRBs to 200ms.

	
	

	Summary of change:
(

	Created a new teststep ts_CRLC_RelReconfSRB_TimerPoll for release and reconfiguration SRB 1 to 4 with a timer poll of 800ms for AM SRB’s.

	
	

	Consequences if 
(

not approved:
	TTCN implementation may fail a conformant UE.

	
	

	Clauses affected:
(

	tc_8_2_1_9

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	x
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	Similar changes are required for test case 8.2.1.8


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

Change 1:

	Teststep
	pr_GotoState6_5_Or6_7_MO_TimerPoll

	Reason for change
	As per 34.123-1 section 8.2.1.9.4 timer poll should be set as 800ms.

In the TTCN during the creation of the cell, timer poll for AM SRBs is set to 800ms. However later after the reception of RRC Connection Release complete in the preamble, teststep ts_SS_RB1_ToRB4_Cfg is used which sets timer poll for AM SRBs to 200ms.

	Summary of change
	Created a new teststep ts_CRLC_RelReconfSRB_TimerPoll for release and reconfiguration SRB 1 to 4 with a timer poll of 800ms for AM SRB’s.

	Source of change
	New change
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