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2 Changes required to ASN.1 messages
2.1 Changes which require constraint modification

	PDU definition
	Field name
	Previous definition
	New definition

	SysInfoType1
	ue_ConnTimersAndConstants.T-317
	ENUMERATED {s0(0), s10(1), s30(2), s60(3), s180(4), s600(5), s1200(6), s1800(7)}
	ENUMERATED {infinity0(0), infinity1(1), infinity2(2), infinity3(3), infinity4(4), infinity5(5), infinity6(6), infinity7(7)}

	UE_RadioAccessCapability
	accessStratumReleaseIndicator
	This field has been deleted
	

	UTRANMobilityInformation
	ue_ConnTimersAndConstants.T-317
	ENUMERATED {s0(0), s10(1), s30(2), s60(3), s180(4), s600(5), s1200(6), s1800(7)}
	ENUMERATED {infinity0(0), infinity1(1), infinity2(2), infinity3(3), infinity4(4), infinity5(5), infinity6(6), infinity7(7)}

	
	DL_RLC_StatusInfo
	timerEPC
	dummy

	InitDirectTransfer

	IntraDomainNasNodeSelector.version.release99.cn_Type.Gsm-map-IDNNS
	enteredparameter
	dummy


2.2 Removal of unused optional fields

Several optional fields have been also been renamed in the new ASN.1 version.  This field has been removed from all constraints where it was specified as OMIT.  An example of fields that have been renamed are:

nonCriticalExtensions renamed to v4b0NonCriticalExtensions
3 Changes required to NAS messages
	PDU Definition
	Changes Required
	Ref: 3GPP 24.008 clause

	LOCATIONUPDATINGACCEPT
	New IE: Emergency Number List
	9.2.13

	CALLCONFIRMED
	New IE: Supported Codecs
	9.3.2

	EMERGENCYSETUP
	New IEs: Supported Codecs, Emergency Category
	9.3.8

	MODIFY
	Delete IE: Immediate Modification Indicator
	9.3.13

	SETUPdl
	New IE: Backup Bearer Capability
	9.3.23.1

	SETUPul
	New IE: Supported Codecs
	9.3.23.2

	ATTACHREQUEST
	New IE: PS LCS Capability
	9.4.1

	ATTACHACCEPT
	New IEs: Radio Priority for TOM (formerly spare4), Emergency Number List

Modified IE: T3302Value is now 3 octets (new type)
	9.4.2

	ATTACHREJECT
	Modified IE: T3302Value is now 3 octets (new type)
	9.4.4

	ROUTINGAREAUPDATEREQUEST
	New IE: PC LCS Capability
	9.4.14

	ROUTINGAREAUPDATEACCEPT
	New IEs: Network Feature Support, Emergency Number List

Modified IE: T3302Value is now 3 octets (new type)
	9.4.15

	ROUTINGAREAUPDATEREJECT
	Modified IE: T3302Value is now 3 octets (new type)
	9.4.17

	ACTIVATESECONDARYPDPCONTEXTREQUEST
	New IE:Protocol Configuration Options
	9.5.4

	ACTIVATESECONDARYPDPCONTEXTACCEPT
	New IE: Protocol Configuration Options
	9.5.5

	ACTIVATESECONDARYPDPCONTEXTREJECT
	New IE: Protocol Configuration Options
	9.5.6

	REQUESTPDPCONTEXTACTIVATIONACTIVATION
	New IE: Protocol Configuration Options
	9.5.7

	REQUESTPDPCONTEXTACTIVATIONREJECT
	New IE: Protocol Configuration Options
	9.5.8

	MODIFYPDPCONTEXTREQUEST_dl
	New IE: Protocol Configuration Options
	9.5.9

	MODIFYPDPCONTEXTREQUEST_ul
	New IE: Protocol Configuration Options
	9.5.10

	MODIFYPDPCONTEXTACCEPT_dl
	New IE: Protocol Configuration Options
	9.5.11

	MODIFYPDPCONTEXTACCEPT_ul
	New IE: Protocol Configuration Options
	9.5.12

	MODIFYPDPCONTEXTREJECT
	New IE: Protocol Configuration Options
	9.5.13

	DEACTIVATEPDPCONTEXTREQUEST
	New IE: Protocol Configuration Options
	9.5.14

	DEACTIVATEPDPCONTEXTACCEPT
	New IE: Protocol Configuration Options
	9.5.15


	IE Definition
	Changes Required
	Ref: 3GPP 24.008 clause

	QualityOfService_lv
	New Fields: Signalling Indication, Source Statistics Descriptor, Maximum bit rate for downlink(ext), Guaranteed bit rate for downlink (ext)
	10.5.6.5


4 Changes required to CSN.1 messages
	PDU Definition
	Changes Required
	Ref: 3GPP clause

	SI2terRO (Sys Info 2ter Rest Octets)
	New Field: 3G Additional Measurement Parameters Description
	44.018, 10.5.2.33a

	SI2quaterRO (Sys Info 2quater Rest Octets)
	New Field: 3G Additional Measurement Parameters Description
	44.018, 10.5.2.33b

	SI6RO (Sys Info 6 Rest Octets)
	New Field: GPRS_MS_TXPWR_MAX_CCH
	44.018, 10.5.2.35a

	PACKETUPLINKASSIGNMENT
	New Fields: G-RNTI Extension, RB Id

Modified Fields: Dynamic Allocation, Single Block Allocation, 

Deleted Fields: Fixed Allocation
	44.060, 11.2.29

	IARO (Immediate Assignment Rest Octets)
	New Fields: Compressed_Inter_RAT_HO_INFO_IND Modified Fields: Packet Uplink Assignment, EGPRS Packet Uplink Assignment
	44.018, 10.5.2.16

	PACKETRESOURCEREQUEST
	New Fields: G-RNTI Extension, Iu mode Channel Request Description, HFN_LSB
	44.060, 11.2.16

	MSCLMK3
	New Fields: Extended DTM GPRS MultiSlot Class, High Multislot Capability, GERAN Iu Mode Capabilities, GERAN Feature Package 2, GMSK Multislot Power Profile, 8PSK Multislot Power Profile
	24.008, 10.5.1.7


4.1 Changes required to TSOs

The TSOs o_P_CheckClassmark3 and o_O_CheckClassmark3 check the contents of MSCLMK3.  Therefore these definitions also have to be updated accordingly

5 References
	3GPP 25.331 v.5.b.0

	3GPP 24.008 v5.c.0

	3GPP 44.018 v5.i.0

	3GPP 44.060 v5.e.0




















�PAGE \# "'Page: '#'�'"  �� �REF hyperlink "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.  


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to �REF hyperlink "http://www.3gpp.org/3G_Specs/3G_Specs.htm" �� �REF hyperlink "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See �REF hyperlink "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report �REF hyperlink "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.


�PAGE \# "'Page: '#'�'"  �� This is an example of pop-up text.





PAGE  
CR page 2

