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CRs (Rel-5 & Rel-6) on TEI5
The following CRs are in RP-050302:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.322
	0275
	-
	Rel-5
	Erroneous Sequence Number definition
	F
	5.10.0
	5.11.0
	R2-051539
	TEI5

	25.322
	0276
	-
	Rel-6
	Erroneous Sequence Number definition
	A
	6.3.0
	6.4.0
	R2-051540
	TEI5

	25.331
	2544
	-
	Rel-5
	Timing Reinitialized Handover & Radio Link Timing Adjustment
	F
	5.12.1
	5.13.0
	R2-051150
	TEI5

	25.331
	2545
	-
	Rel-6
	Timing Reinitialized Handover & Radio Link Timing Adjustment
	A
	6.5.0
	6.6.0
	R2-051151
	TEI5

	25.331
	2546
	-
	Rel-5
	Addition of omitted IE “report criteria” in MEASUREMENT CONTROL message “modify” command
	F
	5.12.1
	5.13.0
	R2-051156
	TEI5

	25.331
	2547
	-
	Rel-6
	Addition of omitted IE “report criteria” in MEASUREMENT CONTROL message “modify” command
	A
	6.5.0
	6.6.0
	R2-051157
	TEI5

	25.331
	2571
	-
	Rel-5
	CTFC calculation for DCH
	F
	5.12.1
	5.13.0
	R2-051542
	TEI5

	25.331
	2572
	-
	Rel-6
	CTFC calculation for DCH
	A
	6.5.0
	6.6.0
	R2-051543
	TEI5

	25.331
	2573
	-
	Rel-5
	Default RB identity in IE 'Signalling RB information to setup'
	F
	5.12.1
	5.13.0
	R2-051544
	TEI5

	25.331
	2574
	-
	Rel-6
	Default RB identity in IE 'Signalling RB information to setup'
	A
	6.5.0
	6.6.0
	R2-051545
	TEI5

	25.331
	2575
	-
	Rel-5
	Default configuration 13
	F
	5.12.1
	5.13.0
	R2-051546
	TEI5

	25.331
	2576
	-
	Rel-6
	Default configuration 13
	A
	6.5.0
	6.6.0
	R2-051547
	TEI5

	25.331
	2606
	1
	Rel-5
	UE behaviour for DCH SIR target setting for Downlink power control
	F
	5.12.1
	5.13.0
	R2-051690
	TEI5

	25.331
	2607
	1
	Rel-6
	UE behaviour for DCH SIR target setting for Downlink power control
	A
	6.5.0
	6.6.0
	R2-051691
	TEI5
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