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4.2.1.2.1
Transmitting UM RLC entity

The transmitting UM-RLC entity receives RLC SDUs from upper layers through the UM-SAP.

The transmitting UM RLC entity segments the RLC SDU into UMD PDUs of appropriate size, if the RLC SDU is larger than the length of available space in the UMD PDU. The UMD PDU may contain segmented and/or concatenated RLC SDUs. UMD PDU may also contain padding to ensure that it is of a valid length. Length Indicators are used to define boundaries between RLC SDUs within UMD PDUs unless the "Extension bit" already indicates that a UMD PDU contains exactly one complete SDU. Length Indicators are also used to define whether Padding is included in the UMD PDU.

If ciphering is configured and started, an UMD PDU is ciphered (except for the UMD PDU header) before it is submitted to the lower layer.

The transmitting UM RLC entity submits UMD PDUs to the lower layer through either a CCCH, SHCCH, DCCH, CTCH, DTCH, MCCH, MSCH or an MTCH logical channel.
8.2
Primitive parameters

Following parameters are used in the primitives:

1)
The parameter Data is the RLC SDU that is mapped onto the Data field in RLC PDUs. When AM or UM RLC entities are used, the length of the Data parameter is a multiple of 8 bits, otherwise (TM RLC entity) the length of Data parameter is a bit-string whose length may not be a multiple of 8 bits.

2)
The parameter Confirmation Request (CNF) indicates whether the transmitting side of the AM RLC entity needs to confirm the reception of the RLC SDU by the peer-RLC AM entity. If required, once all AMD PDUs that make up the RLC SDU are positively acknowledged by the receiving AM RLC entity, the transmitting AM RLC entity notifies upper layers.

3)
The parameter Message Unit Identifier (MUI) is an identity of the RLC SDU, which is used to indicate which RLC SDU that is confirmed with the RLC-AM-DATA-Conf. primitive, or discarded with the RLC-AM/UM/TM-DATA-Conf. Primitive.

4)
The parameter E/R indicates establishment, re-establishment, release or modification of an RLC entity, where re-establishment is applicable to AM and UM RLC entities only. If re-establishment is requested, the state variables and configurable parameters are initialised according to subclause 9.7.7. If release is requested, all protocol parameters, variables and timers are released and the RLC entity enters the NULL state. If modification is requested, the protocol parameters indicated by upper layers (e.g. ciphering parameters) are only modified, while keeping the other protocol parameters, such as the protocol variables, protocol timers and protocol state unchanged. AM RLC entities are always re-established if any of the uplink or downlink AMD PDU size is changed. The modification of other protocol parameters does not require a re-establishment.
5)
The parameter Event Code (EVC) indicates the reason for the CRLC-STATUS-Ind e.g., unrecoverable errors such as data link layer loss or recoverable status events such as reset.

6)
The parameter Ciphering Elements are only applicable for UM and AM operations. These parameters are Ciphering Mode, Ciphering Key, Transmitting Activation Time (Sequence Number to activate a new ciphering configuration at the Sender), Receiving Activation Time (Sequence Number to activate a new ciphering configuration at the Receiver) and HFN (Hyper Frame Number).

7)
The AM_parameters are only applicable for AM operation. These parameters are AMD PDU size, In-sequence Delivery Indication (indicating that RLC SDUs are delivered to upper layers in sequence or that they can be delivered out of sequence), Timer values (see subclause 9.5), Protocol parameter values (see subclause 9.6), Polling triggers (see subclause 9.7.1), Status triggers (see subclause 9.7.2), Periodical Status blocking configuration (see subclause 9.7.2), SDU discard mode (see subclause 9.7.3), Minimum WSN (see subclause 9.2.2.11.3), and Send MRW. The Minimum WSN is always greater than or equal to the number of transport blocks in the smallest transport block set. The Send MRW indicates that the information of each discarded RLC SDU is sent to the Receiver, and the MRW SUFI is sent to the Receiver even if no segments of the RLC SDU to be discarded were submitted to a lower layer.
8)
The parameter DiscardInfo indicates to upper layer the discarded RLC SDU in the peer-RLC AM entity. It is applicable only when in-sequence delivery is configured and it is to be used when upper layers require the reliable data transfer.

9)
The Stop parameter is applicable to AM and UM RLC entities only and indicates to the RLC entity to (see subclause 9.7.6):

-
not transmit nor receive any RLC PDUs.

10)
The Continue parameter is applicable to AM and UM RLC entities only and indicates to the RLC entity to continue transmission and reception of RLC PDUs.
11)
The UM_parameters are only applicable for UM operation. It contains Timer_Discard value (see subclause 9.5), use Alternative E-bit interpretation (see subclause 9.2.2.5), largest UL UMD PDU size (see subclause 9.2.2.8) and DL RLC UM LI size (see subclause 9.2.2.8). For a receiving UM RLC in a UE, an additional parameter indicating use/ no use of out of sequence SDU delivery is included (see subclause 11.2.3.2). If out of sequence SDU delivery is used, the parameters OSD_Window_Size (see subclause 9.6) and the timeout value of Timer_OSD (see subclause 9.5) are included. For a receiving UM RLC in a UE, an additional parameter indicating use/ no use of duplicate avoidance and reordering is included (see subclause 9.7.10). If duplicate avoidance and reordering is used, the parameters DAR_Window_Size (see subclause 9.6) and the timeout value of Timer_DAR (see subclause 9.5) are included.

12)
The TM_parameters are only applicable for TM operation. It contains e.g. segmentation indication (see subclauses 9.2.2.9 and 11.1.2.1), Timer_Discard value (see subclause 9.5) and delivery of erroneous SDU indication (see subclause 11.1.3).

13)
The N parameter indicates that an RLC entity will not send a PDU with "Sequence Number">=VT(S)+N for AM and "Sequence Number">=VT(US)+N for UM, where N is a non-negative integer.

14)
The VT(S) parameter indicates the value of the Send State Variable for the case of the AM.
15)
The VT(US) parameter indicates the value of the UM Data State Variable, for the case of the UM.
16)
The Error_Indicator parameter indicates that the RLC SDU is erroneous (see subclause 11.1.3).
17)
The parameter UE-ID type indicator indicates the RNTI type (U-RNTI or C-RNTI) to be used for the associated RLC SDU. This parameter is not required at the UE.
18)
The parameter DiscardReq indicates whether the transmitting RLC entity needs to inform the upper layers of the discarded RLC SDU. If required, the transmitting RLC entity notifies upper layers when the SDU is discarded.

19)
The parameter Status is only applicable for AM operation. This parameter indicates whether a RLC SDU is successfully transmitted or discarded.

SECTIONS DELETED
9.2.2.5
Extension bit (E)

Length: 1bit.

 The interpretation of this bit depends on RLC mode and higher layer configuration:

-
In the UMD PDU, the "Extension bit" in the first octet has either the normal E-bit interpretation or the alternative E-bit interpretation depending on higher layer configuration. The "Extension bit" in all the other octects always has the normal E-bit interpretation.

-
In the AMD PDU, the "Extension bit" always has the normal E-bit interpretation.

Normal E-bit interpretation: 
	Bit
	Description

	0
	The next field is data, piggybacked STATUS PDU or padding

	1
	The next field is Length Indicator and E bit


Alternative E-bit interpretation:

	Bit
	Description

	0
	The next field is a complete SDU, which is not segmented, concatenated or padded.

	1
	The next field is Length Indicator and E bit


[Ediotrs Note] A paragraph is deleted
SECTIONS DELETED
9.2.2.8
Length Indicator (LI)

Unless the "Extension bit" indicates that a UMD PDU contains a complete SDU which is not segmented, concatenated or padded, a "Length Indicator" is used to indicate the last octet of each RLC SDU ending within the PDU.  If the "Extension bit" indicates that the UMD PDU contains a complete SDU which is not segmented, concatenated or padded, no LIs are present in this UMD PDU.
Except for the predefined values reserved for special purposes and listed in the tables below, the "Length Indicator" shall:
-
be set to the number of octets between the end of the RLC header and up to and including the last octet of an RLC SDU segment;

-
be included in the PDUs that they refer to.
The size of the "Length Indicator" may be either 7 bits or 15 bits. The "Length Indicator" size is determined independently for uplink and downlink. The value of a "Length Indicator" shall not exceed the values specified in subclauses 11.2.4.2 and 11.3.4.5 respectively for UMD and AMD PDUs.

The "Length Indicators" which refer to the same PDU shall:

-
not be reordered in case of retransmission;

-
be in the same order as the RLC SDUs that they refer to.

For AM:

-
if the "AMD PDU size" is ( 126 octets:

-
7-bit "Length Indicators" shall be used.

-
else:

-
15-bit "Length Indicators" shall be used.

-
the size of the "Length Indicator" is always the same for all AMD PDUs, for one RLC entity.

For UM uplink:
-
if the "largest UL UMD PDU size" is ( 125 octets:

-
7-bit "Length Indicators" shall be used.

-
else:

-
15-bit "Length Indicators" shall be used.

For UM downlink:

-
the "Length Indicator" size provided in "DL RLC UM LI size" shall be used.

For UM:

-
between modifications of the "largest UMD PDU size", the size of the "Length Indicator" is the same for all UMD PDUs;

-
if the RLC SDU begins in the beginning of the RLC PDU; and
-
if the RLC PDU is transmitted in uplink; and
-
if the "Length Indicators" indicating that a RLC SDU ended exactly in the end or one octet short (only when 15-bit "Length Indicators" is used) of the previous RLC PDU are not present; and
-
if the "Extension bit " does not indicate that the UMD PDU contains a complete SDU which is not segmented, concatenated or padded:

-
if 7-bit "Length Indicator" is used:

-
the "Length Indicator" with value "111 1100" shall be used;

-
if 15-bit "Length Indicator" is used:

-
the "Length Indicator" with value "111 1111 1111 1100" shall be used.

-
in downlink:

-
if 7-bit "Length Indicator" is used:

-
the Receiver shall be prepared to receive the "Length Indicator" with value "111 1100";

-
the Receiver shall follow the discard rules in subclause 11.2.3 both when the "Length Indicator" with value "111 1100" is present and when it is absent.

-
if 15-bit "Length Indicator" is used:

-
the Receiver shall be prepared to receive the "Length Indicator" with value "111 1111 1111 1100";

-
the Receiver shall follow the discard rules in subclause 11.2.3 both when the "Length Indicator" with value "111 1111 1111 1100" is present and when it is absent.
In the case where the end of the last segment of an RLC SDU exactly ends at the end of a PDU and there is no "Length Indicator" that indicates the end of the RLC SDU, and the "Extension bit"  of the following PDU does not indicate that the UMD PDU contains a complete SDU which is not segmented, concatenated or padded:
-
if 7-bit "Length Indicator" is used:

-
a "Length Indicator" with value "000 0000" shall be placed as the first "Length Indicator" in the following PDU;

-
if 15-bit "Length Indicator" is used:

-
a "Length Indicator" with value "000 0000 0000 0000" shall be placed as the first "Length Indicator" in the following PDU.

In the case where a PDU contains a 15-bit "Length Indicator" indicating that an RLC SDU ends with one octet left in the PDU, the last octet of this PDU shall:

-
be padded by the Sender and ignored by the Receiver though there is no "Length Indicator" indicating the existence of Padding; and

-
not be filled with the first octet of the next RLC SDU data.

In the case where 15-bit "Length Indicators" are used in a PDU and the last segment of an RLC SDU is one octet short of exactly filling the PDU:

-
if a 15-bit "Length Indicator" is used for the following PDU:

-
the "Length Indicator" with value "111 1111 1111 1011" shall be placed as the first "Length Indicator" in the following PDU;

-
the remaining one octet in the current PDU shall be padded by the Sender and ignored at the Receiver though there is no "Length Indicator" indicating the existence of Padding;

-
if a 7-bit "Length Indicator" size is configured for the following PDU:

-
if RLC is configured for UM mode:
-
if the “Extension bit “ of that PDU does not indicate that the UMD PDU contains a complete SDU which is not segmented, concatenated or padded:
-
the "Length Indicator" with value "000 0000" shall be placed as the first "Length indicator" in the following PDU;

-
the "Sequence Number" shall be incremented by 2 before it is transmitted.
For UM and AM RLC:

-
if a 7 bit "Length Indicator" is used in a RLC PDU and one or more padding octets are present in the RLC PDU after the end of the last RLC SDU:

-
indicate the presence of padding by including a "Length Indicator" with value "1111111" as the last "Length Indicator" in the PDU.

-
if a 15 bit "Length Indicator" is used in a RLC PDU and two or more padding octets are present in the RLC PDU after the end of the last RLC SDU:

-
indicate the presence of padding by including a "Length Indicator" with value "111 1111 1111 1111" as the last "Length Indicator" in the PDU.

NOTE:
After the "Length Indicator" indicating the presence of padding has been included in the RLC PDU, the length of the padding may be zero.
In the case where the “alternative E-bit interpretation” is configured for UM RLC and an RLC PDU contains a segment of an SDU but neither the first octet nor the last octet of this SDU: 

· if a 7-bit “Length Indicator” is used:

-
the "Length Indicator" with value "111 1110" shall be used: 

· if a 15-bit “Length Indicator” is used:

-
the "Length Indicator" with value "111 1111 1111 1110" shall be used:
If a "Length Indicator" is still awaiting transmission and there is no RLC SDU available, an RLC PDU consisting of this "Length Indicator", the appropriate padding "Length Indicator" and padding may be transmitted.

Predefined values of the "Length Indicator" are used to indicate padding. The values that are reserved for special purposes are listed in the tables below depending on the size of the "Length Indicator". Only predefined "Length Indicator" values can refer to the padding space. These values shall only be placed after all other "Length Indicators" for a PDU.

STATUS PDUs can be piggybacked on the AMD PDU by using part or all of the padding space. A predefined "Length Indicator" shall be used to indicate the presence of a piggybacked STATUS PDU. This "Length Indicator" replaces the padding "Length Indicator". The piggybacked STATUS PDU shall be appended immediately following the PDU data. When only part of the padding space is used, the end of the piggybacked STATUS PDU is indicated by one of the SUFI fields NO_MORE or ACK. Thus no additional "Length Indicator" is required to show that there is still padding in the AMD PDU.

If "SDU discard with explicit signalling" is configured:

-
an AMD PDU can contain a maximum number of 15 "Length Indicators" indicating the end of 15 corresponding SDUs; and

-
the rest of the AMD PDU space shall be used as padding or as piggybacked STATUS PDU.

Length: 7 bits

	Bit
	Description

	0000000
	The previous RLC PDU was exactly filled with the last segment of an RLC SDU and there is no "Length Indicator" that indicates the end of the RLC SDU in the previous RLC PDU.

	1111100
	UMD PDU: The first data octet in this RLC PDU is the first octet of an RLC SDU. AMD PDU: Reserved (PDUs with this coding will be discarded by this version of the protocol).

	1111101
	Reserved (PDUs with this coding will be discarded by this version of the protocol).

	1111110
	AMD PDU: The rest of the RLC PDU includes a piggybacked STATUS PDU. UMD PDU:  The RLC PDU contains a segment of an SDU but neither the first octet nor the last octet of this SDU.


	1111111
	The rest of the RLC PDU is padding. The padding length can be zero.


Length: 15bits

	Bit
	Description

	000000000000000
	The previous RLC PDU was exactly filled with the last segment of an RLC SDU and there is no "Length Indicator" that indicates the end of the RLC SDU in the previous RLC PDU.

	111111111111011
	The last segment of an RLC SDU was one octet short of exactly filling the previous RLC PDU and there is no "Length Indicator" that indicates the end of the RLC SDU in the previous RLC PDU. The remaining one octet in the previous RLC PDU is ignored.

	111111111111100
	UMD PDU: The first data octet in this RLC PDU is the first octet of an RLC SDU. AMD PDU: Reserved (PDUs with this coding will be discarded by this version of the protocol).

	111111111111101
	Reserved (PDUs with this coding will be discarded by this version of the protocol).

	111111111111110
	AMD PDU: The rest of the RLC PDU includes a piggybacked STATUS PDU. UMD PDU:  The RLC PDU contains a segment of an SDU but neither the first octet nor the last octet of this SDU.


	111111111111111
	The rest of the RLC PDU is padding. The padding length can be zero.


SECTIONS DELETED
9.2.2.9
Data field

RLC SDUs or segments of RLC SDUs are mapped to this field in transparent, unacknowledged and acknowledged modes.

Transparent mode data:

-
the length of RLC SDUs is not constrained to a multiple of 8 bits;

-
if "Segmentation" is configured:

-
all the RLC PDUs carrying segments of a RLC SDU shall be sent in one TTI;

-
only RLC PDUs carrying segments from a single RLC SDU shall be sent in one TTI;

-
otherwise (Segmentation is not configured):

-
TMD PDU size is fixed within a single TTI and is equal to the RLC SDU size.

Unacknowledged mode data and Acknowledged mode data:

-
the length of RLC SDUs is constrained to a multiple of 8 bits;

-
the last segment of an RLC SDU shall be concatenated with the first segment of the next RLC SDU in order to fill the data field completely and avoid unnecessary padding unless otherwise specified in subclause 9.2.2.8 or subclause 11.2.2.2. The "Length Indicator" field is used to point the borders between RLC SDUs (see subclause 9.2.2.8).

11.2.2.2
Submission of UMD PDUs to the lower layer

If one or more SDUs have been scheduled for transmission according to subclause 11.2.2, the Sender shall:

-
inform the lower layer of the number and size of SDUs scheduled for transmission;

-
segment, and if possible concatenate the SDUs according to the PDU sizes indicated by the lower layer (see subclause 9.2.2.9). Concatenation may not be performed in all cases if the "alternative E-bit interpretation" is configured and the UE supports RLC-SDU alignment;

-
submit to the lower layer, the requested number of UMD PDUs;

-
update VT(US) for each UMD PDU submitted to the lower layer (see subclause 9.4);

-
buffer the SDUs that are not submitted to the lower layer according to the discard configuration (see subclause 9.7.3).

11.2.3.1
SDU discard and re-assembly

Upon delivery of a set of UMD PDUs from the lower layer or from the duplicate avoidance and reordering subentity, the Receiver shall:

-
update VR(US) according to each received UMD PDU (see subclause 9.4);

-
if the updating step of VR(US) is not equal to one (i.e. one or more UMD PDUs are missing):

-
discard the SDUs that could have segments or "Length Indicators" indicating the end of the SDUs in the missing UMD PDUs according to subclauses 9.2.2.8 and 9.2.2.9.

-
if the special "Length Indicator" "1111 100" or "1111 1111 1111 100" is the first "Length Indicator" of a UMD PDU received on the downlink:

-
consider the first data octet in this UMD PDU as the first octet of an RLC SDU.
-
if the "Extension bit " indicates that the UMD PDU contains a complete SDU which is not segmented, concatenated or padded:
-
consider the data part in this UMD PDU as one complete RLC SDU.
-
reassemble the received UMD PDUs into RLC SDUs;

-
submit the RLC SDUs to upper layers through the UM-SAP.
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