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8.2.17
Radio Link Setup

8.2.17.1
General

This procedure is used for establishing the necessary resources for a new Node B Communication Context in the Node B.

[FDD - The Radio Link Setup procedure is used to establish one or more radio links. The procedure establishes one or more DCHs on all radio links, and in addition, it can include the establishment of an HS-DSCH on one radio link.]

[TDD - The Radio Link Setup procedure is used to establish one radio link including one or more transport channels. The transport channels can be a mix of DCHs, DSCHs, and USCHs, or DCHs and an HS-DSCH, including also combinations where one or more transport channel types are not present.]

8.2.17.2
Successful Operation
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Figure 24: Radio Link Setup procedure, Successful Operation

The procedure is initiated with a RADIO LINK SETUP REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

Upon reception of the RADIO LINK SETUP REQUEST message, the Node B shall reserve necessary resources and configure the new Radio Link(s) according to the parameters given in the message.

The Node B shall prioritise resource allocation for the RL(s) to be established according to Annex A.
====================================================================================

UNAFFECTED PARTS REMOVED

====================================================================================

Transport Channels Handling:

[FDD - E-DCH:]
[FDD - If the E-TFCS Information IE in the E-DPCH Information IE contains the E-DCH Minimum Set E-TFCI IE the DRNS shall use the value for the related resource allocation operation.]

[FDD - If the E-DCH FDD Information IE is present in the RADIO LINK SETUP REQUEST message then:

-
The DRNS shall setup the requested E-DCH resources on the Radio Links indicated by the E-DCH RL Indication IE, set to "E-DCH", in the RL Information IE. 

-
If the RADIO LINK SETUP REQUEST message includes the Transport Layer Address IE and Binding ID IE in the RL specific E-DCH Information IE for an E-DCH MAC-d flow, then the DRNC may use the transport layer address and the binding identifier received from the SRNC when establishing a transport bearer for the concerned E-DCH MAC-d flow.

-
The DRNS may use the Traffic Class IE for a specific E-DCH MAC-d flow to determine the transport bearer characteristics to apply between DRNC and Node B.

-
If the RADIO LINK SETUP REQUEST message includes the MAC-es Guaranteed Bit Rate IE for a E-DCH MAC-d flow in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD Information IE, then the DRNS shall use this information to optimise MAC-e scheduling decisions.

-
If the RADIO LINK SETUP REQUEST message includes the Maximum Number of Retransmissions for E-DCH IE for a E-DCH MAC-d flow in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD Information IE, then the DRNS shall use this information to report if the maximum number of retransmissions has elapsed, see [4].

-
If the RADIO LINK SETUP REQUEST message includes the E-DCH MAC-d Flow Multiplexing List IE for an E-DCH MAC-d flow the DRNS shall use this information for the related resource allocation operation. 

-
If in the RADIO LINK SETUP REQUEST message the E-DCH Grant Type is indicated as being “E-DCH Non-Scheduled Transmission Grant” for an E-DCH MAC-d flow the DRNS shall assume non-scheduled grants being configured for that E-DCH MAC-d flow and shall use the information within the HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant IE, if included, for the related resource allocation operation.

 -
If in the RADIO LINK SETUP REQUEST message the E-DCH Grant Type is indicated as being “E-DCH Scheduled Transmission Grant” for an E-DCH MAC-d flow the DRNS shall assume scheduled grants being configured for that E-DCH MAC-d flow.

-
If the TNL QoS IE is included for a E-DCH MAC-d flow and if ALCAP is not used, the TNL QoS IE may be used by the DRNS to determine the transport bearer characteristics to apply in the uplink for the related MAC-d flow.

-
The DRNC shall include the E-AGCH and E-RGCH and E-HICH FDD Scrambling Code IE and the E-RGCH and E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the DRNC may include the corresponding E-RGCH Signature Sequence IE in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK SETUP RESPONSE message.
-
If the RADIO LINK SETUP REQUEST message contains the Serving E-DCH RL IE then the DRNS may allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both and include these E-RNTI identifiers and the Channelisation Code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the RL Information IE for the indicated RL in the RADIO LINK SETUP RESPONSE message. The DRNS may include the Serving Grant Value IE and Primary/Secondary Grant Selector IE in the RADIO LINK SETUP RESPONSE message for the initial grant for the serving E-DCH RL.
-
If the RADIO LINK SETUP REQUEST message includes the Bundling Mode Indicator IE for a E-DCH MAC-d flow in the E-DCH MAC-d Flow Specific Information IE in the E-DCH FDD Information IE and the Bundling Mode Indicator IE is set to “Bundling” and the E-TTI IE is set to “2ms”, then the DRNS shall use the bundling mode for the E-DCH UL data frames for the related Mac-d flow, otherwise the DRNS shall use the non-bundling mode for the E-DCH UL data frames for the related Mac-d flow.]

8.3.2
Radio Link Addition

8.3.2.1
General

This procedure is used for establishing the necessary resources in the DRNS for one [FDD – or more] additional RLs towards a UE when there is already at least one RL established to the concerned UE via this DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Radio Link Addition procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

[TDD - The Radio Link Addition procedure serves to establish a new Radio Link with the DSCH and USCH included, if they existed before.]

8.3.2.2
Successful Operation
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Figure 7: Radio Link Addition procedure: Successful Operation

The procedure is initiated with a RADIO LINK ADDITION REQUEST message sent from the SRNC to the DRNC.

Upon receipt, the DRNS shall reserve the necessary resources and configure the new RL(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

The DRNS shall prioritise resource allocation for the RL(s) to be established according to Annex A.
====================================================================================

UNAFFECTED PARTS REMOVED

====================================================================================

[FDD - E-DCH:]
[FDD - If the RADIO LINK ADDITION REQUEST message contains the E-DCH RL Indication IE, set to "E-DCH",in the RL Information IE, then for every such RL. 

-
The DRNS shall setup the E-DCH resources as configured in the UE context.

-
If the RADIO LINK ADDITION REQUEST message includes the Transport Layer Address IE and Binding ID IE in the RL specific E-DCH Information IE for an E-DCH MAC-d flow, then the DRNC may use the transport layer address and the binding identifier received from the SRNC when establishing a transport bearer for the concerned E-DCH MAC-d flow.

-
The DRNC shall include the E-AGCH and E-RGCH and E-HICH FDD Scrambling Code IE and the E-RGCH and E-HICH Channelisation Code IE and the corresponding E-HICH Signature Sequence IE and the DRNC may include the corresponding E-RGCH Signature Sequence IE in the E-DCH FDD DL Control Channel Information IE in the RADIO LINK ADDITION RESPONSE message.
[FDD - If the RADIO LINK ADDITION REQUEST message contains the Serving E-DCH RL IE, indicating that the Serving E-DCH RL is in this DRNS, then the DRNS may allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both and include these E-RNTI identifiers and the Channelisation Code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the RL Information IE for the indicated RL in the RADIO LINK ADDITION RESPONSE message. The DRNS may include the Serving Grant Value IE and Primary/Secondary Grant Selector IE in the RADIO LINK ADDITION RESPONSE message for the initial grant for the serving E-DCH RL.]

8.3.4
Synchronised Radio Link Reconfiguration Preparation

8.3.4.1
General

The Synchronised Radio Link Reconfiguration Preparation procedure is used to prepare a new configuration of Radio Link(s) related to one UE-UTRAN connection within a DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Synchronised Radio Link Reconfiguration Preparation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.4.2
Successful Operation
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Figure 10: Synchronised Radio Link Reconfiguration Preparation procedure, Successful Operation

The Synchronised Radio Link Reconfiguration Preparation procedure is initiated by the SRNC by sending the RADIO LINK RECONFIGURATION PREPARE message to the DRNC.

Upon receipt, the DRNS shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

If the RADIO LINK RECONFIGURATION PREPARE message includes the Allowed Queuing Time IE the DRNS may queue the request the time corresponding to the value of the Allowed Queuing Time IE before starting to execute the request.

The DRNS shall prioritise resource allocation for the RL(s) to be modified according to Annex A.
====================================================================================

UNAFFECTED PARTS REMOVED

====================================================================================

[FDD - Serving E-DCH Radio Link Change:]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes the Serving E-DCH RL ID IE, this indicates the new Serving E-DCH Radio Link:

-
If the old Serving E-DCH RL is within this DRNS, the DRNS shall de-allocate the E-AGCH resources of the old Serving E-DCH Radio Link.

-
If the new Serving E-DCH RL is within this DRNS, the DRNS may allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the RL Information Response IE for the indicated RL in the RADIO LINK RECONFIGURATION READY message. The DRNS may include the Serving Grant Value IE and Primary/Secondary Grant Selector IE in the RADIO LINK RECONFIGURATION READY message for the initial grant for the new serving E-DCH RL.]

8.3.7
Unsynchronised Radio Link Reconfiguration

8.3.7.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE‑UTRAN connection within a DRNS.

The procedure is used when there is no need to synchronise the time of the switching from the old to the new radio link configuration in the cells used by the UE-UTRAN connection within the DRNS.

This procedure shall use the signalling bearer connection for the relevant UE Context.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.7.2
Successful Operation
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Figure 14: Unsynchronised Radio Link Reconfiguration procedure, Successful Operation

The Unsynchronised Radio Link Reconfiguration procedure is initiated by the SRNC by sending the RADIO LINK RECONFIGURATION REQUEST message to the DRNC.

Upon receipt, the DRNS shall modify the configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

If the RADIO LINK RECONFIGURATION REQUEST message includes the Allowed Queuing Time IE the DRNS may queue the request the time corresponding to the value of the Allowed Queuing Time IE before starting to execute the request.

====================================================================================

UNAFFECTED PARTS REMOVED

====================================================================================

[FDD - Serving E-DCH Radio Link Change:]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST message includes the Serving E-DCH RL IE, this indicates the new Serving E-DCH Radio Link:

-
If the old Serving E-DCH RL is within this DRNS, the DRNS shall de-allocate the E-AGCH resources of the old Serving E-DCH Radio Link.

-
If the new Serving E-DCH RL is within this DRNS, the DRNS may allocate a primary E-RNTI identifier or a secondary E-RNTI identifier or both for the new Serving E-DCH Radio Link and include these E-RNTI identifiers along with the channelisation code of the corresponding E-AGCH in the E-DCH FDD DL Control Channel Information IE in the RL Information Response IE for the indicated RL in the RADIO LINK RECONFIGURATION RESPONSE message. The DRNS may include the Serving Grant Value IE and Primary/Secondary Grant Selector IE in the RADIO LINK RECONFIGURATION RESPONSE message for the initial grant for the new serving E-DCH RL.]
9.2.2.4D
E-DCH FDD DL Control Channel Information

The E-DCH FDD DL Control Channel Information IE provides information for E-DCH specific DL Control Channels to be provided to UE via RRC signalling.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-AGCH and E-RGCH And E-HICH FDD Scrambling Code
	M
	
	DL Scrambling Code 

9.2.2.13
	Scrambling code on which E-AGCH, E-RGCH and E-HICH are transmitted.

0= Primary scrambling code of the cell 1…15 = Secondary scrambling code

	E-AGCH Channelisation Code
	O
	
	FDD DL Channelisation Code Number 9.2.2.14
	

	Primary E-RNTI
	O
	
	E-RNTI

9.2.1.30V
	

	Secondary E-RNTI
	O
	
	E-RNTI

9.2.1.30V
	

	E-RGCH and E-HICH Channelisation Code
	M
	
	FDD DL Channelisation Code Number 9.2.2.14
	

	E-RGCH Signature Sequence
	O
	
	INTEGER (0..maxnoofSigSeqERGHICH-1)
	

	E-HICH Signature Sequence
	M
	
	INTEGER (0..maxnoofSigSeqERGHICH-1)
	

	Serving Grant Value
	O
	
	INTEGER (0..31,…)
	

	Primary/Secondary Grant Selector
	O
	
	ENUMERATED (Primary, Secondary)
	Indicates whether the Serving Grant Value is granted with a primary E-RNTI or a secondary E-RNTI


9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RNSAP.

--

-- **************************************************************

RNSAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

====================================================================================

UNAFFECTED PARTS REMOVED

====================================================================================

-- **************************************************************

--

-- RADIO LINK SETUP REQUEST FDD

--

-- **************************************************************

RadioLinkSetupRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Permanent-NAS-UE-Identity




CRITICALITY ignore
EXTENSION Permanent-NAS-UE-Identity





PRESENCE optional }|


{ ID id-DL-PowerBalancing-Information



CRITICALITY ignore
EXTENSION DL-PowerBalancing-Information




PRESENCE optional}|


{ ID id-HSDSCH-FDD-Information





CRITICALITY reject
EXTENSION HSDSCH-FDD-Information




PRESENCE optional }|


{ ID id-HSPDSCH-RL-ID







CRITICALITY reject
EXTENSION RL-ID












PRESENCE conditional }|

-- This IE shall be present if HS-DSCH Information IE is present.

{ ID id-MBMS-Bearer-Service-List



CRITICALITY notify
EXTENSION MBMS-Bearer-Service-List





PRESENCE optional }|


{ ID id-EDPCH-Information





CRITICALITY reject

EXTENSION EDPCH-Information-FDD




PRESENCE optional }|


{ ID id-EDCH-FDD-Information




CRITICALITY reject

EXTENSION EDCH-FDD-Information





PRESENCE conditional }|


-- This IE is present if E-DPCH Information IE is present.


{ ID id-Serving-EDCHRL-Id





CRITICALITY reject

EXTENSIONEDCH-Serving-RL










PRESENCE conditional }|


-- This IE is present if E-DCHInformation IE is present.

{ ID id-F-DPCH-Information-RL-SetupRqstFDD

CRITICALITY reject
EXTENSION F-DPCH-Information-RL-SetupRqstFDD

PRESENCE optional }|


{ ID id-Initial-DL-DPCH-TimingAdjustment-Allowed
CRITICALITY ignore
EXTENSION Initial-DL-DPCH-TimingAdjustment-Allowed
PRESENCE optional },

...

}

-- **************************************************************

--

-- RADIO LINK ADDITION REQUEST FDD

--

-- **************************************************************

RadioLinkAdditionRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DPC-Mode








CRITICALITY reject
EXTENSION DPC-Mode












PRESENCE optional }|

{ ID id-Permanent-NAS-UE-Identity




CRITICALITY ignore
EXTENSION Permanent-NAS-UE-Identity






PRESENCE optional }|



{ ID id-Serving-EDCHRL-Id





CRITICALITY reject
EXTENSION EDCH-Serving-RL














PRESENCE conditional }|

-- This IE is present if RL Specific E-DCHInformation IE is present.


{ ID id-Initial-DL-DPCH-TimingAdjustment-Allowed
CRITICALITY ignore
EXTENSION Initial-DL-DPCH-TimingAdjustment-Allowed

PRESENCE optional },

...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION PREPARE FDD

--

-- **************************************************************

RadioLinkReconfigurationPrepareFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-HSDSCH-FDD-Information






CRITICALITY reject
EXTENSION HSDSCH-FDD-Information




PRESENCE optional}|


{ ID id-HSDSCH-Information-to-Modify




CRITICALITY reject
EXTENSION HSDSCH-Information-to-Modify



PRESENCE optional}|


{ ID id-HSDSCH-MACdFlows-to-Add






CRITICALITY reject
EXTENSION HSDSCH-MACdFlows-Information



PRESENCE optional}|


{ ID id-HSDSCH-MACdFlows-to-Delete





CRITICALITY reject
EXTENSION HSDSCH-MACdFlows-to-Delete



PRESENCE optional}|


{ ID id-HSPDSCH-RL-ID








CRITICALITY reject
EXTENSION RL-ID











PRESENCE optional}|


{ ID id-EDPCH-Information







CRITICALITY reject
EXTENSION EDPCH-Information-RLReconfPrepare-FDD





PRESENCE optional}|


{ ID id-EDCH-FDD-Information






CRITICALITY reject
EXTENSION EDCH-FDD-Information





PRESENCE optional}|


{ ID id-EDCH-FDD-Information-To-Modify




CRITICALITY reject
EXTENSION EDCH-FDD-Information-To-Modify


PRESENCE optional}|


{ ID id-EDCH-MACdFlows-To-Delete





CRITICALITY reject
EXTENSION EDCH-MACdFlows-To-Delete




PRESENCE optional}|


{ ID id-Serving-EDCHRL-Id







CRITICALITY reject
EXTENSION EDCH-Serving-RL











PRESENCE conditional}|


-- This IE is present if RL Specific E-DCHInformation IE is present.

{ ID id-F-DPCH-Information-RL-ReconfPrepFDD



CRITICALITY reject
EXTENSION F-DPCH-Information-RL-ReconfPrepFDD
PRESENCE optional},

...

}

-- **************************************************************

--

-- RADIO LINK RECONFIGURATION REQUEST FDD

--

-- **************************************************************

RadioLinkReconfigurationRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-RL-ReconfigurationRequestFDD-RL-InformationList
CRITICALITY
ignore
EXTENSION RL-ReconfigurationRequestFDD-RL-InformationList

PRESENCE 
optional}|

{ ID id-DL-ReferencePowerInformation




CRITICALITY ignore
EXTENSION DL-ReferencePowerInformation



PRESENCE optional
}|


{ ID id-HSDSCH-FDD-Information




CRITICALITY reject
EXTENSION HSDSCH-FDD-Information


PRESENCE optional}|


{ ID id-HSDSCH-Information-to-Modify-Unsynchronised
CRITICALITY reject

EXTENSION HSDSCH-Information-to-Modify-Unsynchronised
PRESENCE optional}|


{ ID id-HSDSCH-MACdFlows-to-Add




CRITICALITY reject

EXTENSION HSDSCH-MACdFlows-Information


PRESENCE optional}|


{ ID id-HSDSCH-MACdFlows-to-Delete



CRITICALITY reject

EXTENSION HSDSCH-MACdFlows-to-Delete


PRESENCE optional}|


{ ID id-HSPDSCH-RL-ID






CRITICALITY reject

EXTENSION RL-ID










PRESENCE optional}|


{ ID id-EDPCH-Information-RLReconfRequest-FDD
CRITICALITY
reject

EXTENSION EDPCH-Information-RLReconfRequest-FDD

PRESENCE optional}|


{ ID id-EDCH-FDD-Information




CRITICALITY
reject

EXTENSION EDCH-FDD-Information





PRESENCE optional}|


{ ID id-EDCH-FDD-Information-To-Modify


CRITICALITY
reject

EXTENSION EDCH-FDD-Information-To-Modify

PRESENCE optional}|

{ ID id-EDCH-MACdFlows-To-Delete



CRITICALITY
reject

EXTENSION EDCH-MACdFlows-To-Delete



PRESENCE optional}|

{ ID id-Serving-EDCHRL-Id





CRITICALITY
reject

EXTENSION EDCH-Serving-RL



PRESENCE optional},

...

}

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************
-- E

EDCH-DDI-Value ::= INTEGER (0..63)
EDCH-FDD-DL-ControlChannelInformation ::= SEQUENCE {


eAGCH-ERGCH-EHICH-FDD-ScramblingCode



DL-ScramblingCode,


eAGCH-ChannelisationCode






FDD-DL-ChannelisationCodeNumber

OPTIONAL,


primary-e-RNTI









E-RNTI
OPTIONAL,


secondary-e-RNTI








E-RNTI
OPTIONAL,


eRGCH-EHICH-ChannelisationCode





FDD-DL-ChannelisationCodeNumber

OPTIONAL,


eRGCH-SignatureSequence







ERGCH-SignatureSequence



OPTIONAL,


eHICH-SignatureSequence







EHICH-SignatureSequence,

serving-Grant-Value








E-Serving-Grant-Value



OPTIONAL,

primary-Secondary-Grant-Selector




E-Primary-Secondary-Grant-Selector
OPTIONAL,


iE-Extensions









ProtocolExtensionContainer { { EDCH-FDD-DL-ControlChannelInformation-ExtIEs } }


OPTIONAL,

...

}
EDCH-FDD-DL-ControlChannelInformation-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

...

}

====================================================================================

UNAFFECTED PARTS REMOVED

====================================================================================

E-DCH-Non-Scheduled-Transmission-Grant-Items ::= SEQUENCE {


maxBits-MACe-PDU-non-scheduled



Max-Bits-MACe-PDU-non-scheduled,


hARQ-Process-Allocation-2ms

HARQ-Process-Allocation-2ms-EDCH












OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { E-DCH-Non-Scheduled-Transmission-Grant-Items-ExtIEs} }
OPTIONAL,


...

}

E-DCH-Non-Scheduled-Transmission-Grant-Items-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
E-DCH-TFCS-Index ::= INTEGER (1..4,...)

EDPCH-Information-FDD ::= SEQUENCE {


maxSet-E-DPDCHs










Max-Set-E-DPDCHs,


punctureLimit










PunctureLimit,


e-TFCS-Information










E-TFCS-Information,


e-TTI












E-TTI,

e-DPCCH-PO











E-DPCCH-PO,


iE-Extensions





ProtocolExtensionContainer { { EDPCH-Information-FDD-ExtIEs } }


OPTIONAL,

...

}
EDPCH-Information-FDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
EDPCH-Information-RLReconfPrepare-FDD ::= SEQUENCE {


maxSet-E-DPDCHs










Max-Set-E-DPDCHs


OPTIONAL,


punctureLimit










PunctureLimit,


e-TFCS-Information










E-TFCS-Information,


e-TTI












E-TTI,

e-DPCCH-PO











E-DPCCH-PO,

iE-Extensions





ProtocolExtensionContainer { { EDPCH-Information-RLReconfPrepare-FDD-ExtIEs } }


OPTIONAL,

...

}
EDPCH-Information-RLReconfPrepare-FDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
EDPCH-Information-RLReconfRequest-FDD ::= SEQUENCE {


e-TFCS-Information









E-TFCS-Information















OPTIONAL,


e-DPCCH-PO











E-DPCCH-PO

















OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { EDPCH-Information-RLReconfRequest-FDD-ExtIEs } }


OPTIONAL,

...

}
EDPCH-Information-RLReconfRequest-FDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
E-DPCCH-PO ::= INTEGER (0..maxNrOfEDPCCH-PO-QUANTSTEPs)
E-Primary-Secondary-Grant-Selector ::= ENUMERATED {


primary,

secondary
}

EHICH-SignatureSequence ::= INTEGER  (0..maxNrofSigSeqERGHICH-1)

ERGCH-SignatureSequence ::= INTEGER  (0..maxNrofSigSeqERGHICH-1)
E-Serving-Grant-Value ::= INTEGER (0..31,...)
EDCH-Serving-RL ::= CHOICE {


e-DCH-Serving-RL-in-this-DRNS


EDCH-Serving-RL-in-this-DRNS,

e-DCH-Serving-RL-not-in-this-DRNS

NULL,


...

}
EDCH-Serving-RL-in-this-DRNS ::= SEQUENCE {


e-DCH-Serving-RL-Id



RL-ID,


iE-Extensions




ProtocolExtensionContainer { { EDCH-Serving-RL-in-this-DRNS-ExtIEs} }
OPTIONAL,


...

}

EDCH-Serving-RL-in-this-DRNS-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
E-RNTI ::= INTEGER (0..65535)
E-TFCI ::= INTEGER (0..127)
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